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1.1 Change 1
	Object name 
	ts_MM_IdleUpdated

	Reason for change
	In CS only path check for cell in the  cell_FACH_BMC configuration is not present and needs to be added.

	Summary of change
	Check for cell_FACH_BMC configuration is added in the test step ts_MM_IdleUpdated, so that the test case will work in the CS only mode.

	Source of change
	

	Label
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(tev_TmpCallinfo cellConfiy = cell_FACH_3_SC
CPCH_3_FACH_CTCH )]

+1s_RRC_ConnRel (p_Cellld, cell_Fach_Dech)
[tey_TrpCellinfo.celiConf <= cell_FACH]
+1s_RRC_ConnRel { p_Cellld, cell_Dch )
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[(tey_TmpCellinfo.celiConfig = cell_FACH) OR
(tev_TmpCallinfo cellConfiy = cell_FACH_25CCR
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(tev_TmpCellinfo cellConfiy = cell_FACH_2_PRA
CH) OR
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CPCH JOR

(tev_TmpCallinfo.cellConfiy = cell_FACH_3_SC
CPCH_4_FACH_Cnig1 ) OR

(tev_TmpCallinfo cellConfiy = cell_FACH_3_SC
CPCH_4_FACH_Cnf2)OR

(tev_TmpCallinfo cellConfiy = cell_FACH_3_SC
CPCH_3_FACH_CTCH JOR

tov_TmpCellinfo celiConfig = cell_FACH_BMC)]
+1s_RRC_ConnRel (p_Cellld, cell_Fach_Dech)
[tey_TrpCellinfo.celiConf <= cell_FACH]
+1s_RRC_ConnRel (p_Cellld, cell_Dch)

Connection Release

De-iniialise the variable tey_
i




1.2 Change 2
	Object name 
	tc_16_3

	Reason for change
	Paging in CS only needs to be done with TMSI.

	Summary of change
	In CS only mode, Paging is done with TMSI.

	Source of change
	

	Label
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