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	In UTRAN functions f_Get_cs_108_RRC_ConnSetupDCH and f_Get_cs_108_RB_SetUpSpeech there is an attempt to get FDD or TDD specific information without a previous call to f_IRAT_GetUTRAN_FDD_TDD_Mode which produces an execution error.
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Change 1
	Function name
	f_Get_cs_108_RRC_ConnSetupDCH

	Reason for change
	In f_Get_cs_108_RRC_ConnSetupDCH there is an attempt to get FDD or TDD specific information without a previous call to f_IRAT_GetUTRAN_FDD_TDD_Mode which produces an execution error

	Summary of change
	Call to f_IRAT_GetUTRAN_FDD_TDD_Mode was added within function f_Get_cs_108_RRC_ConnSetupDCH.

	TTCN module
	UTRAN_CommonFunctions.ttcn

	MCC160 Comment
	


Before change:

	  function f_Get_cs_108_RRC_ConnSetupDCH(UTRAN_CellId_Type  p_CellId,

                                         template (value) InitialUE_Identity p_InitialUE_Id)

    runs on UTRAN_PTC return template (value) DL_CCCH_Message

  { // @sic R5-123750 sic@

    var template (value) DL_CCCH_Message v_RRC_ConnSetupDCH;

    var U_RNTI v_U_RNTI := f_UTRAN_CellInfo_GetU_RNTI(p_CellId);

    var UTRAN_CellInfo_Type_FDD v_CellInfoFDD := f_UTRAN_CellInfo_GetFDDSpecific(p_CellId);

    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific(p_CellId);   

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI;

    select (f_FddTddMessageClass(p_CellId)) {

      case (FDDr8) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r8_FDD(p_InitialUE_Id, v_RRC_TI, v_CellInfoFDD.priScrmCode, v_U_RNTI, v_CellInfoFDD.uL_ScramblingCode);

      }

      case (FDDr9) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r9_FDD(p_InitialUE_Id, v_RRC_TI, v_CellInfoFDD.priScrmCode, v_U_RNTI, v_CellInfoFDD.uL_ScramblingCode);

      }

      case (TDDr9) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r9_TDD(p_InitialUE_Id, v_RRC_TI, v_U_RNTI, v_CellInfoTDD.cellParametersID);

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    return v_RRC_ConnSetupDCH;

  }


After change:

	function f_Get_cs_108_RRC_ConnSetupDCH(UTRAN_CellId_Type  p_CellId,

                                         template (value) InitialUE_Identity p_InitialUE_Id)

    runs on UTRAN_PTC return template (value) DL_CCCH_Message

  { // @sic R5-123750 sic@

    var template (value) DL_CCCH_Message v_RRC_ConnSetupDCH;

    var U_RNTI v_U_RNTI := f_UTRAN_CellInfo_GetU_RNTI(p_CellId);

    var UTRAN_CellInfo_Type_FDD v_CellInfoFDD;

    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD;
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI;

 if ( f_IRAT_GetUTRAN_FDD_TDD_Mode () == UTRAN_FDD )  {

  v_CellInfoFDD := f_UTRAN_CellInfo_GetFDDSpecific(p_CellId);

  }

   else{

  v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific(p_CellId);

 }
    select (f_FddTddMessageClass(p_CellId)) {

      case (FDDr8) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r8_FDD(p_InitialUE_Id, v_RRC_TI, v_CellInfoFDD.priScrmCode, v_U_RNTI, v_CellInfoFDD.uL_ScramblingCode);

      }

      case (FDDr9) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r9_FDD(p_InitialUE_Id, v_RRC_TI, v_CellInfoFDD.priScrmCode, v_U_RNTI, v_CellInfoFDD.uL_ScramblingCode);

      }

      case (TDDr9) {

        v_RRC_ConnSetupDCH := cs_108_RRC_ConnSetupDCH_r9_TDD(p_InitialUE_Id, v_RRC_TI, v_U_RNTI, v_CellInfoTDD.cellParametersID);

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    return v_RRC_ConnSetupDCH;

  }


Change 2
	Function name
	f_Get_cs_108_RB_SetUpSpeech

	Reason for change
	In f_Get_cs_108_RB_SetUpSpeech there is an attempt to get FDD or TDD specific information without a previous call to f_IRAT_GetUTRAN_FDD_TDD_Mode which produces an execution error

	Summary of change
	Call to f_IRAT_GetUTRAN_FDD_TDD_Mode was added within function f_Get_cs_108_RB_SetUpSpeech. 

	TTCN module
	UTRAN_RAB_Functions.ttcn

	MCC160 Comment
	


Before change:

	  function f_Get_cs_108_RB_SetUpSpeech (UTRAN_CellId_Type  p_CellId,

                                        UTRAN_CFN_Info_Type p_CfnInfo) runs on UTRAN_PTC return template (value) DL_DCCH_Message

  {

    // @sic R5-123750 sic@

    var template (value) DL_DCCH_Message v_RadioBearerSetup;

    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();

    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific (p_CellId); //@sic R5s110752 sic@  

    select (f_FddTddMessageClass(p_CellId)) {

      case (FDDr8) {

        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_FDD (v_SecurityInfo.dl_IntegrityCheckInfo,

                                                        p_CfnInfo.actTime,

                                                        tsc_RAB_DefCS,

                                                        f_UTRAN_CellInfo_GetPriScrmCode_FDD (p_CellId),

                                                        f_UTRAN_CellInfo_GetULScrmCode_FDD (p_CellId));

      }

      case (FDDr9) {

        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_r9_FDD (v_SecurityInfo.dl_IntegrityCheckInfo,

                                                           p_CfnInfo.actTime,

                                                           tsc_RAB_DefCS,

                                                           f_UTRAN_CellInfo_GetPriScrmCode_FDD (p_CellId),

                                                            f_UTRAN_CellInfo_GetULScrmCode_FDD (p_CellId) );

      }

      case (TDDr9) {

        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_TDD (v_SecurityInfo.dl_IntegrityCheckInfo,

                                                        p_CfnInfo.actTime,

                                                        tsc_RAB_DefCS,

                                                        v_CellInfoTDD.cellParametersID);

      }

      case else {

        FatalError(__FILE__, __LINE__, "");

      }

    }

    return v_RadioBearerSetup;

  }

  


After change:

	function f_Get_cs_108_RB_SetUpSpeech (UTRAN_CellId_Type  p_CellId,
                                        UTRAN_CFN_Info_Type p_CfnInfo) runs on UTRAN_PTC return template (value) DL_DCCH_Message
  {
    // @sic R5-123750 sic@
    var template (value) DL_DCCH_Message v_RadioBearerSetup;
    var UTRAN_SecurityInfo_Type v_SecurityInfo := f_UTRAN_Security_Get();
    
    var UTRAN_CellInfo_Type_TDD v_CellInfoTDD;
 

 if ( f_IRAT_GetUTRAN_FDD_TDD_Mode () == UTRAN_TDD )  {
  v_CellInfoTDD := f_UTRAN_CellInfo_GetTDDSpecific(p_CellId);
 }
    
    select (f_FddTddMessageClass(p_CellId)) {
      case (FDDr8) {
        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_FDD (v_SecurityInfo.dl_IntegrityCheckInfo,
                                                        p_CfnInfo.actTime,
                                                        tsc_RAB_DefCS,
                                                        f_UTRAN_CellInfo_GetPriScrmCode_FDD (p_CellId),
                                                        f_UTRAN_CellInfo_GetULScrmCode_FDD (p_CellId));
      }
      case (FDDr9) {
        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_r9_FDD (v_SecurityInfo.dl_IntegrityCheckInfo,
                                                           p_CfnInfo.actTime,
                                                           tsc_RAB_DefCS,
                                                           f_UTRAN_CellInfo_GetPriScrmCode_FDD (p_CellId),
                                                            f_UTRAN_CellInfo_GetULScrmCode_FDD (p_CellId) );
      }
      case (TDDr9) {
        v_RadioBearerSetup := cs_108_RB_SetUpSpeech_TDD (v_SecurityInfo.dl_IntegrityCheckInfo,
                                                        p_CfnInfo.actTime,
                                                        tsc_RAB_DefCS,
                                                        v_CellInfoTDD.cellParametersID);
      }
      case else {
        FatalError(__FILE__, __LINE__, "");
      }
    }
    return v_RadioBearerSetup;
  }
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