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	Reason for change:
(

	1) Setting the power level of the UTRAN cell before the HO to UTRAN command was missing
2) There is a duplication of the mac_dFlowId in cs_TrLogMappingDL_MAC_HS_SRB

	 
	

	Summary of change:
(

	1) The power level of the UTRAN cell was set before the HO to UTRAN

2) 2 mac_dFlowId values were used in cs_TrLogMappingDL_MAC_HS_SRB
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Change 1
	Function name
	f_TC_8_4_1_5_UTRAN

	Reason for change
	Setting the power level of the UTRAN cell before the HO to UTRAN command was missing

	Summary of change
	The power level of the UTRAN cell was set before the HO to UTRAN

	TTCN module
	InterRat_Handover_EtoU_UTRAN.ttcn

	MCC160 Comment
	


Before change:

	  function f_TC_8_4_1_5_UTRAN() runs on UTRAN_PTC

  {

    var U_RNTI v_U_RNTI;

    var C_RNTI v_C_RNTI;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var octetstring v_PSSpecificNAS_Info, v_CSSpecificNAS_Info;

    var DRX_CycleLengthStructure v_DRX_CycleLengthStructure;

    var PLMN_Identity v_PLMN_Identity;

    var octetstring v_LAC;

    // Initialise all cells

    f_UTRAN_Init(EUTRA_UTRAN);

    //Create and configure Cell 5

    //Cell started switched on with default power level, -60 and max attenuation

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    //Start sending System Information

    f_UTRAN_SendDefSysInfo(utran_Cell5);

    f_UTRAN_Pre_Preamble (utran_Cell5, NotSpecified); // @sic R5-120776 sic@

    f_UTRAN_Send_IR_SysInfoToEUTRA(utran_Cell5);

    f_UTRAN_TestBody_Set(true);

    //@siclog "Step 1" siclog@

    f_SS_Config_HSPA_RAB(utran_Cell5);

    //UE starts registered in EUTRA, receive updated auth params

    f_UTRAN_InterRAT_InitialiseAuthParams();

    f_UTRAN_ConfigureCipheringBeforeHO(utran_Cell5);

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); // Tell SS to transmit a MobilityFromEUTRACommand message

    //@siclog "Step 3" siclog@

    U_AM.receive(car_RLC_Data_Ind(utran_CellDedicated,

                                  tsc_RB2,

                                  cr_HandoverToUTRANComplete));

    f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.4.1.5 Step 3");


After change:

	function f_TC_8_4_1_5_UTRAN() runs on UTRAN_PTC

  {

    var U_RNTI v_U_RNTI;

    var C_RNTI v_C_RNTI;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var octetstring v_PSSpecificNAS_Info, v_CSSpecificNAS_Info;

    var DRX_CycleLengthStructure v_DRX_CycleLengthStructure;

    var PLMN_Identity v_PLMN_Identity;

    var octetstring v_LAC;

    // Initialise all cells

    f_UTRAN_Init(EUTRA_UTRAN);

    //Create and configure Cell 5

    //Cell started switched on with default power level, -60 and max attenuation

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    //Start sending System Information

    f_UTRAN_SendDefSysInfo(utran_Cell5);

    f_UTRAN_Pre_Preamble (utran_Cell5, NotSpecified); // @sic R5-120776 sic@

    f_UTRAN_Send_IR_SysInfoToEUTRA(utran_Cell5);

    f_UTRAN_TestBody_Set(true);

    //@siclog "Step 1" siclog@

    f_SS_Config_HSPA_RAB(utran_Cell5);

    //UE starts registered in EUTRA, receive updated auth params

    f_UTRAN_InterRAT_InitialiseAuthParams();

    f_UTRAN_ConfigureCipheringBeforeHO(utran_Cell5);

     f_UTRAN_SetCellPower (utran_Cell5, tsc_AttenuationServingCell);
    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger); // Tell SS to transmit a MobilityFromEUTRACommand message

    //@siclog "Step 3" siclog@

    U_AM.receive(car_RLC_Data_Ind(utran_CellDedicated,

                                  tsc_RB2,

                                  cr_HandoverToUTRANComplete));

    f_UTRAN_PreliminaryPass(__FILE__, __LINE__, "Test Case 8.4.1.5 Step 3");


Change 2
	Template name
	cs_TrLogMappingDL_MAC_HS_SRB

	Reason for change
	There is a duplication of the mac_dFlowId in cs_TrLogMappingDL_MAC_HS_SRB

	Summary of change
	2 mac_dFlowId values were used in cs_TrLogMappingDL_MAC_HS_SRB

	TTCN module
	UTRAN_ASN1_ASP_RAB_Templates.ttcn

	MCC160 Comment
	


Before change:

	  template (value) TrCH_LogCHMappingList1 cs_TrLogMappingDL_MAC_HS_SRB :=

  { /* Reference: 36.508 cl. 4.8.3 Table 4.8.3-1

       UTRA HSDPA RB TS 34.108 6.10.2.4.6.3 packet CELL_DCH / HS-DSCH / E-DCH */

    /* @status    APPROVED */

    ulconnectedTrCHList := omit,

    dlconnectedTrCHList := omit,

    dlconnectedMACdFlows := {

      {

        mac_dFlowId := 0,

        trCH_LogCHMappingList := {

          cs_TrCH_LogicalChannelMapping_DL_RB25

        }

      },

      {

        mac_dFlowId := 0,

        trCH_LogCHMappingList := {

          cs_TrCH_LogicalChannelMapping_DL(hsdsch, tsc_DL_DCCH1, dCCH, tsc_MAC_LogicalChannelPrio1, tsc_RB1),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH2, dCCH, tsc_MAC_LogicalChannelPrio2, tsc_RB2),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH3, dCCH, tsc_MAC_LogicalChannelPrio3, tsc_RB3),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH4, dCCH, tsc_MAC_LogicalChannelPrio4, tsc_RB4)

        }

      }

    },

    dlconnectedMAC_ehsFlows := omit,

    dlconnectedMAC_ehsCommonFlows := omit,

    dlconnectedMAC_ehsFlowsDC := omit

  };
  


After change:

	template (value) TrCH_LogCHMappingList1 cs_TrLogMappingDL_MAC_HS_SRB :=

  { /* Reference: 36.508 cl. 4.8.3 Table 4.8.3-1

       UTRA HSDPA RB TS 34.108 6.10.2.4.6.3 packet CELL_DCH / HS-DSCH / E-DCH */

    /* @status    APPROVED */

    ulconnectedTrCHList := omit,

    dlconnectedTrCHList := omit,

    dlconnectedMACdFlows := {

      {

        mac_dFlowId := 0,

        trCH_LogCHMappingList := {

          cs_TrCH_LogicalChannelMapping_DL_RB25

        }

      },

      {

        mac_dFlowId := 1,

        trCH_LogCHMappingList := {

          cs_TrCH_LogicalChannelMapping_DL(hsdsch, tsc_DL_DCCH1, dCCH, tsc_MAC_LogicalChannelPrio1, tsc_RB1),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH2, dCCH, tsc_MAC_LogicalChannelPrio2, tsc_RB2),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH3, dCCH, tsc_MAC_LogicalChannelPrio3, tsc_RB3),

          cs_TrCH_LogicalChannelMapping_DL(dch, tsc_DL_DCCH4, dCCH, tsc_MAC_LogicalChannelPrio4, tsc_RB4)

        }

      }

    },

    dlconnectedMAC_ehsFlows := omit,

    dlconnectedMAC_ehsCommonFlows := omit,

    dlconnectedMAC_ehsFlowsDC := omit

  };
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