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	Reason for change:
(

	New UL MIMO TC 7.1.4.22 is added into TS 36.523-1 as per the WP R5-123045, but the corresponding applicability for it is missing
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(

	Added the applicability for new UL MIMO TC 7.1.4.22
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 3)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection  / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	<Unchanged Items Skipped>

	7.1.3.11
	Addition of new CA test case: CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell
	Rel-10
	C132
	UEs supporting E-UTRA and Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.1
	Correct handling of UL assignment / Dynamic case
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<Unchanged Items Skipped>

	7.1.4.19
	CA / UE power headroom reporting / SCell activation and DL pathloss change reporting / Extended PHR
	Rel-10
	C132
	UEs supporting E-UTRA and Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.21
	CA / UE power headroom reporting / Extended PHR
	Rel-10
	C132
	UEs supporting E-UTRA and Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.23
	CA / Correct handling of MAC control information / Buffer status
	Rel-10
	C132
	UEs supporting E-UTRA and Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.4.22
	Correct HARQ process handling / UL MIMO
	Rel-10
	Cxxx
	UE supporting E-UTRA and UL MIMO
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.5.1
	Inter-TTI PUSCH hopping by uplink grant
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.5.2
	Predefined intra-TTI PUSCH hopping (N_sb=1)
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	<Unchanged Items Skipped>

	C155
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.5-3/12 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 THEN R ELSE N/A

	C156
IF A.4.4-1/2 THEN R ELSE N/A

	Cxxx 
IF  (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/xx THEN R ELSE N/A


<Unchanged Sections Skipped>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	<Unchanged Items Skipped>

	66
	supportedBandCombination for inter-band
	36.101, table 5.5A-2
	Rel-10
	pc_E-UTRA_CA_bandCombination_inter-band
	

	67
	Support of PWS upper layer
	23.041 clause9.1.3.4.2
	Rel-9
	pc_PWS_UpperLayer
	Present of PWS upper layer, for functions like duplicate detection

	xx
	Support of UL MIMO
	36.321, clause 4.3.4.6 
	Rel-10
	pc_UL_MIMO
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