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	Reason for change:
(

	ABS Transmission configurations for eICIC have been already specfied in core spec (TS 36.133 Annex A.3.4), but are still missing in tests spec.

	
	

	Summary of change:
(

	ABS Transmission configurations added as a new subclause in Annex C: Annex C.3.1. 


Notes: 

1)    The Annex number of core spec (A.3.4) could not be maintained in test spec, since Annex A.3 in test spec is already used. The configurations consist mainly in DL power settings, thus they fit very good in Annex C of test spec. 


2)    This CR covers only the non-MBSFN ABS configuration, since the RAN5 eICIC WP does not yet consider MBSFN ABS tests. 
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< Unchanged sections omitted >

Annex C (normative):
Downlink Physical Channels

C.0
Downlink signal

See TS 36.521-1[10] Annex C.0. 

C.1
General
See TS 36.521-1[10] Annex C.1.

C.2
Set-up

See TS 36.521-1[10] Annex C.2.

C.3
Test specific scenarios
C.3.1
ABS Transmission Configurations

C.3.1.1
Non-MBSFN ABS Transmission Configurations

C.3.1.1.1
Non-MBSFN ABS Transmission, 1x2 antenna with PBCH

Table C.3.1.1.1-1: Transmission configuration with non-MBSFN ABS, 1x2 with PBCH

	Physical Channels and Signals
	Parameters
	EPRE, [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	0
	0

	
	PBCH_RB
	0
	0

	PSS
	PSS_RA
	0
	0

	SSS
	SSS_RA
	0
	0

	PCFICH
	PCFICH_RB
	0
	0 (Note 1)

	PHICH
	PHICH_RA
	0
	-Inf

	
	PHICH_RB
	0
	-Inf

	PDCCH
	PDCCH_RA
	0
	0 (Note 1)

	
	PDCCH_RB
	0
	0 (Note 1)

	PDSCH
	PDSCH_RA
	0
	0 (Note 1)

	
	PDSCH_RB
	0
	0 (Note 1)

	OCNG
	OCNG_RA
	0
	-Inf

	
	OCNG_RB
	0
	-Inf

	NOTE 1:
Only used for SIB1, otherwise EPRE is –Inf
NOTE 2:
1x2 antenna configuration is assumed


C.3.1.1.2
Non-MBSFN ABS Transmission, 2x2 antenna without PBCH
Table C.3.1.1.2-1: Transmission configuration #1 with non-MBSFN ABS, 2x2 without PBCH
	Physical Channels and Signals
	Parameters
	EPRE [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	1
	-Inf

	
	PDCCH_RB
	1
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


Table C.3.1.1.2-2: Transmission configuration #2 with non-MBSFN ABS, 2x2 without PBCH
	Physical Channels and Signals
	Parameters
	EPRE [dB]

	
	
	Non-ABS
	ABS

	PBCH
	PBCH_RA
	-3
	-Inf

	
	PBCH_RB
	-3
	-Inf

	PSS
	PSS_RA
	-3
	-3

	SSS
	SSS_RA
	-3
	-3

	PCFICH
	PCFICH_RB
	1
	-Inf

	PHICH
	PHICH_RA
	-3
	-Inf

	
	PHICH_RB
	-3
	-Inf

	PDCCH
	PDCCH_RA
	-3
	-Inf

	
	PDCCH_RB
	-3
	-Inf

	PDSCH
	PDSCH_RA
	-3
	-Inf

	
	PDSCH_RB
	-3
	-Inf

	OCNG
	OCNG_RA
	-3
	-Inf

	
	OCNG_RB
	-3
	-Inf

	NOTE:
2x2 antenna configuration is assumed


< End of changes >
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