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	Reason for change:
(

	There is a misalignment between 37.104 and 45.005 on additional BS spurious emissions limits for BC2. Additional spurious emissions limits were introduced to MSR specification to ensure that MSR in GSM mode is not worse than single RAT GSM BTS. The requirement of -36dBm for measurement bandwidth of 300kHz/1MHz/3MHz is applicable in the frequency range 30MHz to 1GHz. However, according to GSM spec 45.005 (Table 4.3-2), the requirement of -36dBm for measurement bandwidth of 300kHz/1MHz/3MHz is applicable only from 500MHz to 1GHz.

	
	

	Summary of change:
(

	Frequency range for additional BS spurious emissions limits for BC2 has changed from 30MHz to 500MHz.
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not approved:
	MSR specification would be not aligned with 45.005.
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	Other comments:
(

	Isolated impact: No impact on operations of existing BSs due to this change as this CR narrow down the frequency range of additional spurious emissions limits.
This CR changes GSM/EDGE related requirements for BC2.


6.6.1.1.3
Additional minimum requirement for BC2 (Category B)

For a BS operating in Band Category 2 when GSM/EDGE is configured, the power of any spurious emission shall not exceed the limits in Table 6.6.1.1.3-1.

Table 6.6.1.1.3-1: Additional BS Spurious emissions limits for BC2, Category B

	Frequency range
	Frequency offset from downlink operating band edge
	Maximum Level
	Measurement Bandwidth

	500 MHz ( 1 GHz
	10 – 20 MHz
	-36 dBm
	300 kHz

	
	20 – 30 MHz
	-36 dBm
	1 MHz

	
	≥ 30 MHz
	-36 dBm
	3 MHz

	1 GHz ( 12.75 GHz
	≥ 30 MHz
	-30 dBm
	3 MHz


-------------------------------------------------------- NEXT SECTION ----------------------------------------------------------------

7.6.2
Additional minimum requirement for BC2 (Category B)

For a BS operating in Band Category 2 when GSM/EDGE is configured and where Category B spurious emissions apply, the power of any spurious emissions shall not exceed the limits in Table 7.6.2-1.

Table 7.6.2-1: Additional BS spurious emissions limits for BC2, Category B

	Frequency range
	Frequency offset from downlink operating band edge
	Maximum level
	Measurement Bandwidth

	500 MHz – 1 GHz
	10 – 20 MHz
	-57 dBm
	300 kHz

	
	20 – 30 MHz
	-57 dBm
	1 MHz

	
	≥ 30 MHz
	-57 dBm
	3 MHz

	1 GHz – 12.75 GHz
	≥ 30 MHz
	-47 dBm
	3 MHz
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