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	Reason for change:
(

	The additional Transmitter IM requirement is based on a CW interferer at 800 kHz offset from the RF bandwidth edge. For operation in non-contiguous spectrum, it is stated that the requirement applies inside a sub-block gap “for interfering signal offsets where the interfering signal falls completely within the sub-block gap.”
The problem is that the CW interfering signal at 800 kHz offset may fall within the sub-block gap and still be adjacent (at 0 kHz offset) from the transmitted signal at the other RF bandwidth edge, creating a very different Tx IM scenario. This can be avoided if the offset is at least 800 kHz from both RF bandwidth edges.

	
	

	Summary of change:
(

	Instead of the present condition of “falling completely within the sub-block gap” it is required that the gap is at least 2 x 800kHz = 1.6 MHz.
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not approved:
	The additional transmitter IM requirement would still be based on an incorrect scenario with 0 kHz offset.
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	Other comments:
(

	This CR changes also GSM/EDGE related requirements for BC2.


6.7.2
Additional minimum requirement (BC1 and BC2)

The transmitter intermodulation level shall not exceed the unwanted emission limits in subclause 6.6 in the presence of a wanted signal and an interfering signal according to Table 6.7.2-1 for BS operation in BC2. The measurement may be limited to frequencies on which third and fifth order intermodulation products appear, considering the width of these products.

The requirement is always applicable outside the edges of the RF bandwidth for BC2. The interfering signal offset is defined relative to the RF bandwidth edges.

For BS operating in non-contiguous spectrum in BC1 or BC2, the requirement is also applicable inside a sub-block gap with a gap size larger than or equal to 1.6 MHz. The interfering signal offset is defined relative to the sub-block edges.

Table 6.7.2-1: Interfering signal for the Transmitter intermodulation requirement

	Parameter
	Value

	Interfering signal type
	CW

	Interfering signal level
	Mean power level 30 dB below the mean power of the wanted signal

	Interfering signal centre frequency offset from edge of the RF bandwidth or edge of sub-block inside a gap
	> 800 kHz for CW interferer

	NOTE:
Interfering signal positions that are partially or completely outside of the downlink operating band of the base station are excluded from the requirement.
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