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3.2
Symbols

For the purposes of the present document, the following symbols apply:


Roll-off factor


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel

BWChannel
Channel bandwidth 

BWChannel_CA 
Aggregated channel bandwidth, expressed in MHz. BWChannel_CA= Fedge_high- Fedge_low.
BWChannel,block 
Sub-block bandwidth, expressed in MHz. BWChannel,block= Fedge,block,high- Fedge,block,low.
BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

CA_X
Contiguous intra-band CA for band X where X is the applicable E-UTRA operating band
CA_X_X
Non-contiguous intra band CA for band X where X is the applicable E-UTRA operating band 
CA_X-Y
CA for band X and Band Y where X and Y are the applicable E-UTRA operating band 

f
Frequency




(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency 

FC,block, high

Center frequency of the highest transmitted/received carrier in a sub-block.
FC,block, low

Center frequency of the lowest transmitted/received carrier in a sub-block.

FC_low 
The carrier centre frequency of the lowest carrier, expressed in MHz.

FC_high 
The carrier centre frequency of the highest carrier, expressed in MHz.

Fedge_low 
The lower edge of aggregated channel bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset.
Fedge_high 
The upper edge of aggregated channel bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset. 

Fedge,block,low 
The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset.
Fedge,block,high 
The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset.
Foffset 
Frequency offset from FC_high to the upper edge or from F C,block, high to the upper sub-block edge, or FC_low to the lower edge or from FC,block, low to the lower sub-block edge.

Ffilter
Filter centre frequency 

f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

Gant 
Net antenna gain

Nant
Number of transmitter antennas 


NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NCS
Number of Cyclic shifts for preamble generation in PRACH

NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN

P10MHz
Maximum output Power within 10 MHz

PEIRP,N
EIRP level for channel N

PEIRP,N,MAX
Maximum EIRP level for channel N

PEM,N
Declared emission level for channel N

Pmax
Maximum total output Power

Pmax, c
Maximum carrier output power

Pout
Output power

PREFSENS
Reference Sensitivity power level 

TA
Timing advance command, as defined in [11]
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T


Basic time unit, as defined in [10]

Wgap
Sub-block gap size
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