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**** first modified subclause ****

11.2
PDU definitions

<----------- skip unmodified definitions ---------->
-- ***************************************************

--

-- RRC CONNECTION REQUEST

--

-- ***************************************************

RRCConnectionRequest ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



establishmentCause



EstablishmentCause,



-- protocolErrorIndicator is MD, but for compactness reasons no default value



-- has been assigned to it.



protocolErrorIndicator


ProtocolErrorIndicator,


-- Measurement IEs



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,


--
Non critical Extensions



v3d0NonCriticalExtensions


SEQUENCE {




rRCConnectionRequest-v3d0ext 
RRCConnectionRequest-v3d0ext-IEs,


-- Reserved for future non critical extension




v4b0NonCriticalExtensions


SEQUENCE {





rrcConnectionRequest-v4b0ext

RRCConnectionRequest-v4b0ext-IEs,





v590NonCriticalExtensions


SEQUENCE {






rrcConnectionRequest-v590ext

RRCConnectionRequest-v590ext-IEs,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRequest-v690ext
RRCConnectionRequest-v690ext-IEs,







-- Reserved for future non critical extension







v6b0NonCriticalExtensions

SEQUENCE {








rrcConnectionRequest-v6b0ext
RRCConnectionRequest-v6b0ext-IEs,








v6e0NonCriticalExtensions

SEQUENCE {









rrcConnectionRequest-v6e0ext
RRCConnectionRequest-v6e0ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










rrcConnectionRequest-v770ext

















RRCConnectionRequest-v770ext-IEs,










v7b0NonCriticalExtensions

SEQUENCE {











rrcConnectionRequest-v7b0ext

















RRCConnectionRequest-v7b0ext-IEs,











v860NonCriticalExtensions

SEQUENCE {












rrcConnectionRequest-v860ext

















RRCConnectionRequest-v860ext-IEs,












v7e0NonCriticalExtensions

SEQUENCE {













rrcConnectionRequest-v7e0ext

















RRCConnectionRequest-v7e0ext-IEs,













v7g0NonCriticalExtensions

SEQUENCE {














rrcConnectionRequest-v7g0ext

















RRCConnectionRequest-v7g0ext-IEs,














v920NonCriticalExtensions

SEQUENCE {















rrcConnectionRequest-v920ext

















RRCConnectionRequest-v920ext-IEs,















v940NonCriticalExtensions
SEQUENCE {
















rrcConnectionRequest-v940ext

















RRCConnectionRequest-v940ext-IEs,















va40NonCriticalExtensions

















RRCConnectionRequest-NonCriticalExts-va40-IEs
OPTIONAL














}
OPTIONAL














}
OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



} 
OPTIONAL

}
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