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Table 4.5.2C.4-6: mobilityParameters (CDMA2000Parameters) (Step 16B, Table 4.5.2C.3-2)

	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	RecordType
	‘00000000’B
	
	

	SIDIncluded
	‘1’B 
	
	

	SID
	 The same as SIB8
	
	

	NIDIncluded
	‘1’B 
	
	

	NID
	The same as SIB8
	
	

	REG_ZONEIncluded
	‘1’B 
	
	

	REG_ZONE
	The same as SIB8
	
	

	TOTAL_ZONESIncluded
	‘1’B 
	
	

	TOTAL_ZONES 
	The same as SIB8
	
	

	ZONE_TIMERIncluded
	‘1’B 
	
	

	ZONE_TIMER
	The same as SIB8
	
	

	PACKET_ZONE_IDIncluded
	‘0’B 
	
	

	PACKET_ZONE_ID
	Not present
	
	

	PZIDHystParametersIncluded
	‘0’B 
	
	

	PZ_HYST_ENABLED
	Not present
	
	

	PZ_HYST_INFO_INCL
	Not present
	
	

	PZ_HYST_LIST_LEN
	Not present
	
	

	PZ_HYST_ACT_TIMER
	Not present
	
	

	PZ_HYST_TIMER_MUL
	Not present
	
	

	PZ_HYST_TIMER_EXP
	Not present
	
	

	P_REVIncluded
	‘1’B 
	
	

	P_REV
	’00000110’B 
	
	

	MIN_P_REVIncluded
	‘1’B
	
	

	MIN_P_REV
	’00000110’B
	
	

	‘0’B NEG_SLOT_CYCLE_INDEX_SUPIncluded
	
	
	

	NEG_SLOT_CYCLE_INDEX_SUP
	Not present
	
	

	ENCRYPT_MODEIncluded
	‘0’B 
	
	

	ENCRYPT_MODE
	Not present
	
	

	ENC_SUPPORTEDIncluded
	‘0’B 
	
	

	ENC_SUPPORTED
	Not present
	
	

	SIG_ENCRYPT_SUPIncluded
	‘0’B 
	
	

	SIG_ENCRYPT_SUP
	Not present
	
	

	MSG_INTEGRITY_SUPIncluded
	‘0’B 
	
	

	MSG_INTEGRITY_SUP
	Not present
	
	

	SIG_INTEGRITY_SUP_INCLIncluded
	‘0’B 
	
	

	SIG_INTEGRITY_SUP_INCL
	Not present
	
	

	SIG_INTEGRITY_SUPIncluded
	‘0’B 
	
	

	SIG_INTEGRITY_SUP
	Not present
	
	

	AUTHIncluded
	‘1’B 
	
	

	AUTH
	‘00’B 
	
	

	MAX_NUM_ALT_SOIncluded
	‘1’B 
	
	

	MAX_NUM_ALT_SO
	‘000’B 
	
	

	USE_SYNC_IDIncluded
	‘0’B 
	
	

	USE_SYNC_ID
	Not present
	
	

	MS_INIT_POS_LOC_SUP_INDIncluded
	‘0’B 
	
	

	MS_INIT_POS_LOC_SUP_IND
	Not present
	
	

	MOB_QOSIncluded
	‘0’B 
	
	

	MOB_QOS
	Not present
	
	

	BAND_CLASS_INFO_REQIncluded
	‘0’B 
	
	

	BAND_CLASS_INFO_REQ
	Not present
	
	

	BAND_CLASSIncluded
	‘1’B
	
	

	BAND_CLASS
	‘00000’B
	
	

	BYPASS_REG_INDIncluded
	‘0’B
	
	

	BYPASS_REG_IND
	Not present
	
	

	‘0’B ALT_BAND_CLASSIncluded
	
	
	

	ALT_BAND_CLASS
	Not present 
	
	

	MAX_ADD_SERV_INSTANCEIncluded
	‘0’B 
	
	

	MAX_ADD_SERV_INSTANCE
	Not present 
	
	

	HOME_REGIncluded
	‘1’B 
	
	

	HOME_REG
	The same as SIB8
	
	

	FOR_SID_REGIncluded
	‘1’B 
	
	

	FOR_SID_REG
	The same as SIB8
	
	

	FOR_NID_REGIncluded
	‘1’B 
	
	

	FOR_NID_REG
	The same as SIB8
	
	

	POWER_UP_REGIncluded
	‘1’B 
	
	

	POWER_UP_REG
	The same as SIB8
	
	

	POWER_DOWN_REGIncluded
	‘1’B 
	
	

	POWER_DOWN_REG
	The same as SIB8
	
	

	PARAMETER_REGIncluded
	‘1’B 
	
	

	PARAMETER_REG
	The same as SIB8
	
	

	REG_PRDIncluded
	‘1’B 
	
	

	REG_PRD
	The same as SIB8
	
	

	REG_DISTIncluded
	‘0’B 
	
	

	REG_DIST
	Not present 
	
	

	PREF_MSID_TYPEIncluded
	‘1’B 
	
	

	PREF_MSID_TYPE
	’11’B 
	
	

	EXT_PREF_MSID_TYPEIncluded
	‘0’B 
	
	

	EXT_PREF_MSID_TYPE
	Not present 
	
	

	MEID_REQDIncluded
	‘0’B 
	
	

	MEID_REQD
	Not present 
	
	

	MCCIncluded
	‘1’B 
	
	

	MCC
	See the Table 4.4.2-4 Note 1, Note 2
	
	

	IMSI_11_12Included
	‘1’B 
	
	

	IMSI_11_12
	See the Table 4.4.2-4 Note 1, Note 2
	
	

	IMSI_T_SUPPORTEDIncluded
	‘1’B 
	
	

	IMSI_T_SUPPORTED
	’0’B 
	
	

	RECONNECT_MSG_INDIncluded
	‘0’B 
	
	

	RECONNECT_MSG_IND
	Not present 
	
	

	RER_MODE_SUPPORTEDIncluded
	‘0’B 
	
	

	RER_MODE_SUPPORTED
	Not present 
	
	

	TKZ_MODE_SUPPORTEDIncluded
	‘0’B 
	
	

	TKZ_MODE_SUPPORTED
	Not present 
	
	

	TKZ_IDIncluded
	‘0’B 
	
	

	TKZ_ID
	Not present 
	
	

	PILOT_REPORTIncluded PILOT_REPORT
	‘0’B 
	
	

	PILOT_REPORT
	Not present 
	
	

	SDB_SUPPORTEDIncluded
	‘0’B 
	
	

	SDB_SUPPORTED
	Not present 
	
	

	AUTO_FCSO_ALLOWEDIncluded
	‘0’B 
	
	

	AUTO_FCSO_ALLOWED
	Not present
	
	

	SDB_IN_RCNM_INDIncluded
	‘0’B 
	
	

	SDB_IN_RCNM_IND
	Not present 
	
	

	FPC_FCH_Included
	‘1’B 
	
	

	FPC_FCH_INIT_SETPT_RC3
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC4
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC5
	’00011000’B 
	
	

	FPC_FCH_INIT_SETPT_RC11
	’00000000’B
	
	

	FPC_FCH_INIT_SETPT_RC12
	’00000000’B
	
	

	T_ADD_Included
	‘0’B 
	
	

	T_ADD
	Not present 
	
	

	PILOT_INC_Included
	‘1’B 
	
	

	PILOT_INC
	’0010’B 
	
	

	RAND_Included
	‘0’B
	
	

	RAND
	Not present
	
	

	LP_SEC_Included
	‘1’B
	
	

	LP_SEC
	‘00000000’B
	
	

	LTM_OFF_Included
	‘1’B
	
	

	LTM_OFF
	‘000000’B
	
	

	DAYLT_Included
	‘1’B
	
	

	DAYLT
	‘0’B
	
	

	GCSNAL2AckTimer_Included
	‘1’B
	
	

	GCSNAL2AckTimer
	‘00000001’B
	
	

	GCSNASequenceContextTimer_Incl

uded
	‘1’B
	
	

	GCSNASequenceContextTimer
	‘00000101’B
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