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	Reason for change:
(

	1) While the serving GPRS cell 24 does not support DTM, the  entering

      dedicated mode shall perform the GPRS suspension procedure as per 44.018  section  3.4.25.3 b

      2)   Use formal parameter p_CellId in common function instead of variable  geran_Cell24
      3)   The MS sends UtranClassmarkChange if supported.

      4)   There is one more disable ciphering for SDCCH in f_GERAN_IdleUpdated. 

	
	

	Summary of change:
(

	1) Added receiving of GPRS SUSPENSION REQUEST msg after ClassmarkChange. In additiona timer 5s is added to check that the UE sends ClassmarkChange and Suspend GPRS procedure. This is in the case of  Network Operation Mode II and GERAN_C2 (36523-3 Table 10.2-1: GERAN_C2 = combined attach and pc_GPRS )

2) Change variable geran_Cell24 to parameter p_CellId

3) Added  condition if (pc_UTRA) before sending UtranClassmarkChange
       4) Remove first disabling of ciphering for SDCCH.
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Change 1

	Testcase name
	9.2.3.3.5a

	Reason for change
	2) While the serving GPRS cell 24 does not support DTM, the  entering

      dedicated mode shall perform the GPRS suspension procedure as per  44.018  section 3.4.25.3b

      2)   Use formal parameter p_CellId in common function instead of variable geran_Cell24
      3)   The MS sends UtranClassmarkChange if supported.

      4)   There is one more disable ciphering for SDCCH in  f_GERAN_IdleUpdated

	Summary of change
	1) Added receiving of GPRS SUSPENSION REQUEST msg after ClassmarkChange. In additiona timer 5s is added to check that the UE sends ClassmarkChange and Suspend GPRS procedure. This is in the case of  Network Operation Mode II and GERAN_C2 (36523-3 Table 10.2-1: GERAN_C2 = combined attach and pc_GPRS )

2) Change variable geran_Cell24 to parameter p_CellId

3) Added  condition if (pc_UTRA) before sending UtranClassmarkChange
4) Remove first disable ciphering for SDCCH.

	Source of change
	CommonGERAN\ GERAN_CommonFunctions.ttcn


Before change:

	  function f_GERAN_SwitchPowerOff(GERAN_CellId_Type p_CellId, UTRAN_GERAN_ATTACH_Type p_AttachType) runs on GERAN_PTC
  {
    var B2_Type v_Nmo := f_GERAN_NMO_Get ( p_CellId );
    var GERAN_POSTAMBLE_CONDITIONS v_Geran_Postamble_Condition := fl_GERAN_SetPostambleCondition (p_AttachType); // @sic R5s110176 sic@
    var TLLI v_TLLI := f_GERAN_TLLI_Get(p_CellId);
    if (pc_SwitchOnOff) // The UE can actually be switched off

      {

        f_UT_SwitchOffUE (UT, false);

        if ((v_Geran_Postamble_Condition == GERAN_C3) or (v_Geran_Postamble_Condition == GERAN_C2 and v_Nmo == '01'B)) {

          // Then expect an IMSI Detach

          f_GERAN_RRConnEst(p_CellId); // @sic R5s120584 sic@

          G_L2.receive (car_G_L2_Estab_IND (p_CellId, ?, ?, ?, cr_G_Imsi_DetachInd));

          // @sic R5s120584 subject to prose CR approval sic@

          G_L2.receive (car_G_L2_DATA_IND (geran_Cell24, ?, tsc_PhyCh0, ?, ?, ?, cr_G_ClassmarkChangeAny));

          G_L2.receive (car_G_L2_DATA_IND (geran_Cell24, ?, tsc_PhyCh0, ?, ?, ?, cr_G_UtranClassmarkChange));

        }

        if (v_Geran_Postamble_Condition != GERAN_C3) { // as long as GPRS is supported

          f_GPRS_ReceiveUplinkMsg (p_CellId, car_G_LLC_UnitData_IND ( cr_G_DetachRequest( cr_DetachTypeOnSwitchOff, cdr_MobileIdTMSI_tlv(?))));

        }

      }

    else

      {// The power must be removed from the UE

        f_UT_PowerOffUE (UT);

      }
…..

…..

…..

…..

  function f_GERAN_IdleUpdated (GERAN_CellId_Type p_CellId,

                                boolean p_DoAuth := false,

                                boolean p_CheckEUTRA := false) runs on GERAN_PTC

  {

    var SubChannelNumber v_SubChannel;

    var B2_Type v_NMO := f_GERAN_NMO_Get (p_CellId);

    if ((not pc_G_operation_mode_C) and (v_NMO == tsc_NMO_II)) {   // @sic R5s120584 sic@

      v_SubChannel := f_GERAN_LocationUpdate (p_CellId, p_DoAuth);

      f_GERAN_DisableCiphering(p_CellId, tsc_PhyCh0, tsc_SDCCH_4, v_SubChannel);
    }

    f_GERAN_GPRSAttach(p_CellId, p_DoAuth, p_CheckEUTRA); // GP-110050

    // now disable ciphering on SDCCH4

    if ((not pc_G_operation_mode_C) and (v_NMO == tsc_NMO_II)) {   // @sic R5s120715 sic@

      f_GERAN_DisableCiphering(p_CellId, tsc_PhyCh0, tsc_SDCCH_4, v_SubChannel);

    }

  }
…….


After change :

	  function f_GERAN_SwitchPowerOff(GERAN_CellId_Type p_CellId, UTRAN_GERAN_ATTACH_Type p_AttachType) runs on GERAN_PTC
  {
    var B2_Type v_Nmo := f_GERAN_NMO_Get ( p_CellId );
    var GERAN_POSTAMBLE_CONDITIONS v_Geran_Postamble_Condition := fl_GERAN_SetPostambleCondition (p_AttachType); // @sic R5s110176 sic@
    var TLLI v_TLLI := f_GERAN_TLLI_Get(p_CellId);
    if (pc_SwitchOnOff) // The UE can actually be switched off

      {

        f_UT_SwitchOffUE (UT, false);

        if ((v_Geran_Postamble_Condition == GERAN_C3) or (v_Geran_Postamble_Condition == GERAN_C2 and v_Nmo == '01'B)) {

          // Then expect an IMSI Detach

          f_GERAN_RRConnEst(p_CellId); // @sic R5s120584 sic@

          G_L2.receive (car_G_L2_Estab_IND (p_CellId, ?, ?, ?, cr_G_Imsi_DetachInd));

          // @sic R5s120584 subject to prose CR approval sic@

          G_L2.receive (car_G_L2_DATA_IND (p_CellId, ?, tsc_PhyCh0, ?, ?, ?, cr_G_ClassmarkChangeAny));
          if (pc_UTRA) { 

            G_L2.receive (car_G_L2_DATA_IND (p_CellId, ?, tsc_PhyCh0, ?, ?, ?, cr_G_UtranClassmarkChange));
          }
          G_L2.receive (car_G_L2_DATA_IND (p_CellId, ?, tsc_PhyCh0, ?, ?, ?, cr_GPRS_SuspensionReq(?, cr_RAI (omit))));
        }

        if (v_Geran_Postamble_Condition != GERAN_C3) { // as long as GPRS is supported

          f_GPRS_ReceiveUplinkMsg (p_CellId, car_G_LLC_UnitData_IND ( cr_G_DetachRequest( cr_DetachTypeOnSwitchOff, cdr_MobileIdTMSI_tlv(?))));

        }

      }

    else

      {// The power must be removed from the UE

        f_UT_PowerOffUE (UT);

      }
…..

…..

…..

…..

  function f_GERAN_IdleUpdated (GERAN_CellId_Type p_CellId,

                                boolean p_DoAuth := false,

                                boolean p_CheckEUTRA := false) runs on GERAN_PTC

  {

    var SubChannelNumber v_SubChannel;

    var B2_Type v_NMO := f_GERAN_NMO_Get (p_CellId);

    if ((not pc_G_operation_mode_C) and (v_NMO == tsc_NMO_II)) {   // @sic R5s120584 sic@

      v_SubChannel := f_GERAN_LocationUpdate (p_CellId, p_DoAuth);

    }

    f_GERAN_GPRSAttach(p_CellId, p_DoAuth, p_CheckEUTRA); // GP-110050

    // now disable ciphering on SDCCH4

    if ((not pc_G_operation_mode_C) and (v_NMO == tsc_NMO_II)) {   // @sic R5s120715 sic@

      f_GERAN_DisableCiphering(p_CellId, tsc_PhyCh0, tsc_SDCCH_4, v_SubChannel);

    }

  }
…….
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