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Overview

This document lists a TTCN change needed to correct issues in the ATS ‘iwd-EUTRA-B2012-03_D12wk48.
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Corrections 

Change 1

	Function name
	template MultiModeRAT_Capability_v860ext cr_MultiModeRATCap_NotSupportEUTRA

	Reason for change
	In Table 9.2.1.2.1c.3.3-3: Message RRC Connection Setup Complete (steps 1b6 and 1c3 Table 9.2.1.2.1c.3.2-2) test case specifies to exclude UE multi-mode/multi-RAT capability however RRC specification does not require the UE to exclude EUTRA Capability "Support of Inter-RAT PS Handover to E-UTRA FDD” or “supportOfEUTRAFDD”  from UE radio access capabilities sent in the RRC Connection Setup Complete if redirected from E-UTRA. (TS 25.331: 8.1.3.6 "Reception of RRC Connection Setup message by the UE ,TS 25.331: 10.3.3.41 "UE multi-mode/multi-RAT capability)

However the RRC specification does require the UE to exclude "Pre-redirection info" sent in the RRC Connection Setup Request if redirected from E-UTRA.
Only in the establishment phase the UE should avoid being redirected back to LTE but excluding the pre-redirect info. Once the UE is connected, the network should know the full UE capabilities including support  PS handover to LTE 

See: TS 25.331: 8.1.3.3 "RRC CONNECTION REQUEST message contents to set": UE shall not set "Pre-redirection info" if redirected from E-UTRA.



	Summary of change
	Changing the template MultiModeRAT_Capability_v860ext cr_MultiModeRATCap_NotSupportEUTRA so that the EUTRA capability can be present.

	TTCN module
	UTRAN_RRC_Templates

	MCC160 Comment
	


Before change

	template MultiModeRAT_Capability_v860ext cr_MultiModeRATCap_NotSupportEUTRA :=

  { /* @status    APPROVED */

    supportOfEUTRAFDD                   := omit,
    supportOfInterRATHOToEUTRAFDD       := omit,
    supportOfEUTRATDD                   := omit,
    supportOfInterRATHOToEUTRATDD       := omit,
    eutraFeatureGroupIndicators         := * // @sic R5-125757 sic@

  };


After change

	template MultiModeRAT_Capability_v860ext cr_MultiModeRATCap_NotSupportEUTRA :=

  { /* @status    APPROVED */

    supportOfEUTRAFDD                   := *,
    supportOfInterRATHOToEUTRAFDD       := *,
    supportOfEUTRATDD                   := *,
    supportOfInterRATHOToEUTRATDD       := *,
    eutraFeatureGroupIndicators         := * // @sic R5-125757 sic@

  };
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