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	Reason for change:
(

	At step 5 the UE is switched off. As the UE is not attached there will be no UE signalling triggered by this and the TTCN is not currently waiting for a confirmation from the UE that the action is completed. This may cause unexpected behaviour if the action has not completed before the cell power levels are changed in the following step.

	 
	

	Summary of change:
(

	Updated TTCN to wait for a confirmation from the UE that the switch off action is completed before proceeding.
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not approved:
	A conformant UE may fail this test case intermittently due to possible race conditions.
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1.1 Change 1

	Testcase name
	9.2.2.1.10

	Protocol
	EMM

	Function Name
	fl_TC_9_2_2_1_10_Body

	Reason for change
	At step 5 the UE is switched off. As the UE is not attached there will be no UE signalling triggered by this and the TTCN is not currently waiting for a confirmation form the EU that the action is completed. This may cause unexpected behaviour if the action has not completed when before the cell power levels are changed in the following step.

	Summary of change
	Updated TTCN to wait for a confirmation form the UE that the switch off action is completed before proceeding.

	Source of change
	NAS_Detach_UG.ttcn

	
	


Before:
	function fl_TC_9_2_2_1_10_Body() runs on EUTRA_PTC

  {

    ……………
   //  @siclog "Step 5" siclog@

   //  If possible (see ICS) switch off is performed or the USIM is removed.

   //  Otherwise the power is removed.

   f_UT_SwitchOffUE (UT, true); @sic R5s120597r1 sic@

    //  @siclog "Step 6" siclog@

    //  The SS configures:

    //  - Cell A as a "Non-Suitable Off cell".

    //  - Cell 5 as the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_NonSuitableOffCellRS_EPRE );

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    //  @siclog "Step 7" siclog@

    //  The UE is brought back to operation or the USIM is inserted.

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@
……

}


After:
	function fl_TC_9_2_2_1_10_Body() runs on EUTRA_PTC

  {

    ……………
   //  @siclog "Step 5" siclog@

   //  If possible (see ICS) switch off is performed or the USIM is removed.

   //  Otherwise the power is removed.

   f_UT_SwitchOffUE (UT, true, CNF_REQUIRED); @sic R5s120597r1 sic@

    //  @siclog "Step 6" siclog@

    //  The SS configures:

    //  - Cell A as a "Non-Suitable Off cell".

    //  - Cell 5 as the "Serving cell".

    f_EUTRA_SetCellPower ( eutra_CellA, tsc_NonSuitableOffCellRS_EPRE );

    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);

    //  @siclog "Step 7" siclog@

    //  The UE is brought back to operation or the USIM is inserted.

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@
……

}
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