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5
Upper Tester Interface

This clause describes the handling of AT commands and MMI Commands at the system interface. The internal handling of those commands in TTCN is out of scope.

In the TTCN, the Upper Tester is located at the MTC; therefore there is one interface to the system adaptor common for all RATs.
There is one primitive defined carrying either an MMI or an AT command to be sent to the system adaptor and one common confirmation primitive to be sent by the system adaptor.
	TTCN-3 ASP Definition

	Type Name
	UT_SYSTEM_REQ

	TTCN-3 Type
	Record

	
Cmd
	TTCN-3 Type
	union

	

AT
	charstring carrying the AT command as defined in TS 27.007 [32], TS 27.005 [31] and TS 27.060 [33]

	

MMI
	· Cmd (charstring)

· List of parameters:

· Name (charstring)

· Value (charstring)

	
CnfRequired
	TTCN-3 Type
	Ut_CnfReq_Type

	
	CNF_REQUIRED: system adaptor shall reply with confirmation received from the UE

NO_CNF_REQUIRED: SS shall swallow any confirmation generated by the UE

LOCAL_CNF_REQUIRED: SS shall immediately send confirmation when the command is submitted to the UE i.e. in case of MMI when the operator has confirmed the command, but SS shall not wait for the UE responding.
NOTE:
In the TTCN, a confirmation shall only be requested in cases when there is no signalling from the UE being triggered by the MMI/AT command


	TTCN-3 ASP Definition

	Type Name
	UT_COMMON_CNF

	TTCN-3 Type
	Record

	
Result
	TTCN-3 Type
	boolean

	
	true: success

false: failure

	
ResultString
	TTCN-3 Type
	charstring

	
	response by the UE for commands which request the UE to return a result, optional


All mandatory and optional AT commands are sent as AT command strings as defined above. If an optional AT command is not implemented in the UE, the system adaptor needs to parse the AT command and map it to an appropriate MMI command (which is out of scope for this document).
The following MMI commands are defined.
Table 5.1: MMI commands

	Command
	Parameters

	
	Name
	Value

	"SWITCH_ON"
	(none)

	"SWITCH_OFF"
	(none)

	"POWER_ON"
	(none)

	"POWER_OFF"
	(none)

	"INSERT USIM"
	"USIM"
	<USIM>

	"REMOVE_USIM"
	(none)

	"CHECK_PLMN"
	"PLMN"
	<PLMN ID>

	"CHECK_ETWS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_ETWS_ALERT”
	(none)

	“CHECK_ETWS_NO_ALERT”
	(none)

	"CHECK_CMAS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_CMAS_ALERT”
	(none)

	“CHECK_CMAS_NO_ALERT”
	(none)

	"HRPD_PDN_CONNECTION”
	(none)

	“CHECK_MESSAGE_DISPLAYED”
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	“CHECK_SMS_LENGTH_CONTENTS
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	"DISABLE EPS CAPABILITY"
	(none)

	DETACH_NON_EPS
	(none)

	CLEAR_STORED_ASSISTANCE_DATA
	(none)

	CHECK_DTCH_THROUGHCONNECTED
	(none)

	GERAN_UPLINK_DATA
	(none)

	"SELECT_CSG"
	"PLMN" 
	<PLMN ID>

	
	"CSG"
	< CSG ID >

	“TRIGGER_USER_RESELECTION”
	(none)

	"REQUEST_NON_CALL_RELATED_SS"
	(none)

	“LOCATION_INFO”
	(none)


<End of Modified Section>
<Start of Next Modified Section>
6.3
UTRAN ASP Definitions
The UTRAN ASP definitions are specified according to 3GPP TS 34.123 [7], clause 6A.3. 
6.3.1
Void
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	


	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


6.3.2
Void
	

	
	

	
	

	
	

	
	

	
	


	

	
	

	
	

	
	

	
	

	
	

	
	


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



	
	

	
	


6.4
GERAN ASP Definitions

6.4.1
ASPs for Control Primitive Transmission

	TTCN-3 ASP Definition

	Type Name
	G__CPHY_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	G_CL1_CreateCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteCell_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateBasicPhyCh_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CreateMultiSlotConfig_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_DeleteChannel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChangePowerLevel_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipheringControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_CipherModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ChModeModify_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL1_ComingFN_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_HoldPhyInfo_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_L1Header_REQ
	TS 34.123-3, clause 7.3.4.3.2.1

	G_CL2_MeasRptControl_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_NoUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_ResumeUAforSABM_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL2_Release_REQ
	TS 34.123-3, clause 7.3.4.3.2.2

	G_CL1_SetNewKey_REQ
	TS 34.123-3, clause 7.3.4.3.2.1


	TTCN-3 ASP Definition

	Type Name
	G_CPHY_CONFIG_CNF

	TTCN-3 Type
	Union

	Port
	GERAN_CL1

	ComingFN
	RFN

	L1Header
	L1Header

	None
	This choice used when neither of the other choices are selected


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CRLC

	G_CRLC_CreateRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DeleteRLC_MAC_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_DL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3

	G_CRLC_UL_TBF_Config_REQ
	TS 34.123-3, clause 7.3.4.3.2.3


	TTCN-3 ASP Definition

	Type Name
	G_CRLC_CONFIG CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CRLC


	TTCN-3 ASP Definition

	Type Name
	G_CLLC_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CLLC

	G_CLLC_Assign_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_Reassign_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_CreateLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4

	G_CLLC_DeleteLLE_REQ
	TS 34.123-3, clause 7.3.4.3.2.4


	TTCN-3 ASP Definition

	Type Name
	G_CLLC_CONFIG_CNF

	TTCN-3 Type
	empty record

	Port
	GERAN_CLLC


	ASP Name
	G_CSNDCP_Activate_REQ

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to activate the SNDCP entity 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier of the cell

	lLMEId
	LLMEId
	Logical link management entity Id

	nSAPI
	integer
	The Network Service Access Point Identifier

	sAPI
	SAPI
	LLC SAPI

	PCI_Compression
	INTEGER
	0 - RFC 1144 [46] compress;

1 - RFC 2507 [30] compression;

32 - no compression

	dataCompression
	INTEGER
	0 - ITU-T Recommendation V.42bis [47] compression;

1 - ITU-T Recommendation V.44 [48] compression;

32 - no compression

	nPDUNumberSync
	INTEGER
	0 - Asynchronous

1 - Synchronous

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Activate_CNF

	PCO Type
	G_CSAP 

	Comments
	The ASP is used to get the confirmation of a G_CSNDCP_Activate_REQ 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	SNDCPentity identifier 

	nSAPI
	NSAPI
	The Network Service Access Point Identifier

	Detailed Comments
	


	ASP Name
	G_CSNDCP_Release_REQ

	PCO Type
	G_CSAP 

	Comments
	This ASP is used to inform that the NSAPI is in use and the acknowledge mode peer to peer LLC operation for the requested SAPI is established. 

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	The SNDCP entity identifier 

	nSAPI
	integer
	The Network Service Access Point Identifier

	Detailed Comments
	


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_CNF

	TTCN-3 Type
	Record

	Port
	GERAN_CSNDCP


	TTCN-3 ASP Definition

	Type Name
	G_SNDCP_CONFIG_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_CSNDCP

	G_CSNDCP_Activate_REQ
	

	G_CSNDCP_Release_REQ
	


6.4.2
ASPs for Data Transmission and Reception

	TTCN-3 ASP Definition

	Type Name
	G__L2_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_L2

	G_L2_UNITDATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_SYSINFO_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Paging_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_PagingGPRS_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_DATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_GTTP_REQ
	TS 34.123-3, clause 7.3.4.3.1.1


The SysInfoType is replaced with:

	Type Name
	SysInfoMsg

	TTCN-3 Type
	Union

	
	SYSTEMINFORMATIONTYPE1

	
	SYSTEMINFORMATIONTYPE2

	
	SYSTEMINFORMATIONTYPE3

	
	SYSTEMINFORMATIONTYPE4

	
	SYSTEMINFORMATIONTYPE5

	
	SYSTEMINFORMATIONTYPE6

	
	SYSTEMINFORMATIONTYPE13

	
	SYSTEMINFORMATIONTYPE15

	
	SYSTEMINFORMATIONTYPE2bis

	
	SYSTEMINFORMATIONTYPE2ter

	
	SYSTEMINFORMATIONTYPE2quater

	
	SYSTEMINFORMATIONTYPE5bis


	TTCN-3 ASP Definition

	Type Name
	G__L2_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_L2

	G_L2_UNITDATA_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_CNF
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Release_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_Estab_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_GTTP_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_DATA_IND
	TS 34.123-3, clause 7.3.4.3.1.1

	G_L2_ACCESS_IND
	TS 34.123-3, clause 7.3.4.3.1.1


	TTCN-3 ASP Definition

	Type Name
	G__RLC_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_RLC

	G__RLC_ControlMsg_REQ
	TS 34.123-3, clause 7.3.4.3.1.2


	TTCN-3 ASP Definition

	Type Name
	G__RLC_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_RLC

	G__RLC_ControlMsg_IND
	TS 34.123-3, clause 7.3.4.3.1.2


	TTCN-3 ASP Definition

	Type Name
	G__LLC_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_LLC

	G_LLC_UNITDATA_REQ
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_XID_RES
	TS 34.123-3, clause 7.3.4.3.1.3


	ASP Name
	G_LLC_NULL_IND

	PCO Type
	G_DSAP

	Comments
	The ASP is used to receive the LLC NULL frame, sent by the UE for Cell Update.

	Parameter Name
	Parameter Type
	Comments

	lLMEId
	LLMEId
	

	tLLI 
	TLLI
	

	sAPI
	SAPI
	

	Detailed Comments
	


	TTCN-3 ASP Definition

	Type Name
	G__LLC_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_LLC

	G_LLC_UNITDATA_IND
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_XID_IND
	TS 34.123-3, clause 7.3.4.3.1.3

	G_LLC_NULL_IND
	


	ASP Name
	G_SN_UNIDATA_REQ

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to send a valid IP datagram on the specified NSAPI to the UE/MS by unacknowledged transmission.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	integer
	5 to 15

	n_PDU 
	N_PDU 
	Valid IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	ASP Name
	G_SN_UNITDATA_IND

	PCO Type
	G_DSAP 

	Comments
	The ASP is used to receive an IP datagram on the specified NASPI from the UE/MS in unacknowledged transmission mode.

	Parameter Name
	Parameter Type
	Comments

	sNDCPId
	SNDCPId
	

	nSAPI
	integer
	5 to 15

	n_PDU 
	N_PDU 
	IPv4 or IPv6 datagram

	Detailed Comments
	Unacknowledged transmission mode


	Type Name
	SNDCPId

	Type Definition
	INTEGER

	Type Encoding
	

	Comments
	The identifier of the SNDCP entity in SGSN


	TTCN-3 ASP Definition

	Type Name
	G__SN_DATAMESSAGE_REQ

	TTCN-3 Type
	Union

	Port
	GERAN_SNDCP

	G_SN_UNITDATA_REQ
	


	TTCN-3 ASP Definition

	Type Name
	G__SN_DATAMESSAGE_IND

	TTCN-3 Type
	Union

	Port
	GERAN_SNDCP

	G_SN_UNITDATA_IND
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<End of Modified Section>
<Start of Next Modified Section>
9
IXIT Proforma

This partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite is to be used against the Implementation Under Test (IUT).

Text in italics is a comment for guidance for the production of an IXIT, and is not to be included in the actual IXIT.

The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.

9.1
E-UTRAN PIXIT

Table 9.1-1: CommonPIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_AccessPointName
	octetstring
	
	
	Access Point Name, as defined in TS 23.003 [48] and used in TS 24.008 [20], clause 10.5.6.1

	px_AttachTypeTested
	EUTRA_ATTACH_TESTED_Type
	EPS_ATTACH_ONLY
	EPS_ATTACH_ONLY, COMBINED_ATTACH
	Attach Type to be tested, if UE supports both pc_Attach and pc_Combined_Attach

	px_eAuthRAND
	B128_Type
	oct2bit(‘A3DE0C6D363E30C364A4078F1BF8D577’O)
	
	Random Challenge

	px_EllipsoidPointWithAltitude
	O8_Type
	
	
	Ellipsoid Point With Altitude value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_HorizontalVelocity
	O3_Type
	
	
	Horizontal Velocity value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_eJapanMCC_Band6
	NAS_Mcc
	‘442’H
	
	Japan MCC code to be used for Band 6. The same value will be used for E-UTRA and Inter-RAT cells. Type is different to that defined in TS 34.123-3 [7]

	px_PWS_CB_DataPage1
	charstring
	
	
	ETWS or CMAS Page 1 warning data message

	px_PWS_CB_DataPage2
	charstring
	
	
	ETWS or CMAS Page 2 warning data message

	px_PWS_CB_DataPage3
	charstring
	
	
	ETWS or CMAS Page 3 warning data message

	px_PWS_CB_DataPage4
	charstring
	
	
	ETWS or CMAS Page 4 warning data message

	px_ETWS_DigitalSignature
	O43_Type
	
	
	ETWS Digital Signature

	px_IPv4_Address1_UE
	charstring
	
	
	IPv4 Address connected to PDN1

	px_IPv4_Address2_UE
	charstring
	
	
	IPv4 Address connected to PDN2

	px_IPv4_Address1_NW
	charstring
	
	
	IPv4 Gateway Address in PDN1

	px_Ipv4_Address2_NW
	charstring
	
	
	Ipv4 Gateway Address in PDN2

	px_Ipv4_Address_HomeAgent
	charstring
	
	
	Ipv4 Home Agent Address

	px_IPv6_Address1_UE
	charstring
	
	
	IPv6 Address connected to PDN1

	px_IPv6_Address2_UE
	charstring
	
	
	IPv6 Address connected to PDN2

	px_IPv6_Address1_NW
	charstring
	
	
	IPv6 Gateway Address in PDN1

	px_Ipv6_Address2_NW
	charstring
	
	
	Ipv6 Gateway Address in PDN2

	px_Ipv6_Address_HomeAgent
	charstring
	
	
	Ipv6 Home Agent Address

	px_SMS_ChkMsgReceived
	boolean
	true
	
	Whether the operator can check an MT Short Message received

	px_SMS_MsgFrmt
	charstring
	"1"
	
	UE which only supports PDU mode will be configured for text mode

	px_RATComb_Tested
	RATComb_Tested_Type
	EUTRA_UTRA
	EUTRA_UTRA, EUTRA_GERAN, EUTRA_Only
	This parameter represents the network RAT capability / preference and indicates which, if any is supported, RAT combination is to be tested.

	px_SinglePLMN_Tested
	SinglePLMN_Tested_Type
	MultiPLMN
	SinglePLMN,

MultiPLMN
	This parameter represents the network capability/preference to support multi PLMNs on the same test Band and indicates the preference of multi PLMNs or single PLMN test environment.

	px_UE_ CS_PS_UsageSetting_Tested
	CS_PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which CS/PS mode is under test

	px_UE_PS_UsageSetting_Tested
	PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which PS mode is under test

	px_UTRAN_ModeUnderTest
	UTRAN_FDD_TDD
	UTRAN_FDD
	UTRAN_FDD, UTRAN_TDD
	Specifies which radio access technology is being tested in UTRAN

	px_TestLoopModeB_Delay
	O1_Type
	‘5A’
	
	This parameter represents the IP_PDU_delay to be used for UE test loop mode B in test cases, where long delay may be needed e.g. because of user interaction.


<End of Modified Section>
<Start of Next Modified Section>
11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.

11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.

A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.13, 6.1.2.15,  6.1.2.17, 6.1.2.18, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 6.3.10,
8.1.3.4, 8.1.3.5, 8.2.4.6, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.4.2, 8.3.4.3, 8.6.2.2, 8.6.2.8, 8.6.4.2, 8.6.4.3, 8.6.4.6, 8.6.6.2, 8.6.6.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16,  9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12,  9.2.3.2.15, 9.2.3.2.16,

11.2.6, 11.2.7,

13.4.1.2.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4  specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6, 

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 

8.1.3.5, 8.3.1.4, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 12 with 5MHz bandwidth,

Band 19,

Band 20,

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6,

9.2.1.1.7.

11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA – UTRA - GERAN

This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.

Editor's note: an EUTRA band overlaps the GSM band is FFS.

11.2.1
 UTRA configured – GERAN not configured

This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.

11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.3.3, 6.3.4, 6.3.7, 6.3.8, 6.3.11, 6.3.12,
8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.5.1, 8.6.7.1, 8.7.1,
9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.2.3.3.6, 9.3.1.4, 9.3.1.5, 9.3.1.6,

11.2.10, 11.2.11,
13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.2.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.12, 13.4.3.13, 13.4.3.14, 13.4.3.16.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating

Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,

Band 27,

Band 34.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accomodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,

Band 11,

Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accomodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,

9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accomodating the necessary number of EUTRA radio frequencies.
A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7, 11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.

11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accomodating the necessary number of EUTRA radio frequencies.
A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of te st cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
Guidelines for EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accomodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band 

A t est case using more than one radio frequency on the first operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.

11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a, 8.6.4.4.
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