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<<Unchanged sections omitted>>
6.2.3.2
Test frequencies for CA signalling test

Test frequencies for CA signalling testing are specified in tables 6.2.3.2-1 for CA Intra-Band contiguous case; and table 6.2.3.2-2 for CA Inter-band case. 

NOTE:
Alternative test frequencies for additional channel bandwidth combinations may need to be specified when new CA configurations or CA Bandwidth Combination Sets are introduced in TS 36.101 subclause 5.6A.

For CA Intra-Band contiguous scenarios then f1 is used for the PCell and f2 and f3 are used for the SCells.
For CA Inter-Band scenarios then f1 is used for the PCell and f5 and f6 are used for the SCells.
· Table 6.2.3.2-1: Test frequencies for E-UTRA PCell and SCell for CA contiguous Intra-band operation

	E-UTRA CA Configuration
	Bandwidth

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1C
	60
	100 + 100
	f1
	PCC 100
	18200
	1940
	200
	2130

	
	
	
	f2
	SCC 100
	18398
	1959.8
	398
	2149.8

	
	
	
	f3
	SCC 100
	18002
	1920,2
	002
	2110,2

	CA_40C
	100
	100 + 100
	f1
	PCC 100
	39050
	2340
	39050
	2340

	
	
	
	f2
	SCC 100
	39248
	2359.8
	39248
	2359.8

	
	
	
	f3
	SCC 100
	38852
	2320,2
	38852
	2320,2


· Table 6.2.3.2-2: Test frequencies PCell and SCell for CA Inter-band operation

	E-UTRA CA Configuration
	Bandwidth

[MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1A-5A
	60
	50 + 50
	f1
	PCC 50
	18300
	1950
	300
	2140

	
	
	
	f5
	SCC 50
	20450
	829
	2450
	874

	
	
	
	f6
	SCC 50
	20525
	836.5
	2525
	881.5

	CA_1A-18A
	60 + 15
	50 + 50
	f1
	PCC 50
	23900
	820
	5900
	865

	
	
	
	f5
	SCC 50
	18300
	1950
	300
	2140

	CA_11A-18A
	20
	50 + 50
	f6
	SCC 50
	18450
	1970
	450
	2160

	CA_11A-18A
	20 + 15
	50 + 50
	f1
	PCC 50
	23900
	820
	5900
	865

	
	
	
	f5
	SCC 50
	22800
	1432.9
	4800
	1480.9

	CA_11A-18A
	20
	50 + 50
	f6
	SCC 50
	22900
	1442.9
	4900
	1490.9
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