Page 1



3GPP TSG-WG RAN3 Meeting #79 
(
R3-130362
St. Julian’s, 28th Januaray- 1st Feburary, 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.467
	CR
	    0195
	(

rev
	2
	(

Current version:
	11.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Clarification on inter-PLMN HO to CSG cell

	
	

	Source to WG:
(

	New Postcom

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2012-01-31

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	According to S2-114667 submitted in SA2#87 meeting, inter-PLMN handover to CSG cell shall excute through Serving RNS relocation procedure in order to validate PLMN ID and CSG ID by SGSN. Regarding that, the RNSAP relocation via Iurh shall only be used for intra-PLMN intra-CSG handover to CSG cell or handover between open access cell. 
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3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

HNB, Home NodeB, 3G Home NodeB: as defined in TS 22.220 [11]. These terms, their derivations and abbreviations are used synonymously throughout this document.

CSG HNB: A HNB that serves a CSG Cell, broadcasting a CSG Indicator and a specific CSG identity.

Non CSG HNB: A HNB that serves a cell which neither broadcasts a CSG Indicator nor a CSG Identity. 
Hybrid HNB: A HNB that serves a hybrid cell not broadcasting a CSG Indicator but broadcasting a CSG identity.
Membership Verification: The process that checks whether a UE is a member or non-member of a hybrid cell.
Access Control: The process that checks whether a UE is allowed to access and to be granted services in a closed cell.

CSG ID Validation: The process that checks whether the CSG ID sent via relocation messages is the same as the one supported by the target RAN.

RNSAP Relocation: denotes enhanced mobility for inter-HNB Relocation via RNSAP. In this version of the specification, RNSAP Relocation is only defined for intra-PLMN intra-HNB-GW intra-CSG scenarios.
>>>>>>>>>>>>>>>>>>>>>  NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<<<<
5.7.2
Connected mode mobility from one HNB to another HNB (Intra PLMN, Intra HNB-GW, Intra CSG)

>>>>>>>>>>>>>>>>>>>>>  NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<<<<
5.7.4.1
Limitations

The current version of the specification allows RNSAP relocation and SHO via Iurh only for the following scenarios:

-
Intra-PLMN Intra-CSG Closed access cell to Closed access cell mobility

-
Intra-PLMN Intra-CSG Hybrid access cell to Hybrid access cell mobility

-
Open access cell to Open access cell mobility.
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