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START OF CHANGE
9.2.5
E-CID Measurement Result

The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Serving Cell ID
	M
	
	ECGI

9.2.6
	E-UTRAN Cell Identifier of the serving cell

	Serving Cell TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code of the serving cell

	E-UTRAN Access Point Position
	O
	
	9.2.8
	The configured estimated geographical position of the antenna of the cell.

	Measured Results
	
	0 .. <maxnoMeas>
	
	

	>CHOICE Measured Results Value
	M
	
	
	

	>>Value Angle of Arrival
	M
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [8]

	>>Value Timing Advance Type 1
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [8]

	>>Value Timing Advance Type 2
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [8]

	>>Result RSRP
	
	1 .. <maxCellReport>
	
	

	>>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	>>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>>ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	>>>Value RSRP
	M
	
	INTEGER(0..97, …)
	

	>>Result RSRQ
	
	1 . <maxCellReport>
	
	

	>>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	>>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>>ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	>>>Value RSRQ
	M
	
	INTEGER(0..34, …)
	


	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.


NEXT CHANGE
9.2.7
OTDOA Cell Information

This IE contains OTDOA information of a cell. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	OTDOA Cell Information
	
	1 .. <maxnoOTDOAtypes>
	
	

	>CHOICE OTDOA Cell Information Item
	M
	
	
	

	>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell ID

	>>Cell ID
	M
	
	ECGI

9.2.6
	

	>>TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code

	>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>PRS Bandwidth
	M
	
	ENUMERATED (bw6, bw15, bw25, bw50, bw75, bw100, ...)
	Transmission bandwidth of PRS

	>>PRS Configuration Index
	M
	
	INTEGER (0..4095, ...)
	PRS Configuration Index, ref TS 36.211 [6]

	>>CP Length
	M
	
	ENUMERATED (Normal, Extended,...)
	Cyclic prefix length of the PRS

	>>Number of DL Frames
	M
	
	ENUMERATED (sf1, sf2, sf4, sf6,…) 
	Number of consecutive downlink subframes NPRS with PRS, ref TS 36.211 [6]

	>>Number of Antenna Ports
	M
	
	ENUMERATED(n1-or-n2, n4,…)
	Number of used antenna ports, where n1-or-n2 corresponds to 1 or 2 ports, n4 corresponds to 4 ports

	>>SFN Initialisation Time
	M
	
	BIT STRING (64)
	Time in seconds relative to 00:00:00 on 1 January  1900 (calculated as continuous time without leap seconds and traceable to a common time reference) where binary encoding of the integer part is in the first 32 bits and binary encoding of the fraction part in the last 32 bits. The fraction part is expressed with a granularity of 1 /2**32 second.

	>>E-UTRAN Access Point Position
	M
	
	9.2.8
	The configured estimated geographical position of the antenna of the cell.

	>>PRS Muting Configuration
	M
	
	9.2.9
	The configuration of positioning reference signals muting pattern, when applicable


	Range bound
	Explanation

	maxnoOTDOAtypes
	Maximum no. of OTDOA information types that can be requested and reported with one message. Value is 63.


NEXT CHANGE
9.3.5
Information Element definitions
UNCHANGED TEXT OMITTED
EARFCN ::= INTEGER (0..65535, ..., 65536..262143)

UNCHANGED TEXT OMITTED
END OF CHANGES
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