
3GPP TSG-WG2 Meeting #81 
(
R2-130623
St. Julians, Malta 28th January – 1st February 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	25.331
	CR
	5316
	(

rev
	-
	(

Current version:
	11.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Extending E-UTRA Frequency Band and EARFCN value range

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	TEI11
	
	Date: (

	2013-02-01

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	RAN4 LS (R4-124928) requested RAN2 to study the required signalling to extend the value range of the E-UTRA Frequency Bands and the associated EARFCN.

	
	

	Summary of change:
(

	The value range of E-UTRA Frequency Band is extended from 0..64 to 0..256.
The value range of EARFCN is extended from 0..65535 to 0..262143.

The signalling is updated to allow the new value ranges of E-UTRA Frequency Band and EARFCN to be sent.

	
	

	Consequences if 
(

not approved:
	There will be a mismatch between the 25.331 and 36.331 RRC specifications.

	
	

	Clauses affected:
(

	8.1.3.11, 8.4.1.3, 8.5.65.2, 8.5.67.2,  8.6.7.3c, 8.6.7.3d, 8.6.7.5, 10.3.2.7, 10.3.3.21a, 10.3.3.21b, 10.3.7.6a, 10.3.7.6b, 10.3.7.6c, 10.3.7.42b, 10.3.7.115, 10.3.7.122, 10.3.7.127, 10.3.7.129, 10.3.7.130, 10.3.7.137, 10.3.8.4L, 11.2, 11.3,13.4.6a, 13.4.15c, 13.4.27f10, 13.4.27f11, 13.4.27f12, 13.4.27f13

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.1.3.11
Logging of failed RRC Connection Establishment
If the RRC connection establishment fails, the UE shall perform logging of information for later retreival. The UE shall store connection establishment failure information in the variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE by setting its fields as follows:
1>
clear the information included in the variable LOGGED_CONNECTION_ESTABLISHMENT_FAILURE, if any;
1>
set the IE "PLMN Identity" to the same value as the selected PLMN [4];

1>
set the IE "Number Of RRC Msg Transmitted" to indicate the number of times the RRC CONNECTION REQUEST message was transmitted by the UE during the failed RRC Connection Establishment procedure.

1>
for TDD:

2>
set the IE "FPACH Received" to TRUE if FPACH was received during the failed RRC Connection Establishment procedure.

2>
if common E-DCH was used, include the IE "E-RUCCH Failure" and set it to TRUE if failure indication of the E-RUCCH transmission was received during the the failed RRC Connection Establishment procedure.

1>
if detailed location information became available during the last logging interval:

2>
if the UE has been able to calculate a 3-dimensional position:

3>
set the IE "Ellipsoid point with altitude" or the IE "Ellipsoid point with altitude and uncertainty ellipsoid" to include the location coordinates;

2>
else:

3>
set the IE "Ellipsoid point" or the IE "Ellipsoid point with uncertainty circle" or the IE  "Ellipsoid point with uncertainty ellipse" to include the location coordinates:
2>
if horizontal velocity information became available during the last logging interval:

3>
set the IE "Horizontal velocity" to include the horizontal velocity;
2>
a value of the IE "Confidence", different from "0" should be calculated, as the probability that the UE is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid".

1>
set the IE "PLMN Identity" of the Logged Measurements Failed Cell to indicate the IE "PLMN Identity" obtained from system information of the cell where the connection establishment failure was detected;
1>
set the IE "Cell ID" to indicate cell identity obtained from system information of the cell where the connection establishment failure was detected;
1>
set the IE "CPICH Ec/N0" and "CPICH RSCP" to include measured quantities of the cell where the connection establishment failure was detected for UTRA FDD;

1>
set the "P-CCPCH RSCP" to include measured quantities for the cell where the connection establishment failure was detected for UTRA 1.28 Mcps TDD;

1>
set the IE "Logged Measurements Intra Frequency Neighbouring Cells list", "Logged Measurements Inter Frequency list", "Logged Measurements E-UTRA frequency list", "Logged Measurements E-UTRA frequency extension list", in order of decreasing ranking quantity as used for cell re-selection in each frequency for at most the following number of neighbouring cells; 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency per RAT;
1>
set the IE "Logged Measurements GSM Neighbouring Cells list" in order of decreasing RXLEV.

NOTE:
The UE includes, only once, the latest available results of the measurement performed for cell reselection, which are performed in accordance with the regular performance requirements as specified in [19].
//------------------------------------unmodified sections omitted---------------------------------//
8.4.1.3
Reception of MEASUREMENT CONTROL by the UE
Upon reception of a MEASUREMENT CONTROL message the UE shall perform actions specified in subclause 8.6 unless otherwise specified below.

The UE shall:

1>
read the IE "Measurement command";

1>
if the IE "Measurement command" has the value "setup":

2>
store this measurement in the variable MEASUREMENT_IDENTITY according to the IE "measurement identity", first releasing any previously stored measurement with that identity if that exists;

2>
for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

3>
if the UE is in CELL_FACH state:

4>
the UE behaviour is not specified.

2>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

3>
if the UE is in CELL_FACH state:

4>
if the UE is working on the secondary frequency: 

5>
begin measurements according to the stored control information for this measurement identity.

4>
else:

5>
may begin measurements according to the stored control information for this measurement identity.

2>
if the measurement type is "inter-frequency measurement" and the IE "Inter-frequency SI Acquisition" is included or if the measurement type is "inter-RAT measurement" and the IE "E-UTRA SI Acquisition" is included:

3>
if the IE "report criteria" is not set to "Periodical reporting criteria":

4>
the UE behaviour is not specified.

2>
for measurement types "inter-RAT measurement" or "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6>
begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode to perform the measurements on at least one supported band of that measurement type:

4>
if the measurement is valid in the current RRC state of the UE:

5>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE; or 

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
inter-frequency measurements without compressed mode are not configured on any other frequency::

6>
begin measurements according to the stored control information for this measurement identity.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from  "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if the measurement is valid in the current RRC state of the UE; and

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
begin measurements according to the stored control information for this measurement identity.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

NOTE:
The UE is not required to perform measurements on cells for which it needs compressed mode but a suitable compressed mode pattern is not activated.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
2>
for measurement type "UE positioning measurement":

3>
if the UE is in CELL_FACH state:

4>
if IE "Positioning Method" is set to "OTDOA":

5>
if IE "Method Type" is set to "UE assisted":

6>
if IE "UE positioning OTDOA assistance data for UE assisted" is not included:

7>
if System Information Block type 15.4 is broadcast:

8>
read System Information Block type 15.4.

7>
act as specified in subclause 8.6.7.19.2.

5>
if IE "Method Type" is set to "UE based":

6>
if IE "UE positioning OTDOA assistance data for UE based" is not included:

7>
if System Information Block type 15.5 is broadcast:

8>
read System Information Block type 15.5.

7>
act as specified in subclause 8.6.7.19.2a.

2>
for measurement type "CSG Proximity detection":

3>
if the value of IE "UTRA CSG Proximity detection" is set to "enable":

4>
the UE shall perform CSG proximity detection function for UTRA CSG member cells;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any UTRA cells.

3>
if the value of IE "E-UTRA CSG Proximity detection" is set to "enable":
4>
the UE shall perform CSG proximity detection function for E-UTRA CSG member;

4>
the UE shall include the detection result, if proximity is detected, in the IE "CSG Proximity Indication" of the corresponding MEASUREMENT REPORT message, as specified in subclause 14.7a.4.

3>
else:

4>
the UE shall disable the CSG proximity detection function for E-UTRA cells and not send measurement report containing the IE "CSG Proximity Indication" for any E-UTRA cells.

2>
for any other measurement type:

3>
if the measurement is valid in the current RRC state of the UE:

4>
begin measurements according to the stored control information for this measurement identity.
1>
if the IE "Measurement command" has the value "modify":

2>
for all IEs present in the MEASUREMENT CONTROL message:

3>
if a measurement was stored in the variable MEASUREMENT_IDENTITY associated to the identity by the IE "measurement identity":

4>
 for FDD or 3.84/7.68 Mcps TDD, if the measurement type is quality, UE internal, intra-frequency, inter-frequency or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is quality, UE internal, or inter-RAT:

5>
if the UE is in CELL_FACH state:

6>
the UE behaviour is not specified.

4>
for 1.28 Mcps TDD, if the measurement type is intra-frequency or inter-frequency:

5>
 if the UE is in CELL_FACH state:

6>
perform the actions as specified below.

4>
if measurement type is set to "intra-frequency measurement", for any of the optional IEs "Intra-frequency measurement objects list", "Intra-frequency measurement objects list on secondary UL frequency", "Intra-frequency measurement quantity", "Intra-frequency reporting quantity", "Measurement Validity", "report criteria" and "parameters required for each event" (given "report criteria" is set to "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-frequency measurement", for any of the optional IEs "Inter-frequency measurement quantity", "Inter-frequency reporting quantity", "Measurement Validity", "Inter-frequency set update" and "parameters required for each event" (given "report criteria" is set to either "inter-frequency measurement reporting criteria" or "intra-frequency measurement reporting criteria") that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "inter-RAT measurement", for any of the optional IEs "Inter-RAT measurement objects list", "E-UTRA frequency list", "E-UTRA frequency extension list", "Inter-RAT measurement quantity", and "Inter-RAT reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning OTDOA assistance data" is present, for any of the optional IEs "UE positioning OTDOA neighbour cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-assisted", "UE positioning OTDOA reference cell info for UE-based", "UE positioning OTDOA neighbour cell info for UE-based" and "UE positioning" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GPS assistance data" is present, for any of the optional IEs "UE positioning GPS reference time", "UE positioning GPS reference UE position", "UE positioning GPS DGPS corrections", "UE positioning GPS ionospheric model", "UE positioning GPS UTC model", "UE positioning GPS acquisition assistance", "UE positioning GPS real-time integrity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE positioning measurement" and the IE "UE positioning GANSS assistance data" is present, for any of the optional IEs "UE positioning GANSS reference time", "UE positioning GANSS reference UE position", "UE positioning DGANSS corrections", "UE positioning GANSS ionospheric model", "UE positioning GANSS additional ionospheric model", "UE positioning GANSS UTC model", "UE positioning GANSS additional UTC models", "UE positioning GANSS reference measurement information", "UE positioning GANSS data bit assistance", "UE positioning GANSS Time model", "UE positioning GANSS real-time integrity", "UE positioning GANSS Earth orientation parameters", "UE positioning GANSS auxiliary information" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "traffic volume measurement", for any of the optional IEs "Traffic volume measurement Object", "Traffic volume measurement quantity", "Traffic volume reporting quantity", and"Measurement Validity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "quality measurement", for the optional IE "Quality reporting quantity" if it is present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "UE internal measurement", for any of the optional IEs "UE internal measurement quantity", and "UE internal reporting quantity" that are present in the MEASUREMENT CONTROL message:

4>
if measurement type is set to "CSG Proximity detection", for any of the IEs "UTRA CSG Proximity detection", and "E-UTRA CSG Proximity detection" that are present in the MEASUREMENT CONTROL message:

5>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

5>
leave all other stored information elements unchanged in the variable MEASUREMENT_IDENTITY.

3>
otherwise:

4>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if measurement type is set to "inter-frequency measurement":

3>
if "report criteria" is set to "intra-frequency measurement reporting criteria" and "reporting criteria" in "inter-frequency measurement quantity" is set to "intra-frequency reporting criteria":

4>
for FDD, 3.84 Mcps TDD and 7.68 Mcps TDD; or

4>
for 1.28 Mcps TDD, if the UE only uses one frequency:

5>
leave the currently stored "inter-frequency measurement reporting criteria" within "report criteria" and "inter-frequency reporting criteria" within "inter-frequency measurement quantity" unchanged, and continue to act on the information stored in these variables.

NOTE:
If the UTRAN wants to modify the inter-frequency cell info list for an inter-frequency measurement configured with event based reporting without repeating any IEs related to the configured events, one possibility is to set the IE "report criteria" to "intra-frequency measurement reporting criteria", not include the IE "parameters required for each event", and set the IE "reporting criteria" in the IE "inter-frequency measurement quantity" to "intra-frequency reporting criteria".

4>
for 1.28 Mcps TDD, if the UE uses multiple frequencies:

5>
use the content of MEASUREMENT CONTROL to replace the IEs related to MEASUREMENT_IDENTITY which have stored;

5>
not delete the unchanged values.
2>
for measurement types "inter-frequency measurement" that require measurements on a frequency other than the actually used frequency, or that require measurements on another RAT:

3>
if, according to its measurement capabilities, the UE requires compressed mode to perform that measurement type:

4>
if, according to its measurement capabilities in the IE “Frequency specific compressed mode”, the UE does not require the compressed mode on all the frequencies associated the serving HS-DSCH cell and the secondary serving HS-DSCH cells; and

4>
the frequency to measure is in the band other than the band of the frequency of the serving HS-DSCH cell; and

4>
the frequency to measure is in the band for which there is at least one frequency associated with the entry in the variable SECONDARY_CELL_HS_DSCH_RECEPTION set to TRUE; and

4>
if after reception of this message, a compressed mode pattern sequence with the IE “Frequency specific compressed mode” set to TRUE is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY:

5>
if the measurement is valid in the current RRC state of the UE:

6> begin measurements according to the stored control information for this measurement identity by applying the compressed mode pattern only to the band where the frequency to measure is.

4>
else:

5>
if after reception of this message a compressed mode pattern sequence with an appropriate measurement purpose is active according to the IE "Current TGPS Status Flag" in UE variable TGPS_IDENTITY

6>
if the measurement is valid in the current RRC state of the UE:

7>
begin measurements according to the stored control information for this measurement identity.

3>
if, according to its measurement capabilities, the UE does not require compressed mode, on at least one supported band of that measurement type, to perform the measurements:

4>
resume the measurements according to the new stored measurement control information.

3>
if, according to its measurement capabilities in the IE "Enhanced inter-frequency measurements without compressed mode", the UE does not require compressed mode to perform the measurements on two frequencies in addition to the downlink frequency in the IE "Frequency info" not included in the IE "Uplink secondary cell info FDD":

4>
if, the frequency to measure is same as the frequency derived from one of the entries in "Frequency info list for enhanced measurement" included in the variable CELL_INFO_LIST; and

4>
the frequency to measure along with all frequencies associated with entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION that are set to TRUE and the frequency of the serving HS-DSCH cell, corresponds to a valid configuration according to the number of additional secondary serving cells and the carrier combinations supported by the UE:

5>
if the number of frequencies on which inter-frequency measurements without compressed mode are configured is less than or equal to two:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on adjacent frequency and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is an adjacent frequency:

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE and inter-frequency measurements without compressed mode are not configured on any other frequency; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE and the frequency derived from "Adjacent frequency info" included in the variable CELL_INFO_LIST is same as the frequency of the secondary serving HS-DSCH cell associated with such an entry and inter-frequency measurements without compressed mode are not configured on any other frequency:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency:

6>
resume the measurements according to the new stored measurement control information.

3>
if according to its measurement capabilities, the UE does not require compressed mode to perform measurement on a frequency in a different band from the band of the frequency of the serving HS-DSCH cell and these two bands for one of the band combinations reported in the IE "Radio Access Capability Band Combination List":

4>
if all the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION are set to FALSE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and these two bands form one of the band combinations reported in the IE "Radio Access Capability Band Combination List"; or

4>
if at least one of the entries in the variable SECONDARY_CELL_HS_DSCH_RECEPTION is set to TRUE, and the frequency derived from "Inter-band frequency info" included in the variable CELL_INFO_LIST is in another band, and is the same as the frequency of the secondary serving HS-DSCH cell associated with such an entry:

5>
if inter-frequency measurements without compressed mode are not configured on any other frequency: 

6>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-frequency measurement" that requires measurements on the downlink frequency associated with the secondary uplink frequency: 

3>
the UE shall not require compressed mode to perform the measurement, regardless of the activation status of secondary uplink frequency;

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume the measurements according to the new stored control information for this measurement identity on the downlink frequency associated with the secondary uplink frequency.

2>
for measurement type "inter-frequency measurement" that requires measurements only on the same frequency as the actually used frequency:

3>
if the measurement is valid in the current RRC state of the UE:

4>
resume measurements according to the new stored control information for this measurement identity.

2>
for any other measurement type:

3>
resume the measurements according to the new stored measurement control information.

2>
for measurement type "inter-RAT measurement":

3> if "report criteria" is set to "inter-RAT measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "inter-RAT measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "inter-RAT measurement reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "inter-RAT measurement reporting criteria":

4>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "reporting criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "UE positioning measurement":

3>
if "reporting criteria" is set to "UE positioning reporting criteria":

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE positioning reporting criteria", or;

4>
if the value of "reporting criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE positioning reporting criteria" and if the IE "Parameters required for each event" is present:

5>
replace the IE "reporting criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "reporting criteria" is not set to "UE positioning reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "traffic volume measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

2>
for measurement type "quality measurement":

3>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message;

3>
if "report criteria" is set to "quality measurement reporting criteria":

4>
if the value of "BLER reporting" in any instance of the IE "Quality reporting quantity" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message is set to TRUE:

5>
the UE behaviour is unspecified.

2>
for measurement type "UE internal measurement":

3>
if "report criteria" is set to "UE internal measurement reporting criteria":

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is not "UE internal measurement reporting criteria"; or

4>
if the value of "report criteria" stored in the variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" is "UE internal measurement reporting criteria" and if the IE "Parameters sent for each UE internal measurement event" is present:

5>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

3>
if "report criteria" is not set to "UE internal measurement reporting criteria":

4>
replace the IE "report criteria" (and all its children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IE "report criteria" received in the MEASUREMENT CONTROL message.

1>
if the IE "measurement command" has the value "release":

2>
terminate the measurement associated with the identity given in the IE "measurement identity";

2>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY.

1>
if the IE "DPCH Compressed Mode Status Info" is present:

2>
if, as the result of this message, UE will have more than one transmission gap pattern sequence with the same measurement purpose active (according to IEs "TGMP" and "Current TGPS Status Flag" in variable TGPS_IDENTITY):

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if there is any pending "TGPS reconfiguration CFN" or any pending "TGCFN":

3>
the UE behaviour is unspecified.

2>
if there is a pending "activation time" for a reconfiguration procedure that included the IE "DPCH Compressed mode info":

3>
the UE behaviour is unspecified.
2>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

3>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message;

4>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive" at the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

3>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

4>
deactivate this pattern sequence at the beginning of the frame indicated by IE "TGPS reconfiguration CFN" received in the message.

NOTE1:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

NOTE2:
The deactivation of pattern sequences only occurs as a result of RRC messages received by the UE, i.e. the UE does not set the "Current TGPS Status Flag" to "inactive" after the final gap of a finite length pattern sequence.

2>
after the time indicated by IE "TGPS reconfiguration CFN" has elapsed:

3>
activate the pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in this message is set to "activate" at the time indicated by IE "TGCFN"; and

3>
set the corresponding "Current TGPS status flag" for this pattern sequence in the variable TGPS_IDENTITY to "active"; and

3>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

3>
if the values of IE "TGPS reconfiguration CFN" and IE "TGCFN" are equal:

4>
start the concerned pattern sequence immediately at that CFN.

2>
not alter pattern sequences stored in variable TGPS_IDENTITY, if the pattern sequence is not identified in IE "TGPSI" in the received message.

1>
if the IE "CELL_DCH measurement occasion info LCR" is present:
2>
perform actions for the IE "CELL_DCH measurement occasion info LCR" as specified in subclause 8.6.7.26;
1>
if the UE in CELL_FACH state receives a MEASUREMENT CONTROL message, which indicates the same measurement identity as that stored in the variable MEASUREMENT_IDENTITY:

2>
update the stored information with the traffic volume measurement control information in variable MEASUREMENT_IDENTITY; and

2>
refrain from updating the traffic volume measurement control information associated with this measurement identity in the variable MEASUREMENT_IDENTITY with the information received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) until this measurement is explicitly released with another MEASUREMENT CONTROL message.

1>
for FDD, if the IE "Read SFN indicator" included in the IE "Cell info" of an inter-frequency cell is set to TRUE and  according  to the UE's measurement capabilies, the UE requires DL compressed mode in order to perform measurements on the frequency for which the SFN is to be read:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.
1>
clear the entry for the MEASUREMENT CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS.

The UE may:

1>
if the IE "Measurement command" has the value "setup":

2>
for measurement type "UE positioning measurement":

3>
if the UE is CELL_FACH state:

4>
if IE "Positioning Method" is set to "GPS":

5>
if IE "UE positioning GPS assistance data" is not included and variable UE_POSITIONING_GPS_DATA is empty:

6>
if System Information Block types 15, 15.1, 15.2 and 15.3 are broadcast:

7>
read System Information Block types 15, 15.1, 15.2 and 15.3.

6>
act as specified in subclause 8.6.7.19.3.

5>
if IE "GANSS Positioning Methods" is present:

6>
for each GNSS indicated in IE "GANSS Positioning Methods" and supported by UE:

7>
if IE "UE positioning GANSS assistance data" is not included and variable UE_POSITIONING_GANSS_DATA does not contain data for that GNSS:

8>
if System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8 are broadcast:

9>
read System Information Block types 15bis, 15.1bis, 15.2bis, 15.2ter, 15.3bis, 15.6, 15.7 and 15.8.

8>
act as specified in subclause 8.6.7.19.7.

1>
and the procedure ends.

//------------------------------------unmodified sections omitted---------------------------------//
8.5.65.2
Initiation

While T326 is running, the UE shall:

1>
perform this logging in accordance with the following:

2>
perform the logging while camping normally on an UTRA cell and the RPLMN of the UE is present in the "PLMN Identity List" stored in LOGGED_MEAS_REPORT_VARIABLE and, if the IE "Area Configuration" is present in variable LOGGED_MEAS_CONFIG, that is part of the concerned area;

2>
perform the logging at regular intervals, as defined by the IE "Logging Interval"in variable LOGGED_MEAS_CONFIG;

2>
when adding a logged measurement entry in variable LOGGED_MEAS_REPORT_VARIABLE, include the fields in accordance with the following:

3>
set the IE "Relative Time Stamp" to indicate time relative to the moment at which the logged measurement configuration was received;

3>
if GNSS location information became available during the last logging interval:

4>
if the UE has been able to calculate a 3-dimensional position:

5>
set IE "Ellipsoid point with altitude" or the IE "Ellipsoid point with altitude and uncertainty ellipsoid" to include the location coordinates;

4>else:

5>
set IE "Ellipsoid point" or the IE "Ellipsoid point with uncertainty circle" or the IE "Ellipsoid point with uncertainty ellipse" to include the location coordinates:
4>
a value of the IE "Confidence", different from "0" should be calculated, as the probability that the UE is located within the uncertainty region of the one of the IEs "Ellipsoid point with uncertainty ellipse" or "Ellipsoid point with altitude and uncertainty ellipsoid".

3>
set the IE "PLMN Identity" of the Logged Measurements Serving Cell to indicate the PLMN Identity of the cell the UE is camping on obtained from system information;
3>
set the IE "Cell ID" to indicate cell identity of the cell the UE is camping on obtained from system information;

3>
set the IE "CPICH Ec/N0" and "CPICH RSCP" to include measured quantities of the cell that the UE is camping on for UTRA FDD;

3>
set the "P-CCPCH RSCP" to include measured quantities for the cell that the UE is camping on for UTRA 1.28 Mcps TDD;

3>
set the IE "Logged Measurements Intra Frequency Neighbouring Cells list", "Logged Measurements Inter Frequency list", "Logged Measurements E-UTRA frequency list", "Logged Measurements E-UTRA frequency extension list", in order of decreasing ranking quantity as used for cell re-selection in each frequency for at most the following number of neighbouring cells; 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency per RAT;
3>
set the IE "Logged Measurements GSM Neighbouring Cells list" in order of decreasing RXLEV.

NOTE:
The UE includes, only once, the latest available results of the measurement performed for cell reselection, which are performed in accordance with the regular performance requirements as specified in [19].

2>
when the memory reserved for the logging of measurements becomes full, stop timer T326 and  performs the same actions as performed upon expiry of T326, as specified in 8.5.63.4.
//------------------------------------unmodified sections omitted---------------------------------//
8.5.67.2
Initiation
While T327 is running, the UE shall:

1>
perform the ANR measurements and evaluation on UTRAN, E-UTRAN or GERAN cells in accordance with the following:

2>
if IE "Intra-UTRA ANR" is included in variable LOG_ANR_CONFIG:
3>
if the UE camps normally on an UTRA cell (serving) that is part of the PLMN which is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE; and

3>
if the serving cell and UTRA cell, not included in the neighbour cell list, together have not earlier been stored by UE in an entry of "Logged ANR Report Info" in the LOG_ANR_REPORT_VARIABLE; and

3>
if the quality of the UTRA cell, not included in the neighbour cell list, exceeds the quality of the serving cell with more than the value of "Logging Relative Threshold", if this IE is present in the Logging Measurement Configuration message; and

3>
if the quality of UTRA cell, not included in the neighbour cell list, is above the value of "Absolute Threshold"; and

3>
if both the camping UTRAN cell and UTRA cell, not included in the neighbour cell list, are not CSG cells:

4>
log the ANR information into the variable LOG_ANR_REPORT_VARIABLE as follows:

5>
set the IEs "Serving PLMN Identity" and "Serving Cell" to indicate cell identity of the cell the UE is camping on;

5>
try to acquire the corresponding system information of the UTRA cell and set to the variable LOG_ANR_REPORT_VARIABLE as follows:

6>
set the IE "Cell Identity" to indicate cell identity of this UTRA cell;

6>
set the IE "PLMN Identity" to indicate the IE "PLMN Identity" included in MIB of this UTRA cell;

6>
set the IE "UARFCN" and "Cell parameter ID" for a TDD cell or "Primary Scrambling Code" for a FDD cell.

2>
if IE "Inter-RAT ANR for E-UTRA Indicator" is included in variable LOG_ANR_CONFIG:
3>
if the UE reselected from a E-UTRA cell to an UTRA cell (serving cell) that is part of the PLMN which is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE; and

3>
if the previously camped E-UTRAN cell is not included in the blacklist for the EUTRAN frequency in SIB19 of the serving cell; and

3>
if both the previously camped E-UTRAN cell and serving cell are not CSG cells; and

3>
if the serving cell and E-UTRAN cell together have not earlier been stored by UE in an entry of "Logged ANR Report Info" in the LOG_ANR_REPORT_VARIABLE:

4>
log the ANR informaton into the variable LOG_ANR_REPORT_VARIABLE as follows:

5>
set the IEs "Serving PLMN Identity" to indicate the IE "PLMN Identity" included in MIB and "Serving Cell" to indicate cell identity of the serving cell;

5>
set the IE "Cell Identity" to indicate cell identity of this previously camped E-UTRAN cell;

5>
set the IE "PLMN Identity" to indicate the Primary PLMN which this previously camped E-UTRAN cell belongs to;

5>
set the IE "Tracking Area Code" to indicate the TAC which this previously camped E-UTRAN cell belongs to;

5>
set the IE "EARFCN" and the IE "EARFCN extension" when applicable and "Physical Cell Identity" of this previously camped E-UTRAN cell.

2>
if IE "Inter-RAT ANR for GSM Indicator" is included in variable LOG_ANR_CONFIG:
3>
if the UE reselected from a GSM cell to an UTRA cell (serving cell) that is part of the PLMN which is the same as one of the PLMNs in the IE "PLMN Identity" or IE "Equivalent PLMN Identity List" stored in variable LOG_ANR_REPORT_VARIABLE; and

3>
if the previously camped GSM cell is not included in the neighbour cell list in SIB11/11bis/12 of the serving cell; and

3>
if the serving cell is not a CSG cell; and

3>
if the serving cell and GSM cell, not included in the neighbour cell list, together have not earlier been stored by UE in an entry of "Logged ANR Report Info" in the LOG_ANR_REPORT_VARIABLE:

4>
log the ANR informaton into the variable LOG_ANR_REPORT_VARIABLE, as follows: 

5>

set the IEs "Serving PLMN Identity" to indicate the IE "PLMN Identity" included in MIB and "Serving Cell" to indicate cell identity of the serving cell;

5>
set the IE "PLMN Identity", "Cell Identity" and "LAC"  to indicate global cell identity of this previously camped GSM set cell;

5> set the IE "BSIC", "BCCH ARFCN" and "Band Indicator" of this previously camped GSM set cell.

2>
when maximum number of entries for the ANR logging is reached, stop timer T327 and perform the same actions as upon expiry of T327, as specified in 8.5.63.5.
//------------------------------------unmodified sections omitted---------------------------------//
8.6.7.3c
E-UTRA frequency and priority info list
If the IE "E-UTRA frequency and priority info list" is received in System Information Block Type 19, the UE shall:

1>
for each occurrence of the IE "E-UTRA frequency and priority":

2>
create a new entry in the IE "Frequency Info List" in the variable EUTRA_FREQUENCY_INFO_LIST, and in that new entry:

3>
store the IEs "EARFCN" and "Measurement bandwidth";

3>
if the IE "Blacklisted cells per freq list" is present in the IE "E-UTRA frequency and priority":

4>
store the blacklisted cells information.

2>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN" and the IE "Multiple E-UTRA frequency info list" is present:

3>
if the IE "Multiple E-UTRA frequency band indicator list" is present and the UE supports at least one of the indicated E-UTRA bands:
4>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

4>
overwrite the previously stored EARFCN value with the computed EARFCN downlink(Nd) value.

1>
if the UE supports E-UTRA band 65 or higher, for each occurrence of the IE "E-UTRA frequency and priority extension":

2>
create a new entry in the IE "Frequency Info extension List" in the variable EUTRA_FREQUENCY_INFO_LIST, and in that new entry:

3>
store the IEs "EARFCN extension" and "Measurement bandwidth";

3>
if the IE "Blacklisted cells per freq list" is present in the IE "E-UTRA frequency and priority extension":

4>
store the blacklisted cells information.

2>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN extension" and the IE "Multiple E-UTRA frequency info extension list" is present:

3>
if the IE "Multiple E-UTRA frequency band indicator extension list" is present and the UE supports at least one of the indicated E-UTRA bands:
4>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

4>
overwrite the previously stored EARFCN extension value with the computed EARFCN downlink(Nd) value.

1>
if the value of the IE "Priority status" in the variable PRIORITY_INFO_LIST equals "dedicated_priority":

2>
for each occurrence of the IE "E-UTRA frequency and priority":

3>
if the value of IE "EARFCN" exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info List":

4>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" from the IE "E-UTRA frequency and priority" occurrence.

4>
store the IEs "Threshx, high2" and "Threshx, low2" from the IE "E-UTRA frequency and priority" occurrence if the IEs are present.

3>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN" and the IE "Multiple E-UTRA frequency info list" is present:

4>
if the IE "Multiple E-UTRA frequency band indicator list" is present and the UE supports at least one of the indicated E-UTRA bands:
5>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

5>
if the computed EARFCN value exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info List":

6>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" from the IE "E-UTRA frequency and priority" occurrence.

6>
store the IEs "Threshx, high2" and "Threshx, low2" from the IE "E-UTRA frequency and priority" occurrence if the IEs are present.

2>
if the UE supports E-UTRA band 65 or higher, for each occurrence of the IE "E-UTRA frequency and priority extension":

3>
if the value of IE "EARFCN extension" exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info extension List":

4>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" from the IE "E-UTRA frequency and priority extension" occurrence.

4>
store the IEs "Threshx, high2" and "Threshx, low2" from the IE "E-UTRA frequency and priority extension" occurrence if the IEs are present.

3>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN extension" and the IE "Multiple E-UTRA frequency info extension list" is present:

4>
if the IE "Multiple E-UTRA frequency band indicator extension list" is present and the UE supports at least one of the indicated E-UTRA bands:

5>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

5>
if the computed EARFCN value exists in the list of E-UTRA priorities in the variable PRIORITY_INFO_LIST, then in that occurrence of the IE "Priority Info extension List":

6>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" from the IE "E-UTRA frequency and priority extension" occurrence.

6>
store the IEs "Threshx, high2" and "Threshx, low2" from the IE "E-UTRA frequency and priority extension" occurrence if the IEs are present.

1>
otherwise:

2>
for each occurrence of the IE "E-UTRA frequency and priority":

3>
if an entry already exists in the IE "Priority Info List" in the variable PRIORITY_INFO_LIST with the same priority value as indicated in the IE "priority" and has the CHOICE "Radio Access Technology" set to "E-UTRA":

4>
create a new entry in the IE "Frequency List" in that occurrence of IE "Priority Info List", and store the value of "EARFCN" in the IE "EARFCN" in this occurrence of the IE "Frequency List" within the variable PRIORITY_INFO_LIST, and:
5>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" in that occurrence of the IE "Frequency List";

5>
store the IEs "Threshx, high2" and "Threshx, low2" in that occurrence of the IE "Frequency List" if the IEs are present.

4>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN" and the IE "Multiple E-UTRA frequency info list" is present; 

5>
if the IE "Multiple E-UTRA frequency band indicator list" is present and the UE supports at least one of the indicated E-UTRA bands:
6>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

6>
overwrite the previously stored EARFCN value in this occurrence of the IE "Frequency List" within the variable PRIORITY_INFO_LIST with the computed EARFCN downlink (Nd) value.

3>
otherwise:

4>
create a new entry in the IE "Priority Info List" and store the value of "priority" in the IE "priority" in this occurrence of the IE "Priority Info List" within the variable PRIORITY_INFO_LIST, and in that new entry:

5>
set the CHOICE "Radio Access Technology" to "E-UTRA" and store the value of "EARFCN" in the IE "EARFCN" in the first occurrence of the IE "Frequency List";

5>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" in that occurrence of the IE "Frequency List";

5>
store the IEs "Threshx, high2" and "Threshx, low2" in that occurrence of the IE "Frequency List" if the IEs are present.

5>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN" and the IE "Multiple E-UTRA frequency info list" is present;

6>
if the IE "Multiple E-UTRA frequency band indicator list" is present and the UE supports at least one of the indicated E-UTRA bands:
7>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

7>
overwrite the previously stored EARFCN value in this occurrence of the IE "Frequency List" with the computed EARFCN downlink (Nd) value.

3>
store the IE "E-UTRA detection".
2>
if the UE supports E-UTRA band 65 or higher, for each occurrence of the IE "E-UTRA frequency and priority extension":

3>
if an entry already exists in the IE "Priority Info extension List" in the variable PRIORITY_INFO_LIST with the same priority value as indicated in the IE "priority" and has the CHOICE "Radio Access Technology" set to "E-UTRA":

4>
create a new entry in the IE "Frequency List" in that occurrence of IE "Priority Info extension List", and store the value of "EARFCN extension" in the IE "EARFCN" in this occurrence of the IE "Frequency extension List" within the variable PRIORITY_INFO_LIST, and:
5>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" in that occurrence of the IE "Frequency extension List";

5>
store the IEs "Threshx, high2" and "Threshx, low2" in that occurrence of the IE "Frequency extension List" if the IEs are present.

4>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN extension" and the IE "Multiple E-UTRA frequency info extension list" is present; 

5>
if the IE "Multiple E-UTRA frequency band indicator extension list" is present and the UE supports at least one of the indicated E-UTRA bands:
6>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

6>
overwrite the previously stored EARFCN extension value in this occurrence of the IE "Frequency extension List" within the variable PRIORITY_INFO_LIST with the computed EARFCN downlink (Nd) value.

3>
otherwise:

4>
create a new entry in the IE "Priority Info extension List" and store the value of "priority" in the IE "priority" in this occurrence of the IE "Priority Info extension List" within the variable PRIORITY_INFO_LIST, and in that new entry:

5>
set the CHOICE "Radio Access Technology" to "E-UTRA" and store the value of "EARFCN extension" in the IE "EARFCN extension" in the first occurrence of the IE "Frequency extension List";

5>
store the IEs "Threshx, high", "Threshx, low", "QrxlevminEUTRA" and "QqualminEUTRA" in that occurrence of the IE "Frequency extension List";

5>
store the IEs "Threshx, high2" and "Threshx, low2" in that occurrence of the IE "Frequency extension List" if the IEs are present.

5>
if the UE supports multi-band signalling and if the UE does not recognise the EARFCN in the IE "EARFCN extension" and the IE "Multiple E-UTRA frequency info extension list" is present;

6>
if the IE "Multiple E-UTRA frequency band indicator extension list" is present and the UE supports at least one of the indicated E-UTRA bands:

7>
extract the first supported band from the order of appearance and compute the corresponding EARFCN downlink(Nd) value;

7>
overwrite the previously stored EARFCN extension value in this occurrence of the IE "Frequency extension List" with the computed EARFCN downlink (Nd) value.

3>
store the IE "E-UTRA detection".

//------------------------------------unmodified sections omitted---------------------------------//
8.6.7.3d
E-UTRA frequency list
If the "E-UTRA frequency list" IE is received in a MEASUREMENT CONTROL message, the UE shall update the variable EUTRA_FREQUENCY_INFO_LIST accordingly and in the following order. The UE shall:

1>
if the IE "E-UTRA frequency removal" is received:

2>
if it has the value "Remove some frequencies", for all the frequencies indicated by the IE "Removed frequencies" and by the IE "Removed frequencies extension" if present:

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for the indicated frequencies in "E-UTRA frequency list" IE and "E-UTRA frequency extension list" IE.

2>
if it has the value "Remove all frequencies":

3>
clear the information stored in the variable EUTRA_FREQUENCY_INFO_LIST for all frequencies.

2>
if it has the value "Remove no frequencies":

3>
leave the variable EUTRA_FREQUENCY_INFO_LIST unchanged.

1>
if the IE "New frequencies" is received, for each frequency:

2>
update the variable EUTRA_FREQUENCY_INFO_LIST as follows:

3>
if the frequency is not present in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth and blacklist, in the variable EUTRA_FREQUENCY_INFO_LIST.

3>
otherwise, if the frequency is already included in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth and blacklist, in the variable EUTRA_FREQUENCY_INFO_LIST, overwriting the existing information for the frequency.
1>
if the IE "New frequencies extension" is received, for each frequency:

2>
update the variable EUTRA_FREQUENCY_INFO_LIST as follows:

3>
if the frequency is not present in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth and blacklist, in the variable EUTRA_FREQUENCY_INFO_LIST.

3>
otherwise, if the frequency is already included in the variable EUTRA_FREQUENCY_INFO_LIST:

4>
store the information for the received frequency, including measurement bandwidth and blacklist, in the variable EUTRA_FREQUENCY_INFO_LIST, overwriting the existing information for the frequency.
//------------------------------------unmodified sections omitted---------------------------------//
8.6.7.5
Inter-RAT measurement quantity
If the IE "Inter-RAT measurement quantity" is received in a MEASUREMENT CONTROL message and CHOICE system is GSM, the UE shall:

1>
if IE "BSIC verification required" is set to "required", for cells that match any of the BCCH ARFCN and BSIC combinations in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list", and that has a "verified" BSIC:

2>
report measurement quantities according to IE "inter-RAT reporting quantity" taking into account the restrictions defined in subclause 8.6.7.6;

2>
trigger inter-RAT events according to IE "inter-RAT measurement reporting criteria"; and

2>
perform event evaluation for event-triggered reporting after BSIC has been verified for a GSM cell as defined in [19]; and

2>
trigger periodical reports according to the given "Reporting interval"; and

2>
when a periodical measurement report is triggered, include only BSIC verified GSM cells in the IE "Inter-RAT measured results list"; and

3>
indicate verified BSIC for a GSM cell in the IE "Inter-RAT measured results list" as defined in subclause 8.6.7.6.

2>
when an event triggered measurement report is triggered, include only BSIC verified GSM cells in the IE "Inter-RAT measured results list"; and

3>
indicate verified BSIC for a GSM cell in the IE "Inter-RAT measured results list" as defined in subclause 8.6.7.6.
1>
if IE "BSIC verification required" is set to "not required", for cells that match any of the BCCH ARFCN in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list", regardless if the BSIC is "verified" or "non-verified":

2>
report measurement quantities according to IE "inter-RAT reporting quantity";

2>
trigger inter-RAT events according to IE "inter-RAT measurement reporting criteria";

2> when an event triggered or periodical measurement report is triggered, include GSM cells in the IE "Inter-RAT measured results list" regardless of whether the BSIC of the GSM cell has been verified or not; and

3>
for any GSM cell that has not been verified, indicate non-verified BSIC for a GSM cell in the "Inter-RAT measured results list" IE as defined in subclause 8.6.7.6.

3>
for any GSM cell that has been verified, indicate verified BSIC for a GSM cell in the "Inter-RAT measured results list" IE as defined in subclause 8.6.7.6.
1>
if the IE "Measurement quantity" is set to "pathloss":

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

NOTE:
The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].

If the IE "Inter-RAT measurement quantity" is received in a MEASUREMENT CONTROL message and CHOICE system is E-UTRA, the UE shall:

1>
for cells whose carrier frequency matches any of the EARFCNs or extended EARFCNs in the list of E-UTRA frequencies that the UE has stored in the variable "EUTRA_FREQUENCY_INFO_LIST", and for which the Physical Cell Identity is not included in the blacklist for that frequency:

2>
report measurement quantities according to IE "inter-RAT reporting quantity" taking into account the restrictions defined in subclause 8.6.7.6;

2>
trigger inter-RAT events according to IE "inter-RAT measurement reporting criteria"; and

2>
perform event evaluation for event-triggered reporting; and:

2>
trigger periodical reports according to the given "Reporting interval"; and
2>
when a periodical measurement report is triggered, for each frequency include in the IE "E-UTRA measured results list" only E-UTRA cells for which the Physical layer Cell Identity has been identified and is not included in the blacklist for that frequency; and

3>
include the Physical layer Cell Identity for a E-UTRA cell in the IE "E-UTRA measured results list" as defined in subclause 8.6.7.6.

2>
when an event triggered measurement report is triggered, include in the IE "E-UTRA measured results list" only E-UTRA cells for which the Physical layer Cell Identity has been identified and is not included in the blacklist for that frequency; and

3>
include the Physical layer Cell Identity for a E-UTRA cell in the IE "E-UTRA measured results list" as defined in subclause 8.6.7.6.
//------------------------------------unmodified sections omitted---------------------------------//
10.3.2.7
Dedicated priority Information
This IE indicates priority information for GERAN, UTRAN and E-UTRAN for reselections.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Action
	MP
	
	
	
	REL-8

	>Clear dedicated priorities
	
	
	NULL
	
	REL-8

	>Configure dedicated priorities
	
	
	
	
	REL-8

	>>T322
	OP
	
	Integer (5, 10, 20, 30, 60, 120, 180)
	Time in minutes for which the configured dedicated priorities are valid. When the timer expires the UE should revert to using the priorities signalled in system information. Absence of this IE means that the configured dedicated priorities are valid until the next update.

One spare value needed.
	REL-8

	>>Priority Level List
	OP
	1 to <maxPrio>
	
	
	REL-8

	>>>priority
	OP
	
	Integer (0.. <maxPrio–1>)
	If this IE is absent then the UE behaviour is unspecified. 0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>>>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>>>UTRA FDD
	
	
	
	
	REL-8

	>>>>>Frequency List
	MP
	1 to < maxNumFDDFreqs>
	
	
	REL-8

	>>>>>>UARFCN
	MP
	
	Integer(0 .. 16383)
	UARFCN of the downlink carrier frequency [25.101]
	REL-8

	>>>>UTRA TDD
	
	
	
	
	REL-8

	>>>>>Frequency List
	MP
	1 to < maxNumTDDFreqs>
	
	
	REL-8

	>>>>>>UARFCN
	MP
	
	Integer(0 .. 16383)
	UARFCN of the downlink carrier frequency [25.101]
	REL-8

	>>>>E-UTRA
	
	
	
	
	REL-8

	>>>>>Frequency List
	
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>>>>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>>>>>EARFCN extension
	OP
	
	Integer(65536 …262143)
	EARFCN of the downlink carrier frequency [64]. 
	REL-11

	>>>>GSM
	
	
	
	
	REL-8

	>>>>>GSM cell group
	MP
	
	GSM cell group 10.3.7.9a
	
	REL-8

	>>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8


NOTE:
It is always ensured by the UTRAN that priorities for different Radio Access Technologies are always different (e.g. a GERAN group of cells cannot have the same priority as a UTRA or E-UTRA frequency).

NOTE:
It is always ensured by the UTRAN that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.

//------------------------------------unmodified sections omitted---------------------------------//
10.3.3.21a
Measurement capability extension
This IE may be used to replace the measurement capability information provided within IE "Measurement capability".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	FDD measurements
	MP
	1 to <maxFreqBandsFDD>
	
	The network should ignore the entry that includes the ‘extension indicator’.
	

	
	
	1 to <maxFreqBandsFDD2>
	
	
	REL-6

	
	
	1 to <maxFreqBandsFDD3>
	
	
	REL-10

	>FDD Frequency band
	CV-fdd2
	
	Enumerated(Band I, Band II,
	The default value is the same as indicated in the IE "Frequency band" included in the IE " UE radio access capability extension". Band numbering is defined in [21].
	

	
	
	
	Band III,
	
	REL-5

	
	
	
	Band VI, Band IV, Band V, Band VII, extension indicator)
	The default value is the same as R99, if the IE “FDD Frequency band 2” below is not included. The setting of the value ‘extension indicator’ by the UE is not specified in the specification.
	REL-6

	>FDD Frequency band 2
	CV-fdd1
	
	Enumerated(Band VIII, Band IX, Band X, Band XI, Band XII, Band XIII, Band XIV, Band XIX, Band XXI, Band XX, Band XXII, extension Indicator)
	The default value is the same as indicated in the IE "Frequency band 2" included in the IE " UE radio access capability extension", if the IE “FDD Frequency band” above is not included. 

The setting of the value ‘extension indicator’ by the UE is not specified in the specification.
Four spare values are needed
	REL-6

	>FDD Frequency band 3
	OP
	
	Enumerated (Band XXV, Band XXVI, extension indicator)
	If the IE is not present the value is the same as indicated in the IE "Frequency band 3" if included in the IE " UE radio access capability extension".

The setting of the value ‘extension indicator’ by the UE is not specified in the specification.

Sixty One spare

values are needed
	REL-10

	>Need for DL compressed mode 
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "FDD Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on the FDD frequency band indicated by the IE "FDD Frequency band"
	

	TDD measurements
	CV-tdd_sup
	1 to <maxFreqBandsTDD>
	
	
	

	>TDD Frequency band
	MP
	
	Enumerated(a, b, c)
	
	

	
	
	
	Enumerated(a, b, c, d)
	
	REL-7

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on TDD frequency band indicated by the IE "TDD Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on TDD frequency band indicated by the IE "TDD Frequency band"
	

	GSM measurements
	CV-gsm_sup
	1 to <maxFreqBandsGSM>
	
	
	

	>GSM Frequency band
	MP
	
	Enumerated(GSM450, GSM480, GSM850, GSM900P, GSM900E, GSM1800, GSM1900)
	as defined in [45].

Nine spare values are needed.
	

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on GSM frequency band indicated by the IE "GSM Frequency band"
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on GSM frequency band indicated by the IE "GSM Frequency band"
	

	Multi-carrier measurement
	CV-mc_sup
	
	
	
	

	>Need for DL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL compressed mode in order to perform measurements on multi-carrier
	

	>Need for UL compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires UL compressed mode in order to perform measurements on multi-carrier
	

	E-UTRA measurements
	CV-eutra_sup
	1 to <maxFreqBandsEUTRA>
	
	Note 1
	REL-8

	>E-UTRA Frequency band
	MP
	
	Integer (1..64)
	As defined in [64]. If the IE indicates a value of 64, then the E-UTRA Frequency band for this instance should be read from the corresponding instance of IE "E-UTRA Frequency band extension" in the E-UTRA measurements extension.
	REL-8

	>Need for compressed mode
	MP
	
	Boolean
	TRUE means that the UE requires DL and UL compressed mode in order to perform measurements on E-UTRA frequency band indicated by the IE "E-UTRA Frequency band"
	REL-8

	E-UTRA measurements extension
	CV-extended_eutra_sup
	1 to <maxFreqBandsEUTRA>
	
	Note 1
	REL-11

	>E-UTRA Frequency band extension
	OP
	
	Integer (65..256)
	As defined in [64]. 


	REL-11

	Note 1:
Indicates E-UTRA bands supported and the need for compressed mode, E-UTRAN measurement support may be separately indicated as specified in Annex E.


	Condition
	Explanation

	tdd_sup
	The IE is mandatory present if the IE "Multi-mode capability" has the value "TDD" or "FDD/TDD". Otherwise this field is not needed in the message.

	gsm_sup
	The IE is mandatory present if the IE "Support of GSM" has the value TRUE. Otherwise this field is not needed in the message.

	mc_sup
	The IE is mandatory present if the IE "Support of multi-carrier" has the value TRUE. Otherwise this field is not needed in the message.

	eutra_sup
	At least one of these IEs is mandatory present if the IE "Support of E-UTRA" has the value TRUE. Otherwise these fields are not needed in the message.

	extended_eutra_sup
	At least one of these IEs is mandatory present if the IE "Support of E-UTRA" has the value TRUE and the UE supports a E-UTRA frequency band greater than 64. Otherwise these fields are not needed in the message.

	fdd1
	The IE is mandatory default if the IE "FDD Frequency band" is not included in the message. Otherwise this field is not needed in the message.

	fdd2
	The IE is mandatory default if the IE "FDD Frequency band 2" is not included in the message. Otherwise this field is not needed in the message.


//------------------------------------unmodified sections omitted---------------------------------//
10.3.3.21b
Measurement capability TDD

This IE is only used for TDD if the UE is a multi-RAT capable which also supports E-UTRA.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA measurements
	CV-eutra_sup
	1 to <maxFreqBandsEUTRA>
	
	
	REL-8

	>E-UTRA Frequency band
	MP
	
	Integer (1..64)
	As defined in [64]. If the IE indicates a value of 64, then the E-UTRA Frequency band for this instance should be read from the corresponding instance of IE "E-UTRA Frequency band extension" in the E-UTRA measurements extension.
	REL-8

	>Need for Idle Interval
	MP
	
	Boolean
	TRUE means that the UE requires idle interval in order to perform measurements on E-UTRA frequency band indicated by the IE "E-UTRA Frequency band"
	REL-8

	E-UTRA measurements extension
	CV-extended_eutra_sup
	1 to <maxFreqBandsEUTRA>
	
	Note 1
	REL-11

	>E-UTRA Frequency band extension
	OP
	
	Integer (65..256)
	As defined in [64].


	REL-11


	Condition
	Explanation

	eutra_sup
	At least one of these IEs is mandatory present if the IE "Support of E-UTRA" has the value TRUE. Otherwise these fields are not needed in the message.

	extended_eutra_sup
	At least one of these IEs is mandatory present if the IE "Support of E-UTRA" has the value TRUE and the UE supports a E-UTRA frequency band greater than 64. Otherwise these fields are not needed in the message.


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.6a
E-UTRA event results

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Inter-RAT event identity
	MP
	
	Inter-RAT event identity 10.3.7.24
	
	REL-8

	E-UTRA events results list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the E-UTRA events results extension list.
	REL-8

	>Reported cells
	MP
	1 to <maxReportedEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	E-UTRA events results extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


10.3.7.6b
E-UTRA frequency list
Contains the information for the list of measurement objects for E-UTRA measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE E-UTRA frequency removal
	MP
	
	
	
	REL-8

	>Remove all frequencies
	
	
	
	(no data)
	REL-8

	>Remove some frequencies
	
	
	
	
	REL-8

	>>Removed frequencies
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA frequencies
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64]. 
	REL-11

	>Remove no frequencies
	
	
	
	(no data)
	REL-8

	New frequencies
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>E-UTRA carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>EARFCN extension
	a) OP
	a) 
	a) Integer (65536..262143)
	a) EARFCN of the downlink carrier frequency [64].
	a) REL-11

	>Measurement Bandwidth
	MD
	
	Enumerated (6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells list
	OP
	1 to <maxEUTRACellPerFreq>
	
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-8

	E-UTRA SI Acquisition
	OP
	
	10.3.7.127
	
	REL-9


10.3.7.6c
E-UTRA measured results

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA measured results list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the E-UTRA measured results extension list.
	REL-8

	>Measured E-UTRA cells
	MP
	1 to <maxReportedEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>RSRP
	OP
	
	Integer (0..97)
	This shall be reported if the “Inter-RAT measurement quantity” IE is set to ‘RSRP’ or the “Inter-RAT reporting quantity” IE is set to ‘both’.

RSRP is mapped to a value between 0 and 97 [36.133].
	REL-8

	>>RSRQ
	OP
	
	Integer (0..33)
	This quantity shall be reported if the “Inter-RAT measurement quantity” IE is set to ‘RSRQ’ or the “Inter-RAT reporting quantity” IE is set to ‘both’.

RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-8

	>>E-UTRA Results for SI Acquisition
	OP
	
	10.3.7.128
	
	REL-9

	E-UTRA measured results extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.42b
Logged ANR Report Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Logged ANR Report Info List
	
	1…MaxNumANRLoggedItems
	
	
	REL-10

	>Serving PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	
	REL-10

	>Serving Cell
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>CHOICE logged cell info
	MP
	
	
	
	REL-10

	>>UTRAN
	
	
	
	
	

	>>>PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	
	REL-10

	>>>Cell Identity
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>>>UARFCN
	MP
	
	Integer(0..16383)
	
	REL-10

	>>>Cell parameter ID
	CV-Tdd
	
	Cell parameter Id 10.3.6.9
	
	REL-10

	>>>Primary Scrambling Code
	CV-Fdd
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>>E-UTRA
	
	
	
	
	

	>>>PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	
	REL-10

	>>>Tracking Area Code
	MP
	
	Bit string (16)
	Setting specified in [67]. The first/leftmost bit of the bit string contains the most significant bit of the Tracking Area Code.
	REL-10

	>>>Cell Identity
	MP
	
	Bit string (28)
	Formatted and coded according to [67]. The first/leftmost bit of the bit string contains the most significant bit of the Cell Identity.
	REL-10

	>>>EARFCN
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged ANR Report Info extension List.
	REL-10

	>>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>GSM
	
	
	
	
	

	>>>PLMN Identity
	MP
	
	PLMN identity 10.3.1.11
	
	REL-10

	>>>LAC
	MP
	
	Bit string(16)
	The first/leftmost bit of the bit string contains the most significant bit of the LAC..
	REL-10

	>>>Cell Identity
	MP
	
	Bit string (16)
	Formatted and coded according to [11]. The first/leftmost bit of the bit string contains the most significant bit of the Cell Identity.
	REL-10

	>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>>Band Indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	Logged ANR Report Info extension List
	OP
	1 to <MaxNumANRLoggedItems>
	
	
	REL-11

	>>>EARFCN extension
	MP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64]
	REL-11


	Condition
	Explanation

	Fdd
	This IE is mandatory present for FDD, otherwise it is not needed.

	Tdd
	This IE is mandatory present for TDD, otherwise it is not needed.


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.115
E-UTRA frequency and priority info list
Contains information about neighbour E-UTRA frequencies (with associated blacklists), together with priority based reselection information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequency and priority
	
	1 to <maxNumEUTRAFreqs>
	
	NOTE 2
	REL-8

	>EARFCN
	MP
	
	Integer(0..65535)
	EARFCN of the downlink carrier frequency [64]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-9

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-9

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS.

NOTE 1.
	REL-8

	Number of applicable EARFCN
	CV-EARFCNBands
	
	Integer (0..7)
	The number N of EARFCN in "E-UTRA frequency and priority" or "Multiple E-UTRA frequency info list" which are applicable.
If present this IE indicates the first N occurances of EARFCN in "E-UTRA frequency and priority" or "Multiple E-UTRA frequency info list" which shall be read by UE.  
	REL-11

	E-UTRA frequency and priority extension
	OP
	1 to <maxNumEUTRAFreqs>
	
	NOTE 2
	REL-11

	>EARFCN extension
	MP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-11

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-11

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-11

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-11

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-11

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-11

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-11

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB


	REL-11

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-11

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-11

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS.

NOTE 1.
	REL-11

	Multiple E-UTRA frequency info list
	OP
	1 to <maxNumEUTRAFreqs>
	
	Each entry in the list corresponds to an entry in the "E-UTRA frequency and priority" IE.
	REL-10

	>Multiple E-UTRA frequency band indicator list
	OP
	1 to <maxMultipleFrequcyBandsEUTRA>
	
	Indicates, per neighbour EARFCN, a list of frequency bands which the E-UTRA  cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular EARFCN.
	REL-10

	>>E-UTRA Frequency band
	MP
	
	Integer (1..64)
	As defined in [64].
	REL-10

	Multiple E-UTRA frequency info extension list
	OP
	1 to <maxNumEUTRAFreqs>
	
	Each entry in the list corresponds to an entry in the "E-UTRA frequency and priority" IE.
NOTE 3
	REL-11

	>Multiple E-UTRA frequency band indicator extension  list
	OP
	1 to <maxMultipleFrequcyBandsEUTRA>
	
	Indicates, per neighbour EARFCN, a list of frequency bands which the E-UTRA cells belong to.

Absence of this IE indicates that there are no Multiple Bands for the particular EARFCN.
	REL-11

	>> E-UTRA Frequency band extension
	OP
	
	Integer (65..256)
	As defined in [64].


	REL-11

	NOTE 1:If the value of "E-UTRA detection" is not identical across the frequency layers, UE behaviour is unspecified.

	NOTE 2: The number of instances of IE "E-UTRA frequency and priority extension" shall be less than or equal to maxNumEUTRAFreqs – the value specified in IE "Number of applicable EARFCN"  

	NOTE 3: The number of instances of IE "Multiple E-UTRA frequency info list" shall be less than or equal to maxNumEUTRAFreqs – the value specified in IE "Number of applicable EARFCN"  


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.

NOTE:
The network should ensure that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.
	Condition
	Explanation

	EARFCNBands
	This IE is mandatory present when the number of instances of IE "E-UTRA frequency and priority" and IE "E-UTRA frequency and priority extension" combined is greater than maxNumEUTRAFreqs, otherwise it is not needed.


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.122
CSG Proximity Indication
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CSG Proximity Indication
	MP
	
	Enumerated (entering, leaving)
	
	REL-9

	CHOICE Radio Access Technology
	
	
	
	
	REL-9

	>UTRA
	
	
	
	
	REL-9

	>>CSG Frequency info for UTRA
	MP
	
	Frequency info 10.3.6.36
	
	REL-9

	>E-UTRA
	
	
	
	
	REL-9

	>>CSG Frequency info for E-UTRA
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension". 
	REL-9

	>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.127
E-UTRA SI Acquisition

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-9

	EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-9


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.129
Logged Measurement Info-FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	CPICH RSCP of the serving Cell, when available

In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Intra Frequency Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells
	REL-10

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter Frequency list
	OP
	1.. MaxNumFDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	> Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1..MaxnumLoggedMeas
	
	
	REL-10

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-10

	>> Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-10

	>Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65535..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10


10.3.7.129a
Logged Connection Establishment Failure Info-FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access Information
	MP
	
	
	
	REL-11

	>Number Of RRC Msg Transmitted
	MP
	
	INTEGER (0..8)
	Number of times the RRC message is sent by the UE, e.g. after receiving ACK and AICH.
	REL-11

	Logged Measurements Failed Cell
	MP
	
	
	
	REL-11

	>PLMN Identity
	MP
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-11

	>CPICH RSCP
	MP
	
	Integer(0..91)
	CPICH RSCP of the serving Cell, when available

In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Intra Frequency Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells
	REL-11

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-11

	>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Inter Frequency list
	OP
	1.. MaxNumFDDFreqs
	
	Measurements done on neighbouring cells 
	REL-11

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-11

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1..MaxnumLoggedMeas
	
	
	REL-11

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-11

	>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-11

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-11

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-11

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-11

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-11

	>Logged Measurements E-UTRA frequency extension  list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65535..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-11

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-11

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-11

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-11

	Location Information
	OP
	
	
	The position of the UE when the measurement is made
	REL-11

	>CHOICE Location
	MP
	
	
	
	REL-11

	>>Ellipsoid
	
	
	
	
	REL-11

	>>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-11

	>>Ellipsoid with altitude
	
	
	
	
	REL-11

	>>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-11

	>Ellipsoid with uncertainty  circle
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11

	>Horizontal velocity
	OP
	
	Horizontal velocity 10.3.8.4h
	
	REL-11


10.3.7.130
Logged Measurement Info-TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Intra Frequency list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells 
	REL-10

	>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm. 

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter Frequency Neighbouring Cells list
	OP
	1.. MaxNumTDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	 >Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-10

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-10

	 >Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10


10.3.7.130a
Logged Connection Establishment Failure Info-TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access Information
	MP
	
	
	
	REL-11

	>Number Of RRC Msg Transmitted
	MP
	
	INTEGER (0..8)
	Number of times the RRC message is sent by the UE, e.g. after receiving FPACH.
	REL-11

	>FPACH Received
	MP
	
	BOOLEAN
	TRUE indicates that FPACH has been successfully received at least once. 
	REL-11

	>E-RUCCH Failure
	OP
	
	BOOLEAN
	TRUE indicates the failure  of the E-RUCCH transmission has been detected  
	REL-11

	Logged Measurements Failed Cell
	MP
	
	
	
	REL-11

	>PLMN Identity
	MP
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-11

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Intra Frequency Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells 
	REL-11

	>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-11

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm. 

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Inter Frequency Neighbouring Cells list
	OP
	1.. MaxNumTDDFreqs
	
	Measurements done on neighbouring cells 
	REL-11

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-11

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-11

	>>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-11

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-11

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-11

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-11

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
	REL-11

	>Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-11

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-11

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-11

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-11

	Location Information
	OP
	
	
	The position of the UE when the measurement is made
	REL-11

	>CHOICE Location
	MP
	
	
	
	REL-11

	>>Ellipsoid
	
	
	
	
	REL-11

	>>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-11

	>>Ellipsoid with altitude
	
	
	
	
	REL-11

	>>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-11

	>Ellipsoid with uncertainty  circle
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11

	>Horizontal velocity
	OP
	
	Horizontal velocity 10.3.8.4h
	
	REL-11


//------------------------------------unmodified sections omitted---------------------------------//
10.3.7.137
E-UTRA measurement for CELL_FACH
NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequencies for measurement
	MP
	1 to <maxNumEUTRAFreqs_FACH>
	
	
	REL-11

	>EARFCN
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension"
	REL-11

	>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	Report criteria
	MP
	
	Enumerated (Event-triggered, Periodical reporting)
	
	REL-11

	Measurement quantity
	MP
	
	Enumerated (RSRP, RSRQ)
	This IE indicates the quantity that the UE uses to determine the event trigger.
	REL-11

	Reporting Threshold
	MP
	
	Integer (0..97)
	In dB. Ranges used depend on measurement quantity: if measurement quantity is RSRQ, range should be (0..34), if measurement quantity is RSRP, range should be (0..97).
	REL-11


//------------------------------------unmodified sections omitted---------------------------------//
10.3.8.4L
E-UTRA Target Info
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA Target Frequency Info List
	MP
	1 to <maxEUTRATargetFreqs>
	
	
	REL-8

	>DL Carrier frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the E-UTRA Target Frequency Info extension List.
	REL-8

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	
	REL-8

	E-UTRA Target Frequency Info extension List
	OP
	1 to <maxEUTRATargetFreqs>
	
	
	REL-11

	>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


//------------------------------------unmodified sections omitted---------------------------------//
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,

DedicatedPriorityInformation-r11,

URA-Identity,

-- User Equipment IEs :


AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,


CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,


CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,


E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,

UE-ConnTimersAndConstants-r11,

UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vbxyext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vbxyext,


UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vbxyext,

UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-r11,


DL-CommonTransChInfo,


DL-CommonTransChInfo-r4,


DL-DeletedTransChInfoList,


DL-DeletedTransChInfoList-r5,


DL-DeletedTransChInfoList-r7,


DRAC-StaticInformationList,


HARQ-Info-r7,


PowerOffsetInfoShort,

TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-AddReconfTransChInfoList-r6,


UL-AddReconfTransChInfoList-r7,


UL-AddReconfTransChInfoList-r8,


UL-CommonTransChInfo,


UL-CommonTransChInfo-r4,


UL-DeletedTransChInfoList,


UL-DeletedTransChInfoList-r6,

-- Physical Channel IEs :


AdditionalDLSecCellInfoListFDD,


AdditionalDLSecCellInfoListFDD2,


Alpha,


BEACON-PL-Est,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

CCTrCH-PowerControlInfo-r5,

CCTrCH-PowerControlInfo-r7,


ConstantValue,


ConstantValueTdd,


ControlChannelDRXInfo-TDD128-r8,


CPCH-SetInfo,


DHS-Sync,


DL-CommonInformation,


DL-CommonInformation-r4,


DL-CommonInformation-r5,

DL-CommonInformation-r6,


DL-CommonInformation-r7,


DL-CommonInformation-r8,


DL-CommonInformation-r10,


DL-CommonInformationPost,


DL-HSPDSCH-Information,


DL-HSPDSCH-Information-r6,

DL-HSPDSCH-Information-r7,


DL-HSPDSCH-Information-r8,


DL-HSPDSCH-Information-r8-ext,


DL-HSPDSCH-Information-r9,


DL-HSPDSCH-Information-r8-ext2,


DL-HSPDSCH-MultiCarrier-Information,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,


DL-InformationPerRL-List-r5,

DL-InformationPerRL-List-r5bis,

DL-InformationPerRL-List-r6, 


DL-InformationPerRL-List-r7,


DL-InformationPerRL-List-r8,


DL-InformationPerRL-List-v6b0ext,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR-r4,

DL-MultiCarrier-Information,


DL-PDSCH-Information,


DL-SecondaryCellInfoFDD,


DL-SecondaryCellInfoFDD-v890ext,


DL-SecondaryCellInfoFDD-r9,


DL-SecondaryCellInfoFDD-r10,


DL-TPC-PowerOffsetPerRL-List,


DLUL-HSPA-Information-r8,


DLUL-HSPA-Information-r9,


DLUL-HSPA-Information-r10,


DPC-Mode,


DPCH-CompressedModeStatusInfo,


DPCH-CompressedModeStatusInfo-r10,


DTX-DRX-TimingInfo-r7,


DTX-DRX-Info-r7,


DynamicPersistenceLevel,


E-DCH-ReconfigurationInfo,


E-DCH-ReconfigurationInfo-SecULFrequency,


E-DCH-ReconfigurationInfo-r7,


E-DCH-RL-InfoSameServingCell,


E-TFC-Boost-Info-r7,

E-DPDCH-PowerInterpolation,

EUTRA-TargetFreqInfoList-vbxyext,

EXT-UL-TimingAdvance,


Feedback-cycle-r7,

FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


HARQ-Preamble-Mode,

HS-DSCH-TBSizeTable,


HS-SCCH-LessInfo-r7,


HS-SICH-Power-Control-Info-TDD384,

HS-SICH-Power-Control-Info-TDD768,


MaxAllowedUL-TX-Power,


MIMO-Parameters-r7,


MIMO-Parameters-v7f0ext,


MIMO-Parameters-v7g0ext,


MIMO-Parameters-r8,


MIMO-Parameters-r9,


Multi-frequencyInfo-LCR-r7,


MU-MIMO-Info-TDD128,


OpenLoopPowerControl-IPDL-TDD-r4,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-CapacityAllocationInfo-r7,


PDSCH-Identity,


PrimaryCPICH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4, 


PUSCH-CapacityAllocationInfo-r7,


PUSCH-Identity,


PUSCH-SysInfoList-HCR-r5,


PDSCH-SysInfoList-HCR-r5,


RL-AdditionInformationList,


RL-AdditionInformationList-r6,


RL-AdditionInformation-list-v6b0ext,


RL-AdditionInformationList-r7,


RL-AdditionInformationList-r8,


RL-AdditionInformationList-v890ext,


RL-AdditionInformationList-r9,


RL-AdditionInformationList-v950ext,


RL-AdditionInformationList-r10,


RL-AdditionInformationList-vbxyext,

RL-AdditionInformationList-r11,


RL-AdditionInformationList-SecULFreq,


RL-RemovalInformationList,


RL-RemovalInformationList-SecULFreq,


SecondaryCellMIMOparametersFDD-v950ext,


Serving-HSDSCH-CellInformation,


Serving-HSDSCH-CellInformation-r7,


Serving-HSDSCH-CellInformation-r8,


Serving-HSDSCH-CellInformation-r9,


ServingCellChangeParameters,

SpecialBurstScheduling,


SPS-Information-TDD128-r8,


SSDT-Information,


SSDT-Information-r4,

SSDT-UL,


StandaloneMidambleInfo-TDD128,


TFC-ControlDuration,


TimeslotList,


TimeslotList-r4,


TimingMaintainedSynchInd,

TX-DiversityMode,


UL-16QAM-Config,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,


UL-ChannelRequirement-r5,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,


UL-ChannelRequirementWithCPCH-SetID-r5,


UL-CLTD-InfoFDD,


UL-DPCH-Info,


UL-DPCH-Info-r4, 


UL-DPCH-Info-r5,


UL-DPCH-Info-r6,


UL-DPCH-Info-r7,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR-r4,


UL-EDCH-Information-ext,

UL-EDCH-Information-r6,


UL-EDCH-Information-r7,


UL-EDCH-Information-r8,


UL-EDCH-Information-r9,


UL-MulticarrierEDCHInfo-TDD128,


UL-OLTD-InfoFDD,


UL-SecondaryCellInfoFDD,

UL-SynchronisationParameters-r4,


UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,


UL-TimingAdvanceControl-r7,

UpPCHposition-LCR,

-- Measurement IEs :


AdditionalMeasurementID-List,


AdditionalMeasurementID-List-r9,


CellDCHMeasOccasionInfo-TDD128-r9,


CSGProximityIndication,

CSGProximityIndication-vbxyext,

DeltaRSCP,


Frequency-Band,


EventResults,


EventResults-v770ext,


EventResults-v860ext,


EventResults-va40ext,


EventResultsOnSecUlFreq,


EUTRA-EventResults,

EUTRA-EventResults-vbxyext,

EUTRA-MeasuredResults,


EUTRA-MeasuredResults-v920ext,

EUTRA-MeasuredResults-vbxyext,

Inter-FreqEventCriteriaList-v590ext,


Intra-FreqEventCriteriaList-v590ext,

IntraFreqReportingCriteria-1b-r5,


IntraFreqEvent-1d-r5,

IntraFreqCellID,

InterFreqEventResults-LCR-r4-ext,

InterRATCellInfoIndication,

InterRATMeasurement-r11,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResults-v390ext,


MeasuredResults-v590ext,

MeasuredResults-v770ext,


MeasuredResults-v860ext,


MeasuredResults-v920ext,


MeasuredResultsOnSecUlFreq,


MeasuredResultsListOnSecUlFreq,


MeasuredResultsList,


MeasuredResultsList-LCR-r4-ext,


MeasuredResultsList-v770xet,

MeasuredResultsList-v860ext,

MeasuredResultsList-v920ext,

MeasuredResultsOnRACH,


MeasuredResultsOnRACH-v7g0ext,


MeasuredResultsOnRACHinterFreq,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementCommand-r6,

MeasurementCommand-r7,

MeasurementCommand-r8,


MeasurementCommand-r9,


MeasurementCommand-r10,


MeasurementIdentity,


MeasurementIdentity-r9,


MeasurementIdentityExt,


MeasurementReportingMode,


NewInterFreqCellList-v7b0ext,


NewInterFreqCellList-LCR-v8a0ext,


NewIntraFreqCellList-LCR-v8a0ext,


PrimaryCCPCH-RSCP,


SFN-Offset-Validity,

TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-GPS-AssistanceData-v770ext,


UE-Positioning-GPS-AssistanceData-v920ext,


UE-Positioning-GPS-AssistanceData-va40ext,


UE-Positioning-GPS-ReferenceTimeUncertainty,

UE-Positioning-Measurement-v390ext,


UE-Positioning-OTDOA-AssistanceData,


UE-Positioning-OTDOA-AssistanceData-r4ext,


UE-Positioning-OTDOA-AssistanceData-UEB,


UE-Positioning-OTDOA-AssistanceData-UEB-ext,


UE-Positioning-OTDOA-MeasuredResultsTDD-ext,


UE-Positioning-GANSS-AssistanceData,


UE-Positioning-GANSS-AssistanceData-v860ext,


UE-Positioning-GANSS-AssistanceData-v920ext,


UE-Positioning-GANSS-AssistanceData-va40ext,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


ETWS-Information,


ETWS-WarningSecurityInfo,


GSM-TargetCellInfoList,

GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-FailureCause,


InterRAT-UE-RadioAccessCapabilityList,

InterRAT-UE-RadioAccessCapability-v590ext,


InterRAT-UE-SecurityCapList,


IntraDomainNasNodeSelector,


MasterInformationBlock,


MIB-ValueTag,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type,


SysInfoType1,


SysInfoType3,


SysInfoType5,


SysInfoType7,


SysInfoType11,


SysInfoType11bis,


SysInfoType12,


SysInfoTypeSB1,


SysInfoTypeSB2,

-- MBMS IEs:


MBMS-CellGroupIdentity-r6,


MBMS-CommonRBInformationList-r6,


MBMS-CurrentCell-SCCPCHList-r6,


MBMS-JoinedInformation-r6,

MBMS-MICHConfigurationInfo-r6,


MBMS-MICHConfigurationInfo-v770ext,


MBMS-MICHConfigurationInfo-v890ext,


MBMS-ModifedServiceList-r6,


MBMS-ModifiedServiceList-LCR-v7c0ext,


MBMS-ModifiedServiceList-v770ext,


MBMS-MSCH-ConfigurationInfo-r6,


MBMS-NeighbouringCellSCCPCHList-r6,


MBMS-NeighbouringCellSCCPCHList-v770ext,


MBMS-NumberOfNeighbourCells-r6,

MBMS-PhyChInformationList-r6,


MBMS-PhyChInformationList-r7,


MBMS-PhyChInformationList-IMB384,


MBMS-PL-ServiceRestrictInfo-r6,


MBMS-PreferredFrequencyList-r6,


MBMS-PTMActivationTime-r6,


MBMS-SelectedServiceInfo,


MBMS-SelectedServicesShort,


MBMS-ServiceAccessInfoList-r6,


MBMS-ServiceIdentity-r6,


MBMS-ServiceSchedulingInfoList-r6,


MBMS-SIBType5-SCCPCHList-r6,


MBMS-TimersAndCounters-r6,


MBMS-TranspChInfoForEachCCTrCh-r6,


MBMS-TranspChInfoForEachTrCh-r6,


MBMS-UnmodifiedServiceList-r6,


MBMS-UnmodifiedServiceList-v770ext,

MBSFN-ClusterFrequency-r7,


MBSFN-InterFrequencyNeighbourList-r7,


MBSFN-InterFrequencyNeighbourList-v860ext,


MBMS-NetworkStandardTimeInformation-LCR-v890ext,


MBSFN-TDDInformation-LCR,


MBSFN-TDM-Info-List,

-- MDT IEs


LoggedMeasurementsConfigurationInfo,

LoggedMeasReport,
-- UTRAN ANR IEs


LoggedANRConfigurationInfo,


LoggedANRReportInfoList,

LoggedANRReportInfoList-vbxyext
FROM InformationElements


maxSIBperMsg,


maxURNTI-Group
FROM Constant-definitions;

//------------------------------------unmodified sections omitted------------------------------//
InterRATHandoverInfo-v880ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo


UE-RadioAccessCapability-v880ext

OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128

UE-RadioAccessCapabilityComp-TDD128

OPTIONAL

}

InterRATHandoverInfo-v920ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-v920ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-v920ext
OPTIONAL

}

InterRATHandoverInfo-v8b0ext-IEs ::=
SEQUENCE {


-- UE radio access capability



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext
OPTIONAL
}

InterRATHandoverInfo-v950ext-IEs ::=
SEQUENCE {


-- User equipment IEs



pdcp-Capability





PDCP-Capability-r4-ext




OPTIONAL

}

InterRATHandoverInfo-va40ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo

UE-RadioAccessCapability-va40ext

OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-va40ext
OPTIONAL

}

InterRATHandoverInfoBand-va40ext-IEs ::=
SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapabBand



UE-RadioAccessCapabBand-va40ext 

OPTIONAL,



rf-CapabilityFDDComp



RF-CapabBandListFDDComp-ext2 


OPTIONAL

}

InterRATHandoverInfo-va80ext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-va80ext
UE-RadioAccessCapability-va80ext
OPTIONAL

}

InterRATHandoverInfo-vbxyext-IEs ::=
SEQUENCE {



ue-RadioAccessCapabilityInfo-vbxyext
UE-RadioAccessCapability-vbxyext
OPTIONAL,



ue-RadioAccessCapabilityComp2

UE-RadioAccessCapabilityComp2-vbxyext
OPTIONAL,



ue-RadioAccessCapabilityInfo-TDD128
UE-RadioAccessCapabilityInfo-TDD128-vbxyext
OPTIONAL
}
//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

-- MEASUREMENT CONTROL

--

-- ***************************************************

MeasurementControl ::= CHOICE {


-- The Rel-4 functionality of UE Positioning OTDOA AssistanceData TDD is only available


-- in the later-than-r3 branch of this message (i.e. through the use of the IE


-- ue-Positioning-OTDOA-AssistanceData-r4)

r3







SEQUENCE {



measurementControl-r3


MeasurementControl-r3-IEs,



v390nonCriticalExtensions

SEQUENCE {




measurementControl-v390ext

MeasurementControl-v390ext,




v3a0NonCriticalExtensions


SEQUENCE {





measurementControl-v3a0ext


MeasurementControl-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {






-- Container for additional R99 extensions






measurementControl-r3-add-ext

BIT STRING
OPTIONAL,






v4b0NonCriticalExtensions


SEQUENCE{






-- The content of the v4b0 non-critical extension has been removed. If sent 







-- to a UE of AS release 4, the UE behaviour is unspecified. A UE of AS 







-- release 5 onward shall comply with the v4b0 and later extensions in this 







-- branch of the message.







v590NonCriticalExtensions

SEQUENCE {








measurementControl-v590ext

MeasurementControl-v590ext-IEs,








v5b0NonCriticalExtensions

SEQUENCE {









measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}





OPTIONAL







}





OPTIONAL






}





OPTIONAL





}





OPTIONAL




}





OPTIONAL



}





OPTIONAL


},


later-than-r3




SEQUENCE {



-- Least significant part of extended "RRC transaction identifier" (Rel-5 onward)



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





measurementControl-r4


MeasurementControl-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






measurementControl-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE{






measurementControl-v590ext

MeasurementControl-v590ext-IEs,






v5b0NonCriticalExtensions

SEQUENCE {








measurementControl-v5b0ext

MeasurementControl-v5b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL






}
OPTIONAL




}
OPTIONAL




},




later-than-r4




SEQUENCE {





-- Most significant part of extended "RRC transaction identifier" (MSP):





-- extended "RRC transaction identifier" =




-- rrc-TransactionIdentifier-MSP * 4 + rrc-TransactionIdentifier




rrc-TransactionIdentifier-MSP

RRC-TransactionIdentifier,





criticalExtensions



CHOICE {






r6







SEQUENCE {







measurementControl-r6


MeasurementControl-r6-IEs,







v6a0NonCriticalExtensions

SEQUENCE {








measurementControl-v6a0ext

MeasurementControl-v6a0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL






}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








measurementControl-r7


MeasurementControl-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








measurementControl-r7-add-ext
BIT STRING

OPTIONAL,








v7b0NonCriticalExtensions

SEQUENCE {









measurementControl-v7b0ext

MeasurementControl-v7b0ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









measurementControl-r8


MeasurementControl-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









measurementControl-r8-add-ext
BIT STRING

OPTIONAL,









v8a0NonCriticalExtensions

SEQUENCE {










measurementControl-v8a0ext

MeasurementControl-v8a0ext-IEs,










vbxyNonCriticalExtensions
SEQUENCE {











measurementControl-vbxyext
MeasurementControl-vbxyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {









measurementControl-r9


MeasurementControl-r9-IEs,










-- Container for adding non critical extensions after freezing REL-10










measurementControl-r9-add-ext
BIT STRING

OPTIONAL,










v970NonCriticalExtensions


SEQUENCE {











measurementControl-v970ext

















MeasurementControl-v970ext-IEs,










vbxyNonCriticalExtensions
SEQUENCE {












measurementControl-vbxyext

















MeasurementControl-vbxyext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








},









criticalExtensions



CHOICE
{










r10







SEQUENCE
{












measurementControl-r10


MeasurementControl-r10-IEs, 












-- Container for adding non critical extensions after












-- freezing REL-11











measurementControl-r10-add-ext
BIT STRING

OPTIONAL, 











vbxyNonCriticalExtensions
SEQUENCE {












measurementControl-vbxyext















MeasurementControl-vbxyext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE
{











r11







SEQUENCE
{













measurementControl-r11
























MeasurementControl-r11-IEs, 













-- Container for adding non critical extensions after













-- freezing REL-12












measurementControl-r11-add-ext
BIT STRING

























OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},










criticalExtensions



SEQUENCE {}










}









}








}







}






}





}




}



}


}

}

MeasurementControl-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in MeasurementCommand.



measurementCommand



MeasurementCommand,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v390ext ::= SEQUENCE {



ue-Positioning-Measurement-v390ext

UE-Positioning-Measurement-v390ext
OPTIONAL
}

MeasurementControl-v3a0ext ::= SEQUENCE {


sfn-Offset-Validity



SFN-Offset-Validity

OPTIONAL
}

MeasurementControl-r4-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r4,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v590ext-IEs ::= SEQUENCE {


measurementCommand-v590ext 


CHOICE {



-- the choice "intra-frequency" shall be used for the case of intra-frequency measurement,



-- as well as when intra-frequency events are configured for inter-frequency measurement



intra-frequency





Intra-FreqEventCriteriaList-v590ext,



inter-frequency





Inter-FreqEventCriteriaList-v590ext


}

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL,


-- Most significant part of extended "RRC transaction identifier" (MSP):


-- extended "RRC transaction identifier" =

-- rrc-TransactionIdentifier-MSP-v590ext * 4 + rrc-TransactionIdentifier

rrc-TransactionIdentifier-MSP-v590ext
RRC-TransactionIdentifier
}

MeasurementControl-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementControl-r6-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r6,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v6a0ext-IEs ::= SEQUENCE {


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL
}

MeasurementControl-r7-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r7,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

MeasurementControl-r8-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r8,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v8a0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newIntraFreqCellList


NewIntraFreqCellList-LCR-v8a0ext

OPTIONAL,



newInterFreqCellList


NewInterFreqCellList-LCR-v8a0ext

OPTIONAL

}

MeasurementControl-r9-IEs ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r9,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,


-- if the UE supports extended measurements, "additionalMeasurementList" 


-- shall be ignored if "additionalMeasurementList" in MeasurementControl-v970ext-IEs


-- is present, and the value of that element shall be used instead.



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo

OPTIONAL

}

MeasurementControl-v970ext-IEs ::= SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity-r9




OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List-r9


OPTIONAL

}

MeasurementControl-vbxyext-IEs ::= SEQUENCE {


-- Measurement IEs


interRATMeasurement




InterRATMeasurement-r11




OPTIONAL

}

MeasurementControl-r10-IEs ::=
SEQUENCE {


-- Measurement IEs



measurementIdentity



MeasurementIdentity,



-- TABULAR: The measurement type is included in measurementCommand.



measurementCommand



MeasurementCommand-r10,



measurementReportingMode

MeasurementReportingMode


OPTIONAL,



additionalMeasurementList

AdditionalMeasurementID-List

OPTIONAL,



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- Physical channel IEs



dpch-CompressedModeStatusInfo
DPCH-CompressedModeStatusInfo-r10

OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs


-- if the UE supports extended measurements, "measurementIdentity" 


-- shall be ignored if "measurementIdentity" in MeasurementReport-v970ext-IEs


-- is present, and the value of that element shall be used instead.



measurementIdentity



MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





measurementReport-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {





measurementReport-v4b0ext

MeasurementReport-v4b0ext-IEs,






-- Extension mechanism for non-Rel4 information






v590NonCriticalExtensions
SEQUENCE {







measurementReport-v590ext

MeasurementReport-v590ext-IEs,







v5b0NonCriticalExtensions

SEQUENCE {








measurementReport-v5b0ext

MeasurementReport-v5b0ext-IEs,








v690NonCriticalExtensions


SEQUENCE {









measurementReport-v690ext

MeasurementReport-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










measurementReport-v770ext

MeasurementReport-v770ext-IEs,









v860NonCriticalExtensions

SEQUENCE {











measurementReport-v860ext
MeasurementReport-v860ext-IEs,











v920NonCriticalExtensions

SEQUENCE {












measurementReport-v920ext
MeasurementReport-v920ext-IEs,












v970NonCriticalExtensions

SEQUENCE {













measurementReport-v970ext-IE


















MeasurementReport-v970ext-IEs,













va40NonCriticalExtensions

SEQUENCE {














measurementReport-va40ext


















MeasurementReport-va40ext-IEs,














vbxyNonCriticalExtensions

SEQUENCE {















measurementReport-vbxyext


















MeasurementReport-vbxyext-IEs,















nonCriticalExtensions

















SEQUENCE {}

OPTIONAL













}

OPTIONAL












}

OPTIONAL












}

OPTIONAL











}

OPTIONAL










}

OPTIONAL









}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL



}

OPTIONAL


}

OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4b0ext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


-- additionalMeasuredResults-LCR shall contain measurement results and additional measurement


-- results list.


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


-- dummy is not used in this version of the specification. It should not be sent and


-- if received it should be ignored.


dummy






PrimaryCPICH-Info





OPTIONAL

}

MeasurementReport-v590ext-IEs ::= SEQUENCE {


measuredResults-v590ext



MeasuredResults-v590ext



OPTIONAL

}

MeasurementReport-v5b0ext-IEs ::= 
SEQUENCE {


interRATCellInfoIndication


InterRATCellInfoIndication


OPTIONAL

}

MeasurementReport-v690ext-IEs ::= SEQUENCE {


measuredResultsOnRACHinterFreq

MeasuredResultsOnRACHinterFreq

OPTIONAL

}
MeasurementReport-v770ext-IEs ::= SEQUENCE {

measuredResults





MeasuredResults-v770ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v770xet


OPTIONAL,

eventResults





EventResults-v770ext



OPTIONAL,


ue-Positioning-OTDOA-MeasuredResults











UE-Positioning-OTDOA-MeasuredResultsTDD-ext

OPTIONAL

}
MeasurementReport-v860ext-IEs ::= SEQUENCE {


activationTime





ActivationTime





OPTIONAL,


measuredResults





MeasuredResults-v860ext



OPTIONAL,


additionalMeasuredResults


MeasuredResultsList-v860ext


OPTIONAL,

eventResults





EventResults-v860ext



OPTIONAL,


eutra-MeasuredResults



EUTRA-MeasuredResults



OPTIONAL,


eutra-EventResults




EUTRA-EventResults




OPTIONAL

}

MeasurementReport-v920ext-IEs ::= SEQUENCE {


cSGProximityIndication



CSGProximityIndication



OPTIONAL,


measuredResults





MeasuredResults-v920ext



OPTIONAL,


measuredResultsOnSecUlFreq


MeasuredResultsOnSecUlFreq


OPTIONAL,

additionalMeasuredResults


MeasuredResultsList-v920ext


OPTIONAL,


additionalMeasuredResultsOnSecUlFreq











MeasuredResultsListOnSecUlFreq

OPTIONAL,


eventResultsOnSecUlFreq



EventResultsOnSecUlFreq



OPTIONAL,

eutra-MeasuredResults



EUTRA-MeasuredResults-v920ext

OPTIONAL

}

MeasurementReport-v970ext-IEs ::= SEQUENCE {


measurementIdentity




MeasurementIdentityExt


OPTIONAL

}
MeasurementReport-va40ext-IEs ::= SEQUENCE {


eventResults





EventResults-va40ext



OPTIONAL,


loggedMeasAvailable




ENUMERATED { true }




OPTIONAL,


loggedANRResultsAvailable


ENUMERATED { true }




OPTIONAL

}

MeasurementReport-vbxyext-IEs ::= SEQUENCE {


-- Measurement IEs


measuredResultsOnRACHeutraFreq

MeasuredResultsOnRACHeutraFreq

OPTIONAL,


eutra-EventResultsForCELLFACH

EUTRA-EventResultsForCELLFACH

OPTIONAL,


cSGProximityIndication



CSGProximityIndication-vbxyext

OPTIONAL,


eutra-MeasuredResults



EUTRA-MeasuredResults-vbxyext

OPTIONAL,

eutra-EventResults




EUTRA-EventResults-vbxyext


OPTIONAL
}

//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

-- RRC CONNECTION REJECT

--

-- ***************************************************

RRCConnectionReject ::= CHOICE {


r3







SEQUENCE {



rrcConnectionReject-r3


RRCConnectionReject-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionReject-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE {




rrcConnectionReject-v690ext

RRCConnectionReject-v690ext-IEs,





v6f0NonCriticalExtensions

SEQUENCE {






rrcConnectionReject-v6f0ext

RRCConnectionReject-v6f0ext-IEs,






v860NonCriticalExtensions

SEQUENCE {







rrcConnectionReject-v860ext

RRCConnectionReject-v860ext-IEs,







va40NonCriticalExtensions

SEQUENCE {








rrcConnectionReject-va40ext

RRCConnectionReject-va40ext-IEs,








vbxyNonCriticalExtensions

SEQUENCE {









rrcConnectionReject-vbxyext

RRCConnectionReject-vbxyext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



SEQUENCE {}


}

}

RRCConnectionReject-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



rejectionCause




RejectionCause,



waitTime





WaitTime,



redirectionInfo




RedirectionInfo





OPTIONAL

}

RRCConnectionReject-v690ext-IEs ::= SEQUENCE {


redirectionInfo-v690ext



GSM-TargetCellInfoList


OPTIONAL
}

RRCConnectionReject-v6f0ext-IEs ::= SEQUENCE {


countingCompletion




ENUMERATED { true }




OPTIONAL

}

RRCConnectionReject-v860ext-IEs ::= SEQUENCE {


redirectionInfo




RedirectionInfo-v860ext



OPTIONAL

}

RRCConnectionReject-va40ext-IEs ::= SEQUENCE {


extendedWaitTime 



ExtendedWaitTime




OPTIONAL

}

RRCConnectionReject-vbxyext-IEs ::= SEQUENCE {


eutra-TargetFreqInfoList
EUTRA-TargetFreqInfoList-vbxyext

OPTIONAL

}

-- ***************************************************

--

-- RRC CONNECTION RELEASE

--

-- ***************************************************

RRCConnectionRelease ::= CHOICE {


r3







SEQUENCE {



rrcConnectionRelease-r3


RRCConnectionRelease-r3-IEs,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




rrcConnectionRelease-r3-add-ext

BIT STRING

OPTIONAL,




v690NonCriticalExtensions


SEQUENCE { 





rrcConnectionRelease-v690ext

RRCConnectionRelease-v690ext-IEs,





v770NonCriticalExtensions


SEQUENCE {






rrcConnectionRelease-v770ext

RRCConnectionRelease-v770ext-IEs,






v860NonCriticalExtensions


SEQUENCE {







rrcConnectionRelease-v860ext

RRCConnectionRelease-v860ext-IEs,







va40NonCriticalExtensions


SEQUENCE {








rrcConnectionRelease-va40ext

RRCConnectionRelease-va40ext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





rrcConnectionRelease-r4


RRCConnectionRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-6






rrcConnectionRelease-r4-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions


SEQUENCE {







rrcConnectionRelease-v690ext

RRCConnectionRelease-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {








rrcConnectionRelease-v770ext

RRCConnectionRelease-v770ext-IEs,








v860NonCriticalExtensions


SEQUENCE {









rrcConnectionRelease-v860ext
RRCConnectionRelease-v860ext-IEs,









va40NonCriticalExtensions


SEQUENCE {










rrcConnectionRelease-va40ext



















RRCConnectionRelease-va40ext-IEs,










vbxyNonCriticalExtensions


SEQUENCE {











rrcConnectionRelease-vbxyext



















RRCConnectionRelease-vbxyext-IEs,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



SEQUENCE {}



}


}

}

RRCConnectionRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



-- n-308 is conditional on the UE state



n-308






N-308







OPTIONAL,



releaseCause




ReleaseCause,



rplmn-information



Rplmn-Information




OPTIONAL

}

RRCConnectionRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



-- n-308 is conditional on the UE state.



n-308






N-308







OPTIONAL,



releaseCause




ReleaseCause,



rplmn-information



Rplmn-Information-r4



OPTIONAL

}

RRCConnectionRelease-v690ext-IEs ::= SEQUENCE {



redirectionInfo-v690ext


RedirectionInfo-r6




OPTIONAL

}

RRCConnectionRelease-v770ext-IEs ::= SEQUENCE {


-- User equipment IEs



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL

}

RRCConnectionRelease-v860ext-IEs ::= SEQUENCE {


-- Other IEs



redirectionInfo




RedirectionInfo-v860ext



OPTIONAL

}

RRCConnectionRelease-va40ext-IEs ::= SEQUENCE {


extendedWaitTime 



ExtendedWaitTime




OPTIONAL

}

RRCConnectionRelease-vbxyext-IEs ::= SEQUENCE {


-- Other IEs



eutra-TargetFreqInfoList
EUTRA-TargetFreqInfoList-vbxyext
OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION

--

-- ***************************************************

UTRANMobilityInformation ::= CHOICE {


r3







SEQUENCE {



utranMobilityInformation-r3

UTRANMobilityInformation-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




utranMobilityInformation-v3a0ext
UTRANMobilityInformation-v3a0ext-IEs,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





utranMobilityInformation-r3-add-ext

BIT STRING

OPTIONAL,





v690NonCriticalExtensions


SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs,






v860NonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext1-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r5







SEQUENCE {





utranMobilityInformation-r5

UTRANMobilityInformation-r5-IEs,





v690NonCriticalExtensions

SEQUENCE {





utranMobilityInformation-v690ext
UtranMobilityInformation-v690ext-IEs,






v860NonCriticalExtentions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext1-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL





}

OPTIONAL





}
OPTIONAL




},




criticalExtensions




CHOICE {





r7








SEQUENCE{






utranMobilityInformation-r7


UTRANMobilityInformation-r7-IEs,






-- Container for adding non critical extensions after freezing REL-8






utranMobilityInformation-r7-add-ext
BIT STRING

OPTIONAL,






v860NonCriticalExtensions


SEQUENCE {







utranMobilityInformation-v860ext
UTRANMobilityInformation-v860ext2-IEs,






vbxyNonCriticalExtentions


SEQUENCE {








utranMobilityInformation-vbxyext












UTRANMobilityInformation-vbxyext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





},




criticalExtensions




CHOICE {






r11








SEQUENCE{







utranMobilityInformation-r11

UTRANMobilityInformation-r11-IEs,







-- Container for adding non critical extensions after freezing REL-12






utranMobilityInformation-r11-add-ext
BIT STRING

OPTIONAL,






nonCriticalExtensions



SEQUENCE {}

OPTIONAL





},





criticalExtensions



SEQUENCE {}




}



}



}

}

}

UTRANMobilityInformation-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

UTRANMobilityInformation-v3a0ext-IEs ::= SEQUENCE {


ue-ConnTimersAndConstants-v3a0ext

UE-ConnTimersAndConstants-v3a0ext

}

UTRANMobilityInformation-r5-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r5

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}

UtranMobilityInformation-v690ext-IEs ::= SEQUENCE {


-- Core network IEs


primary-plmn-Identity



PLMN-Identity





OPTIONAL

}

UTRANMobilityInformation-r7-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r5

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}
UTRANMobilityInformation-v860ext1-IEs ::= SEQUENCE {


-- User equipment IEs


-- UE shall take into account the following ue-ConnTimersAndConstants


-- only when ue-ConnTimersAndConstants IE is present in


-- UTRANMobilityInformation-r3-IEs or UTRANMobilityInformation-r5-IEs.


-- Otherwise, UE shall discard it.



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-v860ext

}

UTRANMobilityInformation-v860ext2-IEs ::= SEQUENCE {


-- User equipment IEs



newPrimary-E-RNTI



E-RNTI







OPTIONAL,


-- UE shall take into account the following ue-ConnTimersAndConstants


-- only when ue-ConnTimersAndConstants IE is present in


-- UTRANMobilityInformation-r7-IEs. Otherwise, UE shall discard it.



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-v860ext,


-- UTRAN Mobility IEs



dedicatedPriorityInformation
DedicatedPriorityInformation

OPTIONAL

}

UTRANMobilityInformation-vbxyext-IEs ::= SEQUENCE {


-- UTRAN Mobility IEs



dedicatedPriorityInformation
DedicatedPriorityInformation-r11
OPTIONAL

}

UTRANMobilityInformation-r11-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,


newPrimary-E-RNTI



E-RNTI







OPTIONAL,


ue-ConnTimersAndConstants

UE-ConnTimersAndConstants-r11

OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,



primary-plmn-Identity


PLMN-Identity





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


dedicatedPriorityInformation
DedicatedPriorityInformation-r11
OPTIONAL,

-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL

}
//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

-- UE INFORMATION RESPONSE

--

-- ***************************************************

UEInformationResponse ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


loggedMeasReport



LoggedMeasReport


OPTIONAL,


loggedANRReportInfoList


LoggedANRReportInfoList

OPTIONAL,


vbxyNonCriticalExtensions


SEQUENCE {



ueInformationResponse-vbxyext
UEInformationResponse-vbxyext-IEs,



nonCriticalExtensions


SEQUENCE {}


OPTIONAL


}




OPTIONAL

}

UEInformationResponse-vbxyext-IEs ::= SEQUENCE {


loggedMeasReport



LoggedMeasReport-vbxyext
OPTIONAL,


loggedConnectionEstablishmentFailureReport











LoggedConnectionEstablishmentFailureReport
OPTIONAL,

loggedANRReportInfoList


LoggedANRReportInfoList-vbxyext



OPTIONAL
}

-- ***************************************************

--

-- UE INFORMATION REQUEST

--

-- ***************************************************

UEInformationRequest ::= SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



r10





SEQUENCE {




ueInformationRequest-r10



UEInformationRequest-r10-IEs,




-- Container for additional R10 extensions




ueInformationRequest-r10-add-ext

BIT STRING

OPTIONAL,




nonCriticalExtensions
SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

UEInformationRequest-r10-IEs ::= SEQUENCE {


loggedMeasReportRequest

ENUMERATED { true }
OPTIONAL,


loggedANRReportRequest

ENUMERATED { true }
OPTIONAL
}

END

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxMultipleFrequencyBandsEUTRA,


maxMultipleFrequencyBandsFDD,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCellMeasOnSecULFreq,


maxCellMeasOnSecULFreq-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,


maxDedicatedCSGFreq,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxEDCHs,


maxEDCHTxPattern-TDD128,


maxEDCHTxPattern-TDD128-1,


maxERNTIgroup,


maxERNTIperGroup,


maxERUCCH,


maxEUTRACellPerFreq,


maxEUTRATargetFreqs,


maxFACHPCH,


maxFreq,


maxFreqBandsEUTRA,


maxFreqBandsFDD,


maxFreqBandsFDD2,


maxFreqBandsFDD3,


maxFreqBandsFDD-ext,


maxFreqBandsFDD-ext2,


maxFreqBandsFDD-ext3,


maxFreqBandsIndicatorSupport,

maxFreqBandsTDD,


maxFreqBandsTDD-ext,

maxFreqBandsGSM,

maxFreqMeasWithoutCM,


maxGANSS,


maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,


maxGERAN-SI,


maxHNBNameSize,

maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,


maxHSSCCHs,


maxHSSCCHs-1,


maxHSSICH-TDD128,


maxHSSICH-TDD128-1,


maxHS-SCCHLessTrBlk,


maxInterSysMessages,


maxLoCHperRLC,


maxLoggedMeasReport,


maxnumLoggedMeas,


maxMAC-d-PDUsizes,


maxMBMS-CommonCCTrCh,


maxMBMS-CommonPhyCh,


maxMBMS-CommonRB,


maxMBMS-CommonTrCh,


maxMBMS-Freq,


maxMBMS-L1CP,


maxMBMSservCount,


maxMBMSservModif,


maxMBMSservSched,


maxMBMSservSelect,


maxMBMSservUnmodif,


maxMBMSTransmis,


maxMBSFNClusters,


maxMeasCSGRange,


maxMeasEvent,


maxMeasEventOnSecULFreq,


maxMeasIntervals,


maxMeasParEvent,


maxNonContiguousMultiCellCombinations,


maxMeasOccasionPattern,


maxMeasOccasionPattern-1,


maxNumCDMA2000Freqs,


maxNumE-AGCH,


maxNumE-HICH,


maxNumEUTRAFreqs,

maxNumFDDFreqs,

maxNumGSMCellGroup,

maxNumGSMFreqRanges,

maxGSMTargetCells,


maxNumTDDFreqs,


maxNumANRLoggedItems,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPRACH-FPACH,


maxPredefConfig,


maxPrio,

maxPrio-1,


maxPUSCH,


maxQueueIDs,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBperTrCh,


maxRBMuxOptions,


maxRBperRAB,


maxReportedEUTRAFreqs,


maxReportedEUTRACellPerFreq,


maxReportedGSMCells,


maxRLCPDUsizePerLogChan,

maxSRBsetup,


maxRL,


maxRL-1,


maxEDCHRL,


maxEDCHRL-1,


maxROHC-PacketSizes-r4,


maxROHC-Profile-r4,


maxRxPatternForHSDSCH-TDD128,


maxRxPatternForHSDSCH-TDD128-1,


maxSat,


maxSatClockModels,

maxSCCPCH,


maxSgnType,


maxSIB,


maxSIB-FACH,


maxSIrequest,


maxSystemCapability,


maxTDD128Carrier,


maxTDD128Carrier-1,


maxTbsForHSDSCH-TDD128,


maxTbsForHSDSCH-TDD128-1,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCsub,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxTS-2,


maxTS-LCR,


maxTS-LCR-1,


maxURA,


maxURNTI-Group
FROM Constant-definitions;
//------------------------------------unmodified sections omitted------------------------------//
-- ***************************************************

--

--     UTRAN MOBILITY INFORMATION ELEMENTS (10.3.2)

--

-- ***************************************************

AccessClassBarred ::=



ENUMERATED {











barred, notBarred }

AccessClassBarredList ::=


SEQUENCE (SIZE (maxAC)) OF











AccessClassBarred

AllowedIndicator ::=



ENUMERATED {











allowed, notAllowed }

CellAccessRestriction ::=


SEQUENCE {


cellBarred






CellBarred,


cellReservedForOperatorUse


ReservedIndicator,


cellReservationExtension


ReservedIndicator,


-- NOTE: IE accessClassBarredList should not be included if the IE CellAccessRestriction


-- is included in the IE SysInfoType4


accessClassBarredList



AccessClassBarredList



OPTIONAL

}

CellAccessRestriction-v870ext ::=
SEQUENCE {


cellReservedForCSG




ENUMERATED { true }



OPTIONAL

}

CellBarred ::=





CHOICE {


barred







SEQUENCE {



intraFreqCellReselectionInd


AllowedIndicator,



t-Barred






T-Barred


},


notBarred






NULL

}

CellIdentity ::=




BIT STRING (SIZE (28))

CellIdentity-PerRL-List ::=


SEQUENCE (SIZE (1..maxRL)) OF CellIdentity

CellSelectReselectInfoSIB-3-4 ::=
SEQUENCE {


mappingInfo






MappingInfo






OPTIONAL,


cellSelectQualityMeasure


CHOICE {



cpich-Ec-N0






SEQUENCE {




-- Default value for q-HYST-2-S is q-HYST-1-S




q-HYST-2-S






Q-Hyst-S




OPTIONAL



},



cpich-RSCP






NULL


},


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




s-Intrasearch





S-SearchQual



OPTIONAL,




s-Intersearch





S-SearchQual



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-FDD-InfoList


OPTIONAL,




q-QualMin






Q-QualMin,




q-RxlevMin






Q-RxlevMin



},



tdd








SEQUENCE {




s-Intrasearch





S-SearchRXLEV



OPTIONAL,




s-Intersearch





S-SearchRXLEV



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-TDD-InfoList


OPTIONAL,




q-RxlevMin






Q-RxlevMin



}


},



q-Hyst-l-S






Q-Hyst-S,


t-Reselection-S





T-Reselection-S,


hcs-ServingCellInformation


HCS-ServingCellInformation


OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power

}

CSG-DedicatedFrequencyInfoList ::=
SEQUENCE (SIZE (1..maxDedicatedCSGFreq)) OF











FrequencyInfo

CSG-Identity ::=




BIT STRING (SIZE (27))

CSG-PSCSplitInfo ::=



SEQUENCE {


-- Actual value = IE value * 8


startPSC






INTEGER (0..63),


numberOfPSCs





ENUMERATED { psc5, psc10, psc15, psc20,












psc30, psc40, psc50, psc64, psc80,












psc120, psc160, psc256, alltheRest,












spare3, spare2, spare1 },


-- Actual value = IE value * 8


pscRange2Offset





INTEGER (1..63)





OPTIONAL

}

DomainSpecificAccessRestrictionForSharedNetwork-v670ext ::= CHOICE {



domainSpecificAccessRestictionList


DomainSpecificAccessRestrictionList-v670ext,



domainSpecificAccessRestictionParametersForAll














DomainSpecificAccessRestrictionParam-v670ext

}

DomainSpecificAccessRestrictionList-v670ext ::= SEQUENCE {



domainSpecificAccessRestrictionParametersForOperator1










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator2










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator3










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator4










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestrictionParametersForOperator5










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL

}

DomainSpecificAccessRestrictionParam-v670ext ::= SEQUENCE {





cSDomainSpecificAccessRestriction

DomainSpecificAccessRestriction-v670ext,



pSDomainSpecificAccessRestriction

DomainSpecificAccessRestriction-v670ext

}

DomainSpecificAccessRestriction-v670ext ::= CHOICE {



noRestriction

NULL,



restriction


SEQUENCE {




domainSpecficAccessClassBarredList

AccessClassBarredList
OPTIONAL



}

}

MapParameter ::=




INTEGER (0..127)

Mapping ::=






SEQUENCE {


rat








RAT,


mappingFunctionParameterList

MappingFunctionParameterList

}

Mapping-LCR-r4 ::=




SEQUENCE {


mappingFunctionParameterList

MappingFunctionParameterList

}
MappingFunctionParameter ::=

SEQUENCE {


functionType





MappingFunctionType,


mapParameter1





MapParameter





OPTIONAL,


mapParameter2





MapParameter,


-- The presence of upperLimit is conditional on the number of repetition


upperLimit






UpperLimit






OPTIONAL

}

MappingFunctionParameterList ::= 
SEQUENCE (SIZE (1..maxMeasIntervals)) OF











MappingFunctionParameter

MappingFunctionType ::=



ENUMERATED {











linear,











functionType2,











functionType3,











functionType4 }

-- In MappingInfo list, mapping for FDD and 3.84Mcps TDD is defined.

-- For 1.28Mcps TDD, Mapping-LCR-r4 is used instead.
MappingInfo ::=





SEQUENCE (SIZE (1..maxRAT)) OF











Mapping

OccurrenceSequenceNumberOfPICH ::=
INTEGER (1..maxSCCPCH)

DedicatedPriorityInformation ::=
SEQUENCE {


action







CHOICE {



clearDedicatedPriorities


NULL,



configureDedicatedPriorities

SEQUENCE {




t-322







T-322






OPTIONAL,




priorityLevelList




PriorityLevelList



OPTIONAL,




eutraDetection





BOOLEAN



}


}

}

DedicatedPriorityInformation-r11 ::=
SEQUENCE {


action







CHOICE {



clearDedicatedPriorities


NULL,



configureDedicatedPriorities

SEQUENCE {




t-322







T-322






OPTIONAL,




priorityLevelList




PriorityLevelList-r11


OPTIONAL,




eutraDetection





BOOLEAN



}


}

}

PriorityLevel ::=




SEQUENCE {


priority






INTEGER (0..maxPrio-1)




OPTIONAL,


radioAccessTechnology



CHOICE {



utraFDD







SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF SEQUENCE{




uarfcn







UARFCN



},



utraTDD







SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF SEQUENCE{




uarfcn







UARFCN



},



eutra







SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE{




earfcn







EARFCN



},



gsm








SEQUENCE {




gsm-CellGroup





GSM-CellGroup



}

}

}

PriorityLevel-r11 ::=




SEQUENCE {


priority






INTEGER (0..maxPrio-1)




OPTIONAL,


radioAccessTechnology



CHOICE {



utraFDD







SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF SEQUENCE{




uarfcn







UARFCN



},



utraTDD







SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF SEQUENCE{




uarfcn







UARFCN



},



eutra







SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF 












EARFCNRange,


gsm








SEQUENCE {




gsm-CellGroup





GSM-CellGroup



}

}

}
PriorityLevelList ::=



SEQUENCE (SIZE (1..maxPrio)) OF











PriorityLevel
PriorityLevelList-r11 ::=


SEQUENCE (SIZE (1..maxPrio)) OF











PriorityLevel-r11
//------------------------------------unmodified sections omitted------------------------------//
CompressedModeMeasCapability-va40ext ::= SEQUENCE {


enhancedInterFrequencyMeasurements
ENUMERATED { true }




OPTIONAL,


freqSpecificCompressedMode


ENUMERATED { true }




OPTIONAL

}

CompressedModeMeasCapabEUTRA ::=
SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRA,


compressedMode





BOOLEAN

}
CompressedModeMeasCapabEUTRAExt ::=SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRAExt
}
CompressedModeMeasCapabEUTRAList ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF












CompressedModeMeasCapabEUTRA

CompressedModeMeasCapabEUTRAList2 ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF












CompressedModeMeasCapabEUTRAExt
CompressedModeMeasCapabFDDList ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF











CompressedModeMeasCapabFDD

CompressedModeMeasCapabFDDList2 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF











CompressedModeMeasCapabFDD2

//------------------------------------unmodified sections omitted------------------------------//
MultiCarrier-HSDSCH-physical-layer-category-extension2 ::= INTEGER (37..64)

UESpecificBehaviourInformation1idle ::= BIT STRING (SIZE (4))

UESpecificBehaviourInformation1interRAT ::= BIT STRING (SIZE (8))

IdleIntervalMeasCapabEUTRA ::=

SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRA,


idleInterval





BOOLEAN

}

IdleIntervalMeasCapabEUTRAExtension ::=

SEQUENCE {


radioFrequencyBandEUTRA



RadioFrequencyBandEUTRAExt
}

IdleIntervalMeasCapabEUTRAList ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF











IdleIntervalMeasCapabEUTRA

IdleIntervalMeasCapabEUTRAExtensionList ::=
SEQUENCE (SIZE (1..maxFreqBandsEUTRA)) OF











IdleIntervalMeasCapabEUTRAExtension
IMSI-and-ESN-DS-41 ::=



SEQUENCE {


imsi-DS-41






IMSI-DS-41,


esn-DS-41






ESN-DS-41

}

IMSI-DS-41 ::=





OCTET STRING (SIZE (5..7))

//------------------------------------unmodified sections omitted------------------------------//
MeasurementCapability ::=


SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability,


uplinkCompressedMode



CompressedModeMeasCapability


}

MeasurementCapabilityExt ::= 

SEQUENCE{


compressedModeMeasCapabFDDList

CompressedModeMeasCapabFDDList,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList
OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList
OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC

OPTIONAL

}

MeasurementCapabilityExt2 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList

CompressedModeMeasCapabFDDList2,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList
OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList
OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC

OPTIONAL

}
MeasurementCapabilityExt3 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

MeasurementCapabilityExt4 ::= 

SEQUENCE{


compressedModeMeasCapabFDDList2

CompressedModeMeasCapabFDDList2

OPTIONAL,


compressedModeMeasCapabFDDList3

CompressedModeMeasCapabFDDList3

OPTIONAL,


compressedModeMeasCapabTDDList

CompressedModeMeasCapabTDDList

OPTIONAL,


compressedModeMeasCapabGSMList

CompressedModeMeasCapabGSMList

OPTIONAL,


compressedModeMeasCapabMC


CompressedModeMeasCapabMC


OPTIONAL,


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList
OPTIONAL

}

MeasurementCapabilityExt5 ::=

SEQUENCE {


compressedModeMeasCapabEUTRAList
CompressedModeMeasCapabEUTRAList2
OPTIONAL

}

MeasurementCapability-r4-ext ::=
SEQUENCE {


downlinkCompressedMode-LCR


CompressedModeMeasCapability-LCR-r4,


uplinkCompressedMode-LCR


CompressedModeMeasCapability-LCR-r4

}

MeasurementCapability-v860ext ::=
SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-v860ext

}
MeasurementCapability-v920ext ::=
SEQUENCE {


downlinkCompressedMode



CompressedModeMeasCapability-v920ext

}

MeasurementCapability-va40ext ::=
SEQUENCE {


interFrequencyDetectedSetMeasurements
ENUMERATED { true }



OPTIONAL,


downlinkCompressedMode




CompressedModeMeasCapability-va40ext

}

MeasurementCapabilityTDD ::=

SEQUENCE {


idleIntervalMeasCapabEUTRAList

IdleIntervalMeasCapabEUTRAList

OPTIONAL

}

MeasurementCapabilityTDD-vbxyext ::=
SEQUENCE {


idleIntervalMeasCapabEUTRAList

IdleIntervalMeasCapabEUTRAExtensionList
OPTIONAL

}

MessageAuthenticationCode ::=

BIT STRING (SIZE (32))

//------------------------------------unmodified sections omitted------------------------------//
ProtocolErrorIndicatorWithMoreInfo ::= 










CHOICE {


noError







NULL,


errorOccurred





SEQUENCE {





rrc-TransactionIdentifier


RRC-TransactionIdentifier, 



protocolErrorInformation


ProtocolErrorInformation


}

}

ProtocolErrorMoreInformation ::=
SEQUENCE {


diagnosticsType





CHOICE {



type1







CHOICE {




asn1-ViolationOrEncodingError

NULL,




messageTypeNonexistent



NULL,




messageNotCompatibleWithReceiverState













IdentificationOfReceivedMessage,




ie-ValueNotComprehended



IdentificationOfReceivedMessage,




conditionalInformationElementError
IdentificationOfReceivedMessage,




messageExtensionNotComprehended

IdentificationOfReceivedMessage,




spare1







NULL, 




spare2







NULL 



},



spare







NULL


}

}

RadioFrequencyBandEUTRA ::=


INTEGER (1..64)

RadioFrequencyBandEUTRAExt ::=

INTEGER (65..256)

RadioFrequencyBandFDD ::=


ENUMERATED {


-- fdd2100, fdd1900, fdd1800 correspond to Band I, Band II and Band III respectively











fdd2100,











fdd1900,











fdd1800, 










bandVI, 











bandIV,











bandV,











bandVII,











extension-indicator }

RadioFrequencyBandFDD2 ::=


ENUMERATED {











bandVIII,











bandIX,











bandX,











bandXI,











bandXII,











bandXIII,











bandXIV,











bandXV,











bandXVI,











bandXVII, 











bandXVIII,











bandXIX,











bandXX,











bandXXI,











bandXXII,











extension-indicator }
RadioFrequencyBandFDD3 ::=


ENUMERATED {spare64, spare63, bandXXV, bandXXVI, spare60, spare59, spare58, spare57, spare56, spare55, spare54, spare53, spare52, spare51, spare50, spare49, spare48, spare47, spare46, spare45, spare44, spare43, spare42, spare41, spare40, spare39, spare38, spare37, spare36, spare35, spare34, spare33, spare32, spare31, spare30, spare29, spare28, spare27, spare26, spare25, spare24, spare23, spare22, spare21, spare20, spare19, spare18, spare17, spare16, spare15, spare14, spare13, spare12, spare11, spare10, spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, extension-indicator }

//------------------------------------unmodified sections omitted------------------------------//
UE-RadioAccessCapability-va40ext-IEs ::= SEQUENCE {


-- UE physical channel capability


ue-RadioAccessCapabBandCombList-va40ext













UE-RadioAccessCapabBandCombList-va40ext 
OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-va40ext,


rlc-Capability






RLC-Capability-va40ext,


measurementCapability




MeasurementCapability-va40ext



OPTIONAL,


supportOfMUMIMO






ENUMERATED { uplink, uplink-and-downlink }
OPTIONAL,


supportForDualCellMimoInDifferentBands
ENUMERATED { true }






OPTIONAL,


ue-BasedNetworkPerformanceMeasurementsParameters










UE-BasedNetworkPerformanceMeasurementsParameters

OPTIONAL,


supportOfUTRANANR





ENUMERATED { true }






OPTIONAL,

-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4



OPTIONAL

}
UE-RadioAccessCapability-va60ext-IEs ::= SEQUENCE {

ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext-IEs ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va80ext

OPTIONAL

}

UE-RadioAccessCapability-vbxyext-IEs ::= SEQUENCE {


-- UE physical channel capability


ue-RadioAccessCapabBandCombList-vbxyext













UE-RadioAccessCapabBandCombList-vbxyext 
OPTIONAL,


physicalChannelCapability



PhysicalChannelCapability-vbxyext,


rlc-Capability






RLC-Capability-vbxyext,


-- UE radio access capability extension


ue-RadioAccessCapabBandFDDList6


UE-RadioAccessCapabBandFDDList6

OPTIONAL,


measurementCapabilityTDD



MeasurementCapabilityTDD-vbxyext
OPTIONAL
}
UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


-- n-312 shall be ignored if n-312 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-312







N-312







DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


-- n-315 shall be ignored if n-315 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-315







N-315







DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT infinity4
}
UE-ConnTimersAndConstants-v3a0ext ::=

SEQUENCE {


n-312







N-312ext







OPTIONAL,


n-315







N-315ext







OPTIONAL

}

UE-ConnTimersAndConstants-r5 ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


n-312







N-312-r5






DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


n-315







N-315-r5






DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT infinity4
}

UE-ConnTimersAndConstants-v860ext ::= SEQUENCE {


t-323







T-323







OPTIONAL

}

UE-ConnTimersAndConstants-r11 ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


n-312







N-312-r5






DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


n-315







N-315-r5






DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT infinity4,

t-323







T-323







OPTIONAL

}

UE-GANSSPositioning-Capability ::=
SEQUENCE {


networkAssistedGANSS-supportedList
NetworkAssistedGANSS-Supported-List
OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
UE-RadioAccessCapabilityInfo-v770ext ::= SEQUENCE {


rf-Capability






RF-Capability-v770ext




OPTIONAL,


physicalChannelCapability



PhysicalChannelCapabilityInfo-v770ext,


ganssSupportIndication




ENUMERATED { true }





OPTIONAL,


mac-ehsSupport






ENUMERATED { true }





OPTIONAL,


ue-SpecificCapabilityInformation

UE-SpecificCapabilityInformation-LCRTDD
OPTIONAL
}

UE-RadioAccessCapabilityInfo-TDD128-v8b0ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


measurementCapabilityTDD





MeasurementCapabilityTDD


OPTIONAL,


hSDSCH-physical-layer-category-extension












HSDSCH-physical-layer-category-extension
OPTIONAL
}
UE-RadioAccessCapabilityInfo-TDD128-vbxyext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


measurementCapabilityTDD





MeasurementCapabilityTDD-vbxyext
OPTIONAL
}
UE-RadioAccessCapability-v860ext ::=
SEQUENCE {


ue-RadioAccessCapabBandFDDList3


UE-RadioAccessCapabBandFDDList3

}

UE-RadioAccessCapability-v880ext ::=
SEQUENCE {


-- INTER RAT HANDOVER INFO


supportForPriorityReselectionInUTRAN 
ENUMERATED { true }




OPTIONAL

}
UE-RadioAccessCapability-v890ext ::= SEQUENCE {


-- UE radio access capability



supportCellSpecificTxDiversityinDC-Operation 
ENUMERATED { true }


OPTIONAL

}

UE-RadioAccessCapability-v920ext ::=
SEQUENCE {


supportOfenhancedTS0



ENUMERATED { true }





OPTIONAL
}

UE-RadioAccessCapability-va40ext ::= SEQUENCE {



ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4

}

UE-RadioAccessCapability-va60ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList4


UE-RadioAccessCapabBandFDDList4-va60ext


OPTIONAL

}
UE-RadioAccessCapability-va80ext ::= SEQUENCE {



ue-RadioAccessCapabBandFDDList4-va60ext
UE-RadioAccessCapabBandFDDList4-va60ext
OPTIONAL,



ue-RadioAccessCapabBandFDDList4-va80ext
UE-RadioAccessCapabBandFDDList4-va80ext
OPTIONAL

}

UE-RadioAccessCapability-vbxyext ::= SEQUENCE {


rlc-Capability





RLC-Capability-vbxyext,


ue-RadioAccessCapabBandFDDList6

UE-RadioAccessCapabBandFDDList6

OPTIONAL
}

UE-RadioAccessCapabBand-va40ext ::= SEQUENCE {


ue-RadioAccessCapabBandFDDList5
UE-RadioAccessCapabBandFDDList5,


-- This IE shall be included if the UE also supports Band I – Band XXII

ue-RadioAccessCapabBandFDDList-ext2
UE-RadioAccessCapabBandFDDList-ext2
OPTIONAL

}

UE-RadioAccessCapabBandFDDList2 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD2

UE-RadioAccessCapabBandFDDList3 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD3

UE-RadioAccessCapabBandFDDList4 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD4

UE-RadioAccessCapabBandFDDList4-va60ext ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD)) OF












UE-RadioAccessCapabBandFDD4-va60ext

UE-RadioAccessCapabBandFDDList4-va80ext ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD-ext3)) OF












UE-RadioAccessCapabBandFDD4-va80ext
UE-RadioAccessCapabBandFDDList5 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD-ext2)) OF












UE-RadioAccessCapabBandFDD5

UE-RadioAccessCapabBandFDDList6 ::=
SEQUENCE (SIZE (1..maxFreqBandsFDD3)) OF












UE-RadioAccessCapabBandFDD6

UE-RadioAccessCapabBandFDD2 ::=
SEQUENCE {


radioFrequencyBandFDD2



RadioFrequencyBandFDD2,


fddRF-Capability




SEQUENCE {



ue-PowerClass





UE-PowerClassExt,



txRxFrequencySeparation



TxRxFrequencySeparation


}

OPTIONAL,


measurementCapability2



MeasurementCapabilityExt2

}
UE-RadioAccessCapabBandFDD3 ::=

SEQUENCE {


-- UE may omit both IEs if this IE indicates the same EUTRA compressed 


-- mode capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


measurementCapability3



MeasurementCapabilityExt3

}

UE-RadioAccessCapabBandFDD4 ::=

SEQUENCE {


-- UE may omit all the radioFrequencyBand IEs if this IE indicates the same


-- capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


radioFrequencyBandFDD3



RadioFrequencyBandFDD3

OPTIONAL,


additionalSecondaryCells



ENUMERATED { a1, a2 }
OPTIONAL,


nonContiguousMultiCellCombinationList


NonContiguousMultiCellCombinationList
OPTIONAL

}

UE-RadioAccessCapabBandFDD4-va60ext ::=

SEQUENCE {


supportofULOLTD




ENUMERATED { true }



OPTIONAL
}

UE-RadioAccessCapabBandFDD4-va80ext ::=

SEQUENCE {


-- UE may omit all the radioFrequencyBand IEs if this IE indicates the same 


-- capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


radioFrequencyBandFDD3



RadioFrequencyBandFDD3

OPTIONAL,


additionalSecondaryCells



ENUMERATED { a1, a2 }

OPTIONAL,


nonContiguousMultiCellCombinationList


NonContiguousMultiCellCombinationList
OPTIONAL,


supportofULOLTD





ENUMERATED { true }



OPTIONAL
}

UE-RadioAccessCapabBandFDD5 ::=

SEQUENCE {


radioFrequencyBandFDD3



RadioFrequencyBandFDD3,


fddRF-Capability




SEQUENCE {



ue-PowerClass





UE-PowerClassExt,



txRxFrequencySeparation



TxRxFrequencySeparation


}

OPTIONAL,


measurementCapability4



MeasurementCapabilityExt4

}

UE-RadioAccessCapabBandFDD6 ::=

SEQUENCE {


-- UE may omit all the radioFrequencyBand IEs if this IE indicates the same 


-- capability for all supported UTRA bands 


-- Otherwise, the UE shall include either one of the following OPTIONAL IEs.


radioFrequencyBandFDD



RadioFrequencyBandFDD

OPTIONAL,


radioFrequencyBandFDD2



RadioFrequencyBandFDD2

OPTIONAL,


radioFrequencyBandFDD3



RadioFrequencyBandFDD3

OPTIONAL,


additionalSecondaryCells2


ENUMERATED { a3, a4, a5, a6 }


OPTIONAL,


supportOfULCLTD





ENUMERATED { true }





OPTIONAL,


multiflowCapabilityBand



MultiflowCapabilityBand




OPTIONAL,


mimo4x4CapabilityBand



ENUMERATED { true }





OPTIONAL,


supportOfULMIMO





ENUMERATED { true }





OPTIONAL,

measurementCapability4



MeasurementCapabilityExt5
}

//------------------------------------unmodified sections omitted------------------------------//
E-TFCI-TableIndex ::=



INTEGER (0..1)

E-TFCS-Info ::=





SEQUENCE {


reference-Beta-QPSK-List


SEQUENCE (SIZE (1..8)) OF Reference-Beta-QPSK,


reference-Beta-16QAM-List


SEQUENCE (SIZE (1..8)) OF Reference-Beta-16QAM

}
EARFCN ::=






INTEGER (0..65535)

EARFCNExtension ::=




INTEGER (65536..262143)
EARFCNRange ::= SEQUENCE {
-- If the IE earfcn is set to a value of 65535, then the EARFCN 
--
value for that instance shall be read from the IE earfcnExt.

earfcn






EARFCN,


earfcnExt





EARFCNExtension




OPTIONAL

}
EnablingDelay ::=




ENUMERATED {











radio-frames-0,











radio-frames-1,











radio-frames-2,











radio-frames-4,











radio-frames-8,











radio-frames-16,











radio-frames-32,











radio-frames-64,











radio-frames-128,











spare7,











spare6,











spare5,











spare4,











spare3,











spare2,











spare1 }

//------------------------------------unmodified sections omitted------------------------------//
CSGProximityDetection ::=


SEQUENCE {


uTRACSGProximityDetec




ENUMERATED { enable }


OPTIONAL,


e-UTRACSGProximityDetec




ENUMERATED { enable }


OPTIONAL
}

CSGProximityIndication ::=



SEQUENCE {


cSGproximityInd





ENUMERATED {entering, leaving },


radioAccessTechnology



CHOICE {



uTRA







SEQUENCE {




cSGFrequencyInfoUTRA




FrequencyInfo



},



e-UTRA







SEQUENCE {




cSGFrequencyInfoEUTRA




EARFCN


}


}

}

CSGProximityIndication-vbxyext ::=



SEQUENCE {


cSGFrequencyInfoEUTRA




EARFCNExtension





OPTIONAL
}

DataBitAssistance ::=



SEQUENCE {


ganss-signal-id





GANSS-Signal-Id,


data-bits






BIT STRING (SIZE (1..1024))

}

//------------------------------------unmodified sections omitted------------------------------//
EnvironmentCharacterisation ::=

ENUMERATED {











possibleHeavyMultipathNLOS,











lightMultipathLOS,











notDefined,











spare }

Eutra-EventResult ::=



SEQUENCE {


earfcn







EARFCN,


reportedCells





SEQUENCE (SIZE (1..maxReportedEUTRACellPerFreq)) OF












EUTRA-PhysicalCellIdentity

}

Eutra-EventResult-vbxyext ::=

SEQUENCE {


earfcn







EARFCNExtension






OPTIONAL
}

Eutra-EventResultList ::=


SEQUENCE (SIZE (1..maxReportedEUTRAFreqs)) OF











Eutra-EventResult
Eutra-EventResultList-vbxyext ::=
SEQUENCE (SIZE (1..maxReportedEUTRAFreqs)) OF











Eutra-EventResult-vbxyext

EUTRA-EventResults ::=



SEQUENCE {


eventID







EventIDInterRAT,


eutra-EventResultsList



Eutra-EventResultList

}

EUTRA-EventResults-vbxyext ::=

SEQUENCE {


eutra-EventResultsList



Eutra-EventResultList-vbxyext
}

EUTRA-FrequencyAndPriorityInfo ::=
SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


priority






INTEGER (0..maxPrio-1),


-- Actual value = IE value * 2


qRxLevMinEUTRA





INTEGER (-70..-22),


-- Actual value = IE value * 2


threshXhigh






INTEGER (0..31),


-- Actual value = IE value * 2


threshXlow






INTEGER (0..31),


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL,


eutraDetection





BOOLEAN

}

EUTRA-FrequencyAndPriorityInfo-v920ext ::=
SEQUENCE {


qqualMinEUTRA





INTEGER (-34..-3)





OPTIONAL,


threshXhigh2





INTEGER (0..31)






OPTIONAL,


threshXlow2






INTEGER (0..31)






OPTIONAL

}

EUTRA-FrequencyAndPriorityInfoExtension-vbxyext ::=
SEQUENCE {


earfcn







EARFCNExtension,

measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


priority






INTEGER (0..maxPrio-1),


-- Actual value = IE value * 2


qRxLevMinEUTRA





INTEGER (-70..-22),


-- Actual value = IE value * 2


threshXhigh






INTEGER (0..31),


-- Actual value = IE value * 2


threshXlow






INTEGER (0..31),

qqualMinEUTRA





INTEGER (-34..-3)





OPTIONAL,


threshXhigh2





INTEGER (0..31)






OPTIONAL,


threshXlow2






INTEGER (0..31)






OPTIONAL,

eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL,


eutraDetection





BOOLEAN
}

EUTRA-FrequencyAndPriorityInfoExtensionList ::=
SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EUTRA-FrequencyAndPriorityInfoExtension-vbxyext
EUTRA-FrequencyAndPriorityInfoList ::=
SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EUTRA-FrequencyAndPriorityInfo

EUTRA-FrequencyAndPriorityInfoList-v920ext ::=
SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EUTRA-FrequencyAndPriorityInfo-v920ext




EUTRA-FrequencyList ::=



SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList




OPTIONAL

}

EUTRA-FrequencyList-r9 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval,


eutraNewFrequencies




EUTRA-FrequencyInfoList




OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition





OPTIONAL

}
EUTRA-FrequencyList-r11 ::=


SEQUENCE {


eutraFrequencyRemoval



EUTRA-FrequencyRemoval-r11,


eutraNewFrequencies




EUTRA-FrequencyInfoList-r11



OPTIONAL,


eutraSIAcquisition




EUTRA-SIAcquisition-r11




OPTIONAL

}
EUTRA-SIAcquisition ::=



SEQUENCE {


earfcn







EARFCN,


physicalCellIdentity



EUTRA-PhysicalCellIdentity

}

EUTRA-SIAcquisition-r11 ::=



SEQUENCE {
-- If the IE earfcn is set to a value of 65535, then the EARFCN

--
value for that instance shall be read from the IE earfcnExt.

earfcn







EARFCN,

earfcnExt






EARFCNExtension




OPTIONAL,

physicalCellIdentity



EUTRA-PhysicalCellIdentity

}

EUTRA-MeasuredCells ::=



SEQUENCE {


physicalCellIdentity



EUTRA-PhysicalCellIdentity,


rSRP







INTEGER (0..97)

OPTIONAL,


rSRQ







INTEGER (0..33)

OPTIONAL

}

Eutra-MeasuredResult ::=


SEQUENCE {


earfcn







EARFCN,


measuredEUTRACells




SEQUENCE (SIZE (1..maxReportedEUTRACellPerFreq)) OF












EUTRA-MeasuredCells

}

Eutra-MeasuredResult-vbxyext ::=

SEQUENCE {


earfcn







EARFCNExtension






OPTIONAL
}
Eutra-MeasuredResultList ::=

SEQUENCE (SIZE (1..maxReportedEUTRAFreqs)) OF











Eutra-MeasuredResult

Eutra-MeasuredResultList-vbxyext ::=
SEQUENCE (SIZE (1..maxReportedEUTRAFreqs)) OF











Eutra-MeasuredResult-vbxyext
EUTRA-MeasuredResults ::=


SEQUENCE {


eutraMeasuredResultList



Eutra-MeasuredResultList

}

EUTRA-MeasuredResults-vbxyext ::=
SEQUENCE {


eutraMeasuredResultList



Eutra-MeasuredResultList-vbxyext
}

EUTRA-MeasuredCells-v920ext ::=

SEQUENCE {


eutraSIacquisitionResults


EUTRA-SIacquisitionResults
}

Eutra-MeasuredResult-v920ext ::=
SEQUENCE {


measuredEUTRACells-v920ext


SEQUENCE (SIZE (1..maxReportedEUTRACellPerFreq)) OF












EUTRA-MeasuredCells-v920ext

}

Eutra-MeasuredResultList-v920ext ::=
SEQUENCE (SIZE (1..maxReportedEUTRAFreqs)) OF












Eutra-MeasuredResult-v920ext

EUTRA-MeasuredResults-v920ext ::=
SEQUENCE {


eutraMeasuredResultList-v920ext

Eutra-MeasuredResultList-v920ext

}

EUTRA-SIacquisitionResults ::= 

SEQUENCE {


cgiInfo







SEQUENCE {



plmn-Identity 





PLMN-Identity,



cellIdentity 





BIT STRING (SIZE (28)),



trackingAreaCode 




BIT STRING (SIZE (16))


},


csgIdentity






CSG-Identity





OPTIONAL,

csgMemberIndication




ENUMERATED { member }



OPTIONAL
}

EUTRA-FrequencyRemoval ::=


CHOICE {



removeAllFrequencies


NULL,



removeSomeFrequencies


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EARFCN,



removeNoFrequencies



NULL

}

EUTRA-FrequencyRemoval-r11 ::=


CHOICE {



removeAllFrequencies


NULL,



removeSomeFrequencies


FrequenciesToRemove,



removeNoFrequencies



NULL

}
EUTRA-FrequencyInfoList ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo
EUTRA-FrequencyInfoList-r11 ::=


SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF











EUTRA-FrequencyInfo-r11

EUTRA-FrequencyInfo ::=



SEQUENCE {


earfcn







EARFCN,


measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL

}

EUTRA-FrequencyInfo-r11 ::=
SEQUENCE {
-- If the IE earfcn is set to a value of 65535, then the EARFCN

--
value for that instance shall be read from the IE earfcnExt.

earfcn







EARFCN,

earfcnExt






EARFCNExtension






OPTIONAL,

measurementBandwidth



EUTRA-MeasurementBandwidth



OPTIONAL,


eutra-blackListedCellList


EUTRA-BlacklistedCellPerFreqList

OPTIONAL,


widebandRSRQMeasurement



ENUMERATED {true}





OPTIONAL

}

EUTRA-MeasurementBandwidth ::=

ENUMERATED { mbw6, mbw15, mbw25, mbw50, mbw75, mbw100 }
EutraMeasurementForCELLFACH ::=


SEQUENCE {


eutraFrequenciesForMeasurement


SEQUENCE (SIZE (1..maxNumEUTRAFreqs-FACH)) OF













EARFCNRange,


reportCriteria






ENUMERATED { event-triggeredreporting,





















periodicalReporting },


measurementQuantity





ENUMERATED { rsrp, rsrq },


reportingThreshold





INTEGER (0..97)

}

FrequenciesToRemove ::= SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF












EARFCNRange
//------------------------------------unmodified sections omitted------------------------------//
LoggedANRConfigurationInfo ::= SEQUENCE {


loggingDuration





ENUMERATED { min10, min30, hr1, spare2, spare1 },


intraUTRAANR





IntraUTRAANR




OPTIONAL,


interRATANRforEUTRAIndicator

ENUMERATED { true }



OPTIONAL,


interRATANRforGSMIndicator


ENUMERATED { true }



OPTIONAL
}

LoggedANRReportInfoList ::= SEQUENCE (SIZE (1..maxNumANRLoggedItems)) OF









LoggedANRReportInfo

LoggedANRReportInfoList-vbxyext ::= SEQUENCE (SIZE (1..maxNumANRLoggedItems)) OF











LoggedANRReportInfo-vbxyext
LoggedANRReportInfo ::= SEQUENCE {


plmn-Identity 





PLMN-Identity,

servingCell






CellIdentity,


loggedCellInfo





LoggedCellInfo

}

LoggedANRReportInfo-vbxyext ::= SEQUENCE {


loggedCellInfo





LoggedCellInfo-vbxyext
}

LoggedCellInfo ::= CHOICE {


loggedUTRACellInfo




LoggedUTRACellInfo,


loggedEUTRACellInfo




LoggedEUTRACellInfo,


loggedGSMCellInfo




LoggedGSMCellInfo

}

LoggedCellInfo-vbxyext ::= CHOICE {


loggedEUTRACellInfo




LoggedEUTRACellInfo-vbxyext
}

LoggedConnectionEstablishmentFailureInfo-FDD ::=

SEQUENCE {


loggedConnectionEstablishmentFailureAccessInfo-FDD





LoggedConnectionEstablishmentFailureAccessInfo-FDD,


loggedMeasFailedCellMeas



LoggedMeasServingCellMeas-FDD,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourList-FDD

OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-FDD




OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas-vbxyext

OPTIONAL,


loggedConnectionEstablishmentFailureLocationInfo









LoggedConnectionEstablishmentFailureLocationInfo

OPTIONAL

}

LoggedConnectionEstablishmentFailureInfo-TDD128 ::=

SEQUENCE {


loggedConnectionEstablishmentFailureAccessInfo-TDD





LoggedConnectionEstablishmentFailureAccessInfo-TDD,


loggedMeasFailedCellMeas



LoggedMeasServingCellMeas-TDD128,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourMeasList-TDD128
OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-TDD128



OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas-vbxyext

OPTIONAL,


loggedConnectionEstablishmentFailureLocationInfo

 







LoggedConnectionEstablishmentFailureLocationInfo

OPTIONAL

}
LoggedConnectionEstablishmentFailureAccessInfo-FDD ::= SEQUENCE {

numberOfRRCMsgTransmitted 



INTEGER (0..8)
}

LoggedConnectionEstablishmentFailureAccessInfo-TDD ::= SEQUENCE {


numberOfRRCMsgTransmitted 



INTEGER (0..8),


fpachReceived






BOOLEAN,


e-RUCCHFailure






BOOLEAN

OPTIONAL
}

LoggedConnectionEstablishmentFailureLocationInfo ::= SEQUENCE {


location
CHOICE {



ellipsoidPoint





EllipsoidPoint,



ellipsoidPointUncertCircle


EllipsoidPointUncertCircle,



ellipsoidPointUncertEllipse


EllipsoidPointUncertEllipse,



ellipsoidPointAltitude



EllipsoidPointAltitude,



ellipsoidPointAltitudeEllipse

EllipsoidPointAltitudeEllipsoide


},


horizontalVelocity


HorizontalVelocity

OPTIONAL

}

LoggedConnectionEstablishmentFailureReport ::=

SEQUENCE {


timeSinceFailure



INTEGER (1..172800),


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




loggedConnectionEstablishmentFailureInfo












LoggedConnectionEstablishmentFailureInfo-FDD 


},



tdd







SEQUENCE {




loggedConnectionEstablishmentFailureInfo












LoggedConnectionEstablishmentFailureInfo-TDD128



}


}
}

LoggedEUTRACellInfo ::= SEQUENCE {


plmn-Identity 






PLMN-Identity,

trackingAreaCode 





BIT STRING (SIZE (16)),


eutraCellIdentity 





BIT STRING (SIZE (28)),


earfcn








EARFCN,


physicalCellIdentity




EUTRA-PhysicalCellIdentity
}

LoggedEUTRACellInfo-vbxyext ::= SEQUENCE {


earfcn








EARFCNExtension





OPTIONAL
}

LoggedGSMCellInfo ::= SEQUENCE {


plmn-Identity 






PLMN-Identity,

lac









BIT STRING (SIZE (16)),

gsmCellIdentity 





BIT STRING (SIZE (16)),


bcch-ARFCN







BCCH-ARFCN,


bandIndicator






Frequency-Band,


bsic








BSIC




}

LoggedMeasurementsConfigurationInfo ::= SEQUENCE {


absoluteTimeInfo


BIT STRING (SIZE(48)),


loggingDuration



ENUMERATED {min10, min20, min40, hr1, hr1min30,hr2,spare2,spare1},


loggingInterval



ENUMERATED {li128,li256,li512,li1024,li2048,li3072,li4096,li6144},


traceReference



TraceReference,


traceRecordingSession

TraceRecordingSession,


tce-Id





TCE-Id,

areaConfiguration

CHOICE {



cellIDList
SEQUENCE (SIZE (1..32)) OF



CellIdentity,



locationAreaList
SEQUENCE (SIZE (1..8)) OF




LAI,



routingAreaList

SEQUENCE (SIZE (1..8)) OF




RAI


}
OPTIONAL

}

LoggedMeasInterfreqList-FDD ::=
SEQUENCE (SIZE (1..maxNumFDDFreqs)) OF


LoggedMeasInterfreqInfo-FDD

LoggedMeasInterfreqInfo-FDD ::= SEQUENCE {


frequencyInfo

FrequencyInfo,


loggedMeasInterfreqNeighbourList
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 



LoggedMeasNeighbourInfo-FDD

}

LoggedMeasInterfreqInfo-TDD128 ::=
SEQUENCE {


frequencyInfo






FrequencyInfo,


loggedMeasInterfreqNeighbourList

LoggedMeasInterfreqNeighbourList-TDD128

}

LoggedMeasInterRATNeighbourMeas ::=

SEQUENCE {


loggedMeasEUTRAFreqList




LoggedMeasEUTRAFreqList


OPTIONAL,


loggedMeasGSMNeighbourCellsList


LoggedMeasGSMNeighbourCellsList
OPTIONAL

}

LoggedMeasInterRATNeighbourMeas-vbxyext ::=

SEQUENCE {

loggedMeasEUTRAFreqList




LoggedMeasEUTRAFreqList-vbxyext
}

LoggedMeasIntrafreqNeighbourList-FDD ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 


LoggedMeasNeighbourInfo-FDD

LoggedMeasNeighbourInfo-FDD ::= SEQUENCE {


primaryCPICH-Info
PrimaryCPICH-Info,


cpich-RSCP


CPICH-RSCP,


cpich-Ec-N0


CPICH-Ec-N0

}

LoggedMeasIntrafreqNeighbourMeasList-TDD128 ::=

SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF


LoggedMeasNeighbourMeas-TDD128

LoggedMeasNeighbourMeas-TDD128 ::=
SEQUENCE {


cellParametersID




CellParametersID,


primaryCCPCH-RSCP




PrimaryCCPCH-RSCP

}

LoggedMeasGSMNeighbourCellsList ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF 


LoggedMeasGSMNeighbourCellsinfo

LoggedMeasGSMNeighbourCellsinfo ::= SEQUENCE {


bsic


BSIC,


frequency-band
Frequency-Band,


bcch-ARFCN

BCCH-ARFCN,


gsm-CarrierRSSI
GSM-CarrierRSSI

}

LoggedMeasEUTRAFreqList ::= SEQUENCE (SIZE (1..maxNumEUTRAFreqs))OF 


LoggedMeasEUTRAFreqInfo

LoggedMeasEUTRAFreqList-vbxyext ::= SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF










LoggedMeasEUTRAFreqInfo-vbxyext
LoggedMeasEUTRAFreqInfo

::= SEQUENCE {


earfcn









EARFCN,


loggedMeasEUTRAFreqNeighbourInfoList

SEQUENCE (SIZE (1.. maxnumLoggedMeas)) OF




LoggedMeasEUTRAFreqNeighbourInfo

}

LoggedMeasEUTRAFreqInfo-vbxyext
::= SEQUENCE {


earfcn





EARFCNExtension









OPTIONAL
}

LoggedMeasEUTRAFreqNeighbourInfo ::= SEQUENCE {


physicalCellIdentity

EUTRA-PhysicalCellIdentity,


rSRP





INTEGER (0..97)
,


rSRQ





INTEGER (0..33)



}

LoggedMeasLocationInfo ::= CHOICE {


ellipsoidPoint



EllipsoidPoint,


ellipsoidPointAltitude

EllipsoidPointAltitude

}

LoggedMeasInfo-FDD ::=

SEQUENCE {


relativeTimeStamp





INTEGER (0..7200),


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-FDD,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourList-FDD
OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-FDD



OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas


OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo




OPTIONAL

}

LoggedMeasInfo-FDD-vbxyext ::=

SEQUENCE {


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-FDD-vbxyext
OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo-vbxyext


OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas-vbxyext
OPTIONAL
}
LoggedMeasInfo-TDD128 ::=


SEQUENCE {


relativeTimeStamp





INTEGER (0..7200),


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-TDD128,


loggedMeasIntrafreqNeighbourList

LoggedMeasIntrafreqNeighbourMeasList-TDD128
OPTIONAL,


loggedMeasInterfreqList




LoggedMeasInterfreqList-TDD128


OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas


OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo




OPTIONAL

}

LoggedMeasInfo-TDD128-vbxyext ::=

SEQUENCE {


loggedMeasServingCellMeas



LoggedMeasServingCellMeas-TDD128-vbxyext
OPTIONAL,


loggedMeasLocationInfo 




LoggedMeasLocationInfo-vbxyext


OPTIONAL,


loggedMeasInterRATNeighbourMeas


LoggedMeasInterRATNeighbourMeas-vbxyext
OPTIONAL
}
LoggedMeasInterfreqList-TDD128 ::=
SEQUENCE (SIZE (1..maxNumTDDFreqs)) OF


LoggedMeasInterfreqInfo-TDD128

LoggedMeasInterfreqNeighbourList-TDD128 ::=
SEQUENCE (SIZE (1..maxnumLoggedMeas)) OF


LoggedMeasNeighbourMeas-TDD128

LoggedMeasReport ::=




SEQUENCE {


absoluteTimeInfo


BIT STRING (SIZE(48)),


traceReference



TraceReference,


traceRecordingSession

TraceRecordingSession,


tce-Id





TCE-Id,

loggedMeasInfoList


LoggedMeasInfoList

OPTIONAL,


loggedMeasAvailable


ENUMERATED { true }

OPTIONAL

}

LoggedMeasReport-vbxyext ::=
SEQUENCE {


loggedMeasInfoList



LoggedMeasInfoList-vbxyext

OPTIONAL

}

LoggedMeasInfoList-FDD ::=

SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-FDD

LoggedMeasInfoList-FDD-vbxyext ::=
SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF 











LoggedMeasInfo-FDD-vbxyext
LoggedMeasInfoList-TDD128 ::=
SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF LoggedMeasInfo-TDD128

LoggedMeasInfoList-TDD128-vbxyext ::=
SEQUENCE (SIZE (1.. maxLoggedMeasReport)) OF 











LoggedMeasInfo-TDD128-vbxyext
LoggedMeasInfoList ::=


SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-FDD



},



tdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-TDD128



}


}

}

LoggedMeasInfoList-vbxyext ::=
SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-FDD-vbxyext


},



tdd







SEQUENCE {




loggedMeasInfoList



LoggedMeasInfoList-TDD128-vbxyext


}


}

}

LoggedMeasServingCellMeas-FDD ::=

SEQUENCE {


cellIdentity




CellIdentity,


cpich-RSCP





CPICH-RSCP,


cpich-Ec-N0





CPICH-Ec-N0

}

LoggedMeasServingCellMeas-TDD128 ::=

SEQUENCE {


cellIdentity




CellIdentity,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

}

//------------------------------------unmodified sections omitted------------------------------//
MultipathIndicator ::=



ENUMERATED {











nm,











low,











medium,











high }

MultipleEUTRAFrequencyBandIndicatorList ::=
SEQUENCE (SIZE (1.. maxMultipleFrequencyBandsEUTRA)) OF













RadioFrequencyBandEUTRA

MultipleEUTRAFrequencyBandIndicatorExtensionList ::= SEQUENCE (SIZE (1.. maxMultipleFrequencyBandsEUTRA))
 













OF
RadioFrequencyBandEUTRAExt
MultipleEUTRAFrequencyBandInfo ::=
SEQUENCE {


multipleEUTRAFrequencyBandIndicatorlist

MultipleEUTRAFrequencyBandIndicatorList

OPTIONAL

}

MultipleEUTRAFrequencyBandExtensionInfo ::=
SEQUENCE {


multipleEUTRAFrequencyBandIndicatorlist

MultipleEUTRAFrequencyBandIndicatorExtensionList
OPTIONAL

}

MultipleEUTRAFrequencyInfoList ::=
SEQUENCE (SIZE (1.. maxNumEUTRAFreqs)) OF













MultipleEUTRAFrequencyBandInfo

MultipleEUTRAFrequencyInfoExtensionList ::=
SEQUENCE (SIZE (1.. maxNumEUTRAFreqs)) OF













MultipleEUTRAFrequencyBandExtensionInfo

MultipleFrequencyBandIndicatorListFDD::=
SEQUENCE (SIZE (1..maxMultipleFrequencyBandsFDD)) OF













FrequencyBandsIndicatorFDD 

MultipleFrequencyBandInfo ::=
SEQUENCE {


multipleFrequencyBandIndicatorListFDD

MultipleFrequencyBandIndicatorListFDD

OPTIONAL

}

MultipleFrequencyInfoListFDD ::=
SEQUENCE (SIZE (1.. maxNumFDDFreqs)) OF













MultipleFrequencyBandInfo
//------------------------------------unmodified sections omitted------------------------------//
ETWS-WarningSecurityInfo ::=

OCTET STRING

EUTRA-BlacklistedCell ::=


SEQUENCE {


physicalCellIdentity



EUTRA-PhysicalCellIdentity
}

EUTRA-BlacklistedCellPerFreqList ::= SEQUENCE (SIZE (1..maxEUTRACellPerFreq)) OF











EUTRA-BlacklistedCell

EUTRA-PhysicalCellIdentity ::=

INTEGER (0..503)

EUTRA-RadioAccessCapability ::=

SEQUENCE {


ue-EUTRA-Capability




OCTET STRING

}
EUTRA-TargetFreqInfoList ::=

SEQUENCE (SIZE (1..maxEUTRATargetFreqs)) OF











EUTRA-TargetFreqInfo

EUTRA-TargetFreqInfoList-vbxyext ::=
SEQUENCE (SIZE (1..maxEUTRATargetFreqs)) OF












EUTRA-TargetFreqInfo-vbxyext
EUTRA-TargetFreqInfo ::=


SEQUENCE {


dlEUTRACarrierFreq




EARFCN,


eutraBlacklistedCellPerFreqList

EUTRA-BlacklistedCellPerFreqList
OPTIONAL

}

EUTRA-TargetFreqInfo-vbxyext ::=
SEQUENCE {


earfcn







EARFCNExtension





OPTIONAL
}

--Actual value = 2^(IE value) 

ExpirationTimeFactor ::=



INTEGER (1..8)

//------------------------------------unmodified sections omitted------------------------------//
SysInfoType19 ::=





SEQUENCE {


-- Measurement IEs



utra-PriorityInfoList



UTRA-PriorityInfoList,



gsm-PriorityInfoList



GSM-PriorityInfoList




OPTIONAL,



eutra-FrequencyAndPriorityInfoList
EUTRA-FrequencyAndPriorityInfoList

OPTIONAL,


-- Extension mechanism for non-release8 information



v920NonCriticalExtensions

SEQUENCE {




sysInfoType19-v920ext


SysInfoType19-v920ext,




va80NonCriticalExtensions

SEQUENCE {





sysInfoType19-va80ext


SysInfoType19-va80ext,





vbxyNonCriticalExtensions

SEQUENCE {






sysInfoType19-vbxyext


SysInfoType19-vbxyext,






nonCriticalExtensions



SEQUENCE {}




OPTIONAL




}
OPTIONAL



}
OPTIONAL



}
OPTIONAL

}

SysInfoType19-v920ext ::=



SEQUENCE {



utra-PriorityInfoList-v920ext




UTRA-PriorityInfoList-v920ext,



eutra-FrequencyAndPriorityInfoList-v920ext

EUTRA-FrequencyAndPriorityInfoList-v920ext

}
SysInfoType19-va80ext ::=



SEQUENCE {



multipleEutraFrequencyInfoList

MultipleEUTRAFrequencyInfoList
OPTIONAL

}
SysInfoType19-vbxyext ::=



SEQUENCE {




numberOfApplicableEARFCN




INTEGER (0..7),

eutra-FrequencyAndPriorityInfoExtensionList
EUTRA-FrequencyAndPriorityInfoExtensionList
OPTIONAL,

multipleEutraFrequencyInfoExtensionList

MultipleEUTRAFrequencyInfoExtensionList
OPTIONAL

-- Measurement IEs



eutra-FrequencyRACHReportingInfo



EUTRA-FrequencyRACHReportingInfo
OPTIONAL

}

//------------------------------------unmodified sections omitted------------------------------//
13.4.6a
EUTRA_FREQUENCY_INFO_LIST

This variable contains cell information on E-UTRA frequencies (possibly with associated blacklists), as received in messages System Information Block Type 19 and MEASUREMENT CONTROL.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Frequency Info List
	MP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	Frequency Info extension List
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-11

	>EARFCN extension
	OP
	
	Integer(65536..262143)
	EARFCN of the downlink carrier frequency [64]. 
	REL-11


//------------------------------------unmodified sections omitted------------------------------//
13.4.15c
PRIORITY_INFO_LIST
This variable contains cell information on UTRA and inter-RAT priorities to be applied to neighbour cells stored in CELL_INFO_LIST and EUTRA_FREQUENCY_INFO_LIST, as received in messages System Information Block Type 19 and UTRAN MOBILITY INFORMATION.

The contents of this variable are inherited at inter-RAT cell (re)selection, including the remaining validity time (i.e., T320 in E-UTRAN, T322 in UTRAN, and T3230 in GERAN), if configured.

This variable can be configured in CELL_DCH, CELL_FACH, CELL_PCH, URA_PCH and Idle states. However, it is only used in CELL_FACH, CELL_PCH, URA_PCH and Idle states.

In Camped on any cell in [4], the UE implicitly takes actions as described in subclause 8.1.1.6.19 assuming the IE "Priority status" equals "sys_info_priority" using stored System information Block type 19. In Camped normally in [4], if the UE assumes it has valid UE specific priorities according to [4], the UE implicitly takes actions as described in subclause 8.6.7.23 without stopping T322 using stored IE "Dedicated Priority Information".

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Priority status
	MP
	
	Enumerated (sys_info_priority, dedicated_priority)
	
	REL-8

	UTRA Serving Cell
	OP
	
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that the lowest priority is assigned to the serving frequency (lower than any assigned priority)
	REL-8

	>Sprioritysearch1
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Sprioritysearch2
	MD
	
	Integer (0..7 by step of 1)
	dB, default value is 0
	REL-8

	>Threshserving,low
	MP
	
	Integer (0..62 by step of 2)
	RSCP, dB
	REL-8

	>Threshserving,low2
	MD
	
	Integer (0..31)
	Ec/N0, [dB], default value is 0
	REL-9

	Priority Info List
	OP
	1 to <maxNumPrio>
	
	
	REL-8

	>priority
	OP
	
	Integer (0..<maxPrio–1>)
	Absence of this IE indicates that no priority is assigned to the indicated  frequencies 
	REL-8

	>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>UTRA FDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumFDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QqualminFDD
	MD
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is -24.


	REL-8

	>>>>QrxlevminFDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>UTRA TDD
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumTDDFreqs>
	
	
	

	>>>>UARFCN
	MP
	
	Integer (0.. 16383)
	
	REL-8

	>>>>QrxlevminTDD
	MD
	
	Integer (-119..-25 by step of 2)
	RSCP, dBm

Default value is -119.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSCP, dB


	REL-8

	>>E-UTRA
	
	
	
	
	REL-8

	>>>Frequency List
	
	1 to <maxNumEUTRAFreqs>
	
	
	

	>>>>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [64].
	REL-8

	>>>>QrxlevminEUTRA
	MD
	
	Integer (-140..-44 by step of 2)
	RSRP, dBm

Default value is -140.


	REL-8

	>>>> Threshx, high
	OP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSRP, dB


	REL-8

	>>>>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-9

	>>>>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB 
	REL-9

	>>>>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB
	REL-9

	>>>Frequency extension List
	OP
	1 to <maxNumEUTRAFreqs>
	
	
	REL-11

	>>>>EARFCN extension
	MP
	
	Integer(65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>>>>QrxlevminEUTRA
	MD
	
	Integer (-140..-44 by step of 2)
	RSRP, dBm

Default value is -140.


	REL-11

	>>>> Threshx, high
	OP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-11

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	RSRP, dB


	REL-11

	>>>>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB

default value is negative infinity
	REL-11

	>>>>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB 
	REL-11

	>>>>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB
	REL-11

	>>GSM
	
	
	
	
	REL-8

	>>>NCC permitted
	MD
	
	Bit string (8) {NCC 0 to 7}
	Bitmap indicating NCC values; 
reselection of GERAN cells is permitted when the corresponding NCC bit = "1". Default is “11111111”
	

	>>>Frequency List
	MP
	1 to < maxCellMeas>
	
	
	REL-8

	>>>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-8

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023) 
	[45]
	REL-8

	>>>>QrxlevminGSM
	MD
	
	Integer (-115..-56 by step of 2)
	GSM RSSI, dBm

Default value is -115.


	REL-8

	>>>>Threshx, high
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	>>>>Threshx, low
	OP
	
	Integer (0..62 by step of 2)
	GSM RSSI, dB
	REL-8

	E-UTRA detection
	OP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8


//------------------------------------unmodified sections omitted------------------------------//
13.4.27f10
TRIGGERED_3A_EVENT

This variable contains information about a 3a event that has been configured in the UE. There is one such variable per event 3a configured in the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	OP
	
	
	
	

	>GSM
	
	
	
	
	

	>>CHOICE BSIC
	MP
	
	
	
	

	>>>Verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>Inter-RAT cell id
	MP
	
	Integer (0..<maxCellMeas>-1)
	
	

	>>>Non verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA Carrier Frequency list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>>Cell list
	MP
	1 to <maxReportedEUTRACellsPerFreq>
	
	
	REL-8

	>>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>E-UTRA Carrier Frequency extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


13.4.27f11
TRIGGERED_3B_EVENT
This variable contains information about a 3b event that has been configured in the UE. There is one such variable per event 3b configured in the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	OP
	
	
	
	

	>GSM
	
	
	
	
	

	>>CHOICE BSIC
	MP
	
	
	
	

	>>>Verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>Inter-RAT cell id
	MP
	
	Integer (0..<maxCellMeas>-1)
	
	

	>>>Non verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA Carrier Frequency list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>>Cell list
	MP
	1 to <maxReportedEUTRACellsPerFreq>
	
	
	REL-8

	>>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>E-UTRA Carrier Frequency extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


13.4.27f12
TRIGGERED_3C_EVENT
This variable contains information about a 3c event that has been configured in the UE. There is one such variable per event 3c configured in the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	OP
	
	
	
	

	>GSM
	
	
	
	
	

	>>CHOICE BSIC
	MP
	
	
	
	

	>>>Verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>Inter-RAT cell id
	MP
	
	Integer (0..<maxCellMeas>-1)
	
	

	>>>Non verified BSIC
	
	0 to <maxCellMeas>
	
	
	

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA Carrier Frequency list
	MP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-8

	>>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>>Cell list
	MP
	1 to <maxReportedEUTRACellsPerFreq>
	
	
	REL-8

	>>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>E-UTRA Carrier Frequency extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11


13.4.27f13
BEST_CELL_3D_EVENT
This variable contains information about a 3d event that has been configured in the UE. There is one such variable per event 3d configured in the UE.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE system
	
	
	
	
	

	>GSM
	
	
	
	
	

	>>CHOICE BSIC
	MP
	
	
	
	

	>>>Verified BSIC
	
	
	
	
	

	>>>>Inter-RAT cell id
	MP
	
	Integer (0..<maxCellMeas>-1)
	
	

	>>>Non verified BSIC
	
	
	
	
	

	>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	
	

	>E-UTRA
	
	
	
	
	REL-8

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension".
	REL-8

	>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-8

	>>E-UTRA Carrier Frequency extension list
	OP
	1 to <maxReportedEUTRAFreqs>
	
	
	REL-11

	>>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11
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