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	Calculating the position in eNB based on ECID measurements cannot be supported since there is no ESMLC functionality in eNB.
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	This CR removes the option that eNB calculates position based on ECID measurements. 
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5.2.1.3
Detailed Location Information

The M1 measurements are tagged by the UE with location data in the following manner:

-
Detailed location information (e.g. GNSS location information) is included if available in the UE when the measurement was taken. If detailed location information is available the reporting shall consist of latitude and longitude. Depending on availability, altitude , uncertainty and confidence may be also additionally included. The UE should include the available detailed location information only once. If the detailed location information is obtained by GNSS positioning method, GNSS time information shall be included. For both event based and periodic reporting (see 5.2.1.1), the detailed location information is included if the report is transmitted within the validity time after the detailed location information was obtained. The validity evaluation of detailed location information is left to UE implementation.
For immediate MDT, the eNB can request the UE to attempt to make GNSS location information available. Standalone GNSS is used as the default baseline. It is desired that the UE provides fresh location information with each immediate MDT measurement report. The details how this is achieved is up to UE implementation.

The eNB may use an Enhanced Cell ID mechanism for location. The eNB forwards the raw E-Cell ID specific measurements to the TCE. When E-Cell ID positioning is requested, the eNB may choose to not use E-Cell ID positioning for collected measurement for which the UE provides detailed location information.
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