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Annex B (normative): Conditions for RRM requirements applicability for operating bands

B.1.
Conditions for Idle mode

B.1.1.
Conditions for measurements of inter-RAT E-UTRA cells
This section defines the E-UTRAN RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for measurements of inter-RAT E-UTRAN cells are defined in Table B.1.1-1
Table B.1.1-1. Conditions for measurements of inter-RAT E-UTRA cells
	Parameter
	E-UTRA operating bands
	Minimum RSRP
	Minimum SCH_RP
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-124
	-124
	( -4
	( -4

	
	9, 42, 43
	-123
	-123
	
	

	
	28
	-122.5
	-122.5
	
	

	
	2, 5, 7, 27, 41, 44
	-122
	-122
	
	

	
	26
	-121.5 Note
	-121.5 Note
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22
	-121
	-121
	
	

	
	25
	-120.5
	-120.5
	
	

	NOTE:
The condition is -122 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


	
	

	
	
	
	

	

	
	

	
	
	
	
	
	
	

	
	
	

	
	
	
	

	
	
	
	

	

	
	

	
	

	
	


B.2.
Conditions for UE Measurements Procedures
B.2.1.
Conditions for identification of a new cell in CELL_DCH State (3.84 Mcps option)
This section defines the E-UTRAN RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for identification of a new cell in CELL_DCH State (3.84 Mcps option) are defined in Table B.2.1-1

Table B.2.1-1. Conditions for identification of a new cell in CELL_DCH State
	Parameter
	E-UTRA operating bands
	Minimum RSRP 
	Minimum SCH_RP
	RSRP Ês/Iot
	SCH Ês/Iot

	
	
	dBm/15kHz
	dBm/15kHz
	dB
	dB

	Conditions
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-125
	-125
	( -4
	( -4

	
	9, 42, 43
	-124
	-124
	
	

	
	28
	-123.5
	-123.5
	
	

	
	2, 5, 7, 27, 41, 44
	-123
	-123
	
	

	
	26
	-122.5 Note
	-122.5 Note
	
	

	
	3, 8, 12, 13, 14, 17, 20, 22
	-122
	-122
	
	

	
	25
	-121.5
	-121.5
	
	

	NOTE:
The condition is -123 dBm/15kHz when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.



	
	

	
	
	
	

	

	
	

	
	
	
	
	
	
	

	
	
	

	
	
	
	

	
	
	
	

	

	
	

	
	

	
	


B.2.2.
Conditions for identification of a new cell in CELL_DCH State (1.28 Mcps option)
This section defines the E-UTRAN RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for identification of a new cell in CELL_DCH State (1.28 Mcps option) are defined in Table B.2.1-1
B.2.3.
Conditions for identification of a new cell in CELL_DCH State (7.68 Mcps option)
This section defines the E-UTRAN RSRP, RSRP Ês/Iot, SCH_RP and SCH Ês/Iot applicable for a corresponding operating band.
The conditions for identification of a new cell in CELL_DCH State (7.68 Mcps option) are defined in Table B.2.1-1
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	9.1.0
	TEI7

	RP-47
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