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Agenda Item
8.1.1
Agenda Item                        8.1.6
RP-130744
CRs to 25.214 (Rel-10&11) to correct HARQ PRE/POST transmission
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	706
	1
	Rel-10
	Correction of HARQ PRE/POST transmission
	F
	10.6.0
	R1-131696
	4C_HSDPA-Core
	 

	25.214
	707
	1
	Rel-11
	Correction of HARQ PRE/POST transmission
	A
	11.5.0
	R1-131697
	4C_HSDPA-Core
	 


Agenda Item                        10.1

RP-130745
CRs to 25.211&25.212 for four-branch MIMO

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	312
	3
	Rel-11
	Correction to the Four Branch MIMO Transmit Diversity
	F
	11.3.0
	R1-131709
	4Tx_HSDPA-Core
	 

	25.212
	319
	2
	Rel-11
	Correction to the HS-SCCH Type 4 Structure
	F
	11.4.0
	R1-131693
	4Tx_HSDPA-Core
	 


Agenda Item                        10.1

RP-130746
CR to 25.211 to correct E-DCH resource mapping for CELL-FACH enhancement

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.211
	313
	1
	Rel-11
	Signature and default common E-DCH resource mapping
	F
	11.3.0
	R1-132698
	Cell_FACH_enh-Core
	 


RP-130748
CR to 25.212 to clarify HS-SCCH orders when UE is configured in Multiflow and CLTD

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.212
	320
	1
	Rel-11
	Clarification of HS-SCCH orders with the UE is configured in Multiflow and CLTD
	F
	11.4.0
	R1-132697
	HSDPA_MFTX-Core
	 


Agenda Item                        10.3

RP-130747
CRs to 36.212&36.213 for corrections on CoMP for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	409
	-
	Rel-11
	Correction on zero power CSI-RS resource configuration
	F
	11.2.0
	R1-131672
	COMP_LTE_DL-Core
	 

	36.213
	420
	-
	Rel-11
	Correction on UE-specific RS scrambling for SPS PDSCH in TM10
	F
	11.2.0
	R1-132675
	COMP_LTE_DL-Core
	 

	36.213
	421
	-
	Rel-11
	CR on resolving ambiguous UE capability signaling for CoMP
	F
	11.2.0
	R1-132676
	CoMP_LTE_DL-Core
	 

	36.213
	429
	-
	Rel-11
	Correction on MBSFN subframe configuration
	F
	11.2.0
	R1-132818
	COMP_LTE_DL-Core
	 

	36.213
	418
	-
	Rel-11
	CR on RI-Reference CSI Process with Subframe Sets
	F
	11.2.0
	R1-131954
	COMP_LTE_DL-Core
	 

	36.212
	148
	-
	Rel-11
	CR on DCI Format 4 payload size
	F
	11.2.0
	R1-131666
	COMP_LTE_DL-Core, COMP_LTE_UL-Core
	 


Agenda Item                        8.1.6

RP-130749
CRs to 36.212&36.213 for corrections related to CA

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	152
	-
	Rel-10
	Correction to bit padding of DCI format 1A for secondary cell without uplink component carrier
	F
	10.7.0
	R1-132671
	LTE_CA-Core
	 

	36.212
	153
	-
	Rel-11
	Correction to bit padding of DCI format 1A for secondary cell without uplink component carrier
	A
	11.2.0
	R1-132672
	LTE_CA-Core
	 

	36.213
	415
	-
	Rel-11
	Removal of the case for spatial domain bundling in TDD UL/DL configuration 0
	F
	11.2.0
	R1-131793
	LTE_CA-Core
	 

	36.213
	419
	1
	Rel-10
	CR on SCell activation timing
	F
	10.9.0
	R1-132824
	LTE_CA-Core
	 

	36.213
	423
	-
	Rel-10
	Correction on HARQ-ACK transmission for a UE configured with PUCCH format 3
	F
	10.9.0
	R1-132683
	LTE_CA-Core
	 

	36.213
	424
	-
	Rel-11
	Correction on HARQ-ACK transmission for a UE configured with PUCCH format 3
	A
	11.2.0
	R1-132684
	LTE_CA-Core
	 

	36.213
	430
	-
	Rel-11
	CR on SCell activation timing
	A
	11.2.0
	R1-132828
	LTE_CA-Core
	 


Agenda Item                        10.3

RP-130750
CRs to 36.212&36.213 for corrections related to CA enhancement
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	151
	-
	Rel-11
	Clarification on DL DAI usage in inter-band TDD CA
	F
	11.2.0
	R1-132670
	LTE_CA_enh-Core
	 

	36.213
	408
	-
	Rel-11
	Correction on parallel reception of PDSCH and Msg 2
	F
	11.2.0
	R1-131671
	LTE_CA_enh-Core
	 

	36.213
	410
	1
	Rel-11
	Corrections on different TDD UL-DL configurations on different bands
	F
	11.2.0
	R1-132685
	LTE_CA_enh-Core
	 

	36.213
	422
	-
	Rel-11
	Correction of valid downlink subframe
	F
	11.2.0
	R1-132682
	LTE_CA_enh-Core
	 

	36.213
	425
	-
	Rel-11
	Correction of PHICH resource for half duplex TDD UE
	F
	11.2.0
	R1-132689
	LTE_CA_enh-Core
	 

	36.213
	426
	-
	Rel-11
	Correction on n_{HARQ} for TDD CA with different UL-DL configurations
	F
	11.2.0
	R1-132690
	LTE_CA_enh-Core
	 

	36.213
	427
	-
	Rel-11
	Correction on implicit HARQ-ACK resource determination for PUCCH format 1b with channel selection for TDD CA with different UL-DL configurations
	F
	11.2.0
	R1-132691
	LTE_CA_enh-Core
	 

	36.213
	428
	-
	Rel-11
	Correction on SRS power scaling with multiple TAGs
	F
	11.2.0
	R1-132817
	LTE_CA_enh-Core
	 


Agenda Item                        8.1.6

RP-130751
CRs to 36.212&36.213 to correct RI bit width

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	146
	2
	Rel-10
	Correction on the RI bit width
	F
	10.7.0
	R1-131813
	LTE_eDL_MIMO
	 

	36.213
	406
	2
	Rel-10
	Correction on the RI bit width
	F
	10.9.0
	R1-131814
	LTE_eDL_MIMO
	 

	36.212
	147
	2
	Rel-11
	Correction on the RI bit width
	F
	11.2.0
	R1-131815
	LTE_eDL_MIMO, COMP_LTE_DL-Core
	 

	36.213
	407
	1
	Rel-11
	Correction on the RI bit width
	F
	11.2.0
	R1-131780
	LTE_eDL_MIMO, COMP_LTE_DL-Core
	 


Agenda Item                        10.3

RP-130752
CRs to 36.211, 36.212&36.213 for corrections related to Enhanced DL for LTE
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	182
	-
	Rel-11
	Correction to EPDCCH PRB pair indication
	F
	11.2.0
	R1-132666
	LTE_enh_dl_ctrl-Core
	 

	36.211
	183
	-
	Rel-11
	CR on collision between EPDCCH and PSS/SSS/PBCH
	F
	11.2.0
	R1-132694
	LTE_enh_dl_ctrl-Core
	 

	36.212
	149
	-
	Rel-11
	Correction on the time span of the DCI
	F
	11.2.0
	R1-131667
	LTE_enh_dl_ctrl-Core
	 

	36.212
	150
	-
	Rel-11
	Correction on ARO bit setting for DL DCIs carried by EPDCCH
	F
	11.2.0
	R1-132669
	LTE_enh_dl_ctrl-Core
	 

	36.213
	411
	-
	Rel-11
	Correction on EPDCCH PRB pair indication
	F
	11.2.0
	R1-131674
	LTE_enh_dl_ctrl-Core
	 

	36.213
	412
	-
	Rel-11
	Correction on EPDCCH hashing function
	F
	11.2.0
	R1-131675
	LTE_enh_dl_ctrl-Core
	 

	36.213
	413
	-
	Rel-11
	Correction on PUCCH resource determination for FDD EPDCCH
	F
	11.2.0
	R1-131676
	LTE_enh_dl_ctrl-Core
	 

	36.213
	414
	2
	Rel-11
	CR on ambiguity in EPDCCH decoding candidates under two overlapped EPDCCH resource sets
	F
	11.2.0
	R1-131816
	LTE_enh_dl_ctrl-Core
	 

	36.213
	416
	-
	Rel-11
	Corrections to EPDCCH PRB pair indication
	F
	11.2.0
	R1-131794
	LTE_enh_dl_ctrl-Core
	 

	36.213
	405
	-
	Rel-11
	Correction to EPDCCH monitoring in case of cross-carrier scheduling
	F
	11.2.0
	R1-130870
	LTE_enh_dl_ctrl-Core
	 


Agenda Item                        10.3

RP-130753
CR to 36.213 to correct PUSCH/PUCCH transmit power

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.213
	417
	1
	Rel-11
	Correction to PUSCH/PUCCH transmit power after PRACH power ramping
	F
	11.2.0
	R1-132673
	LTE_Phys
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