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	Reason for change:
(

	The default value of p-MaxGERAN in Table 4.4.3.3-6 is not specified based on GSM bands, and the exception to the value is not very easy to specify in the organize way for RRM TCs.

	
	

	Summary of change:
(

	The exception of SystemInformationBlockType7 for p-MaxGERAN is specfied in 7.2.1.3. 
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	Lead to not easy and not organize way of specifying the exception messages for RRM TCs.
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<< Unchanged sections omitted >>
7.2
RRM Reference system configurations

7.2.1
Common parameters for simulated E-UTRA cells

7.2.1.1

Combinations of system information blocks

<void>

7.2.1.2
Scheduling of system information blocks

<void>

7.2.1.3
Common contents of system information messages

- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:

Table 7.2.1.3-1: SystemInformationBlockType2 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	  mbsfn-SubframeConfig ::= SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	111111
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	


- SystemInformationBlockType3

As defined in Table 4.4.3.3-2 with the following exceptions:

Table 7.2.1.3-2: SystemInformationBlockType3 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell


- SystemInformationBlockType5

As defined in Table 4.4.3.3-3 with the following exceptions:

Table 7.2.1.3-3: SystemInformationBlockType5 exceptions

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemInformationBlockType5

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig[n]
	‘10’B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	
	‘11’B (Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell)
	
	FDD with E-UTRA TDD neighbour cell, 

TDD with E-UTRA FDD neighbour cell


- SystemInformationBlockType7
As defined in Table 4.4.3.3-6 with the following exceptions:

Table 7.2.1.3-4: SystemInformationBlockType7 exceptions
	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-6 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	commonInfo SEQUENCE {
	
	
	

	  p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 & GSM 900 & GSM 850 & GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	}
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