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	Reason for change:
(

	In LS R5-115775 to RAN4, sent from RAN5#53 meeting in November 2011, RAN5 asked RAN4 to clarify whether the core specifications intention was to leave the CSG proximity detection for UE implementation or otherwise to specify the radio condition and minimum performance requirements so that RAN5 could develop a related test case for CSG proximity indication. In the reply LS to RAN5 in R5-131270, RAN4 informs that they have completed the work and have now agreed core requirements and test conditions for UTRA and E-UTRA in TS25.133 and TS36.133 respectively.
RAN4 expectation was that RAN5 introduces signalling tests to test the requirement, regardless of the section of the RAN4 specifications in which the core requirements have been captured.  

	
	

	Summary of change:
(

	1. Added the applicability statement for a new signalling test case 8.3.12.14 for Inter-frequency CSG proximity indication.

2. Added Void for test case 8.3.12.13 to align with the 34.123-1 specification.
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	Mismatch between the 34.123-1 and 34.123-2 specifications.  

	
	

	Clauses affected:
(

	Table 1, Table 1a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	
	<Rows skipped>
	
	
	
	

	
	
	
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	

	
	<Rows skipped>
	
	
	
	

	
	
	
	
	
	

	8.3.12.1
	Inter-frequency inbound handover to UMTS CSG cell without reporting proximity indication
	Rel-9
	C788
	UEs supporting FDD ,CSG and inter-frequency SI acquisition
	1 Execution: CS+PS preferred

	8.3.12.2
	Inter-frequency inbound handover to UMTS

CSG cell
	Rel-9
	C789
	UEs supporting FDD ,CSG ,inter-frequency SI acquisition and CSG Proximity Indication
	1 Execution: CS+PS preferred

	8.3.12.3
	Inter-frequency inbound handover to UMTS CSG cell with non-member UE
	Rel-9
	C788
	UEs supporting FDD ,CSG ,inter-frequency SI acquisition 
	1 Execution: CS+PS preferred

	8.3.12.4
	Intra-frequency inbound handover to UMTS CSG cell without specifying PSCs for SI Acquisition
	Rel-9
	C826
	UEs supporting FDD,CSG, intra

frequency SI acquisition and

CSG Proximity Indication
	1 Execution: CS+PS preferred

	8.3.12.5
	Intra-frequency inbound handover to UMTS CSG cell without reporting proximity indication
	Rel-9
	C809
	UEs supporting FDD ,CSG and intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.6
	Intra-frequency inbound handover to UMTS CSG cell
	Rel-9
	C826
	UEs supporting FDD,CSG, intra

frequency SI acquisition and

CSG Proximity Indication
	1 Execution: CS+PS preferred

	8.3.12.7
	Intra-frequency measurements for UMTS CSG cell for non-member UE
	Rel-9
	C809
	UEs supporting FDD ,CSG and intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.8
	Intra-frequency inbound handover to UMTS hybrid cell
	Rel-9
	C809
	UEs supporting FDD ,CSG ,and  intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.9
	Intra-frequency inbound handover to UMTS hybrid cell for non-member UE
	Rel-9
	C809
	UEs supporting FDD ,CSG and intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.10
	Intra-frequency inbound handover to UMTS open cell
	Rel-9
	C812
	UEs supporting FDD and intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.11
	Inter-frequency inbound handover to UMTS non-CSG cell
	Rel-9
	C788
	UEs supporting FDD , inter-frequency SI acquisition
	1 Execution: CS+PS preferred

	8.3.12.12
	membership checking for handover to the CSG cell
	Rel-9
	C809
	UEs supporting FDD, CSG, and  intra

frequency SI acquisition for HO
	1 Execution: CS+PS preferred

	8.3.12.13
	Void
	
	
	
	

	8.3.12.14
	Inter-frequency CSG proximity indication
	Rel-9
	Cxxx
	UE supports FDD, CSG and inter-frequency CSG Proximity Indication
	1 Execution: CS+PS preferred

	8.4.1.1
	RRC / Measurement Control and Report: Intra-frequency measurement for transition from idle mode to CELL_DCH state (FDD)
	R99
	C01d
	UEs supporting FDD and ((CS bearer service and CS call establishment) or PS bearer service).
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	
	<Rows skipped>
	
	
	
	


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	<Rows skipped>

	C853
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/53 OR A.18a/54) THEN R ELSE N/A

	C854
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/30 OR A.18a.1d/32) AND (A.18a/53 OR A.18a/54) THEN R ELSE N/A

	Cxxx
IF A.1/1 AND A.10/12 AND A.10/20 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.

NOTE 3:
This test case is applicable to UEs supporting Rel-6 and earlier.
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