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<<Unchanged sections omitted >>
6.6.3B.1
Transmitter Spurious emissions for UL-MIMO


-
6.6.3B.1.1
Test purpose

To verify that UE transmitter with a UL-MIMO does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.

6.6.3B.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support UL-MIMO.
<<Unchanged sections omitted >>
6.6.3B.1.5
Test requirement

The measured average power of spurious emission, derived in step 3, shall not exceed the described value in table 6.6.3B.1.5-1.

The spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth shown in Table 6.6.3.1.3-1.

Table 6.6.3B.1.5-1: General spurious emissions test requirements

	Frequency Range
	Maximum Level
	Measurement Bandwidth
	Notes

	9 kHz  f < 150 kHz
	-36 dBm 
	1 kHz
	

	150 kHz  f < 30 MHz
	-36 dBm 
	10 kHz
	

	30 MHz  f < 1000 MHz
	-36 dBm 
	100 kHz
	

	1 GHz  f < 12.75 GHz
	-30 dBm 
	1 MHz
	

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm 
	1 MHz
	Note 1

	Note 1:
Applies for Band 22, Band 42 and Band 43.


NOTE:
In order that the measurement of spurious emissions falls within the frequency ranges that are more than ΔfOOB (MHz) from the edge of the channel bandwidth, the minimum offset of the measurement frequency from each edge of the channel should be ΔfOOB + MBW/2. MBW denotes the measurement bandwidth defined in Table 6.6.3B.1.5-1.
<<Unchanged sections omitted >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	6.6.3.1 Transmitter Spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB

4 GHz < f ≤ 19 GHz: ± 4.0 dB
	

	6.6.3.1A.1 Transmitter Spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	Same as 6.6.3.1
	

	6.6.3B.1Transmitter Spurious emissions for UL-MIMO
	Same as 6.6.3.1, at each antenna used for transmission
	The overall UL power is the linear sum of the output powers over all Tx antenna connectors

	6.6.3.2 Spurious emission band UE co-existence
	± 2.0 dB  for results > -60 dBm, f ≤ 3.0GHz

±2.5 dB, 3.0GHz < f ≤ 4.2GHz
± 3.0 dB  for results ≤ -60 dBm, f ≤ 3.0GHz

±3.6 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.6.3.2_1 Spurious emission band UE co-existence (Release 9 and forward)
	± 2.0 dB  for results > -60 dBm
± 3.0 dB  for results ≤ -60 dBm
	

	6.6.3.2A.1 Spurious emission band UE co-existence for CA (intra-band contiguous DL CA and UL CA)
	TBD
	

	6.6.3.3 Additional spurious emissions
	9kHz < f ≤ 4 GHz: ± 2.0 dB

NS-07

769 ≤ f  ≤ 775 MHz: ± 1.5 dB
	

	6.6.3.3A.1 Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	9kHz < f ≤ 4 GHz: ± 2.0 dB
	

	6.7 Transmit intermodulation
	± 2.6 dB, f ≤ 3.0GHz

±3.6 dB, 3.0GHz < f ≤ 4.2GHz
	Overall system uncertainty comprises four quantities:

1. Wanted signal setting error

2. CW Interferer level error

3. Wanted signal meas. error

4. Intermodulation product  measurement error

The relative level of the wanted signal and the CW interferer has 2 x effect on the intermodulation product.

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared to provide the combined effect.

Test System uncertainty = SQRT [(2 x SQRT (Wanted setting_error2 + CW_level_error2 ) 2 + Wanted_level_meas error2 + Intermodulation product  measurement  error2]

f ≤ 3.0GHz

Wanted signal setting ± 0.7dB

CW Interferer level ± 1.0dB

Wanted signal meas ± 0.7dB

Intermodulation product  measurement  error ± 0.7dB

3.0GHz < f ≤ 4.2GHz

Wanted signal setting ± 1.0dB

CW Interferer level ± 1.3dB

Wanted signal meas ± 1.0dB

Intermodulation product  measurement  error ± 1.0dB


F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	6.6.3.1 Transmitter Spurious emissions
	9 kHz ( f < 150 kHz:

-36dBm / 1kHz
150 kHz ( f < 30 MHz:

-36dBm / 10kHz
30 MHz ( f < 1 GHz:

-36dBm / 100kHz
1 GHz ( f < 12.75 GHz:

-30dBm / 1MHz

12.75 GHz ≤ f < 19 GHz:

-30dBm / 1MHz
	0 dB
	Formula:

Minimum Requirement + TT

	6.6.3.1A.1 Transmitter Spurious emissions for CA (intra-band contiguous DL CA and UL CA)
	TBD
	Same as 6.6.3.1
	TBD

	6.6.3B.1Transmitter Spurious emissions for UL-MIMO
	Same as 6.6.3.1
	Same as 6.6.3.1
	Formula:

Minimum Requirement + TT

	6.6.3.2 Spurious emission band UE co-existence
	-35 dBm / 6.25kHz
-36 dBm / 100kHz
-41 dBm / 300kHz

-37 dBm / 1MHz
-40 dBm / 1MHz
-50 dBm / 1MHz
Frequencies as detailed in core requirement
	0 dB
	Formula:

Minimum Requirement + TT
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