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Table 4-3: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for E-UTRA
ROWS SKIPPED HERE
	9
	OTDOA measurement requirements
	
	
	
	
	

	9.1.1
	FDD RSTD Measurement Reporting Delay
	Rel-9
	C13
	All FDD UEs supporting UE-assisted OTDOA
	xc_eFDD


	

	9.1.2
	TDD RSTD Measurement Reporting Delay
	Rel-9
	C14
	All TDD UEs supporting UE-assisted OTDOA
	xc_eTDD
	

	9.1.3
	FDD RSTD Measurement Accuracy
	Rel-9
	C13
	All FDD UEs supporting UE-assisted OTDOA
	xc_eFDD
	

	9.1.4
	TDD RSTD Measurement Accuracy
	Rel-9
	C14
	All TDD UEs supporting UE-assisted OTDOA
	xc_eTDD
	

	9.2.2
	TDD-TDD inter-frequency RSTD measurement reporting delay
	Rel-10
	FFS
	FFS
	pc_eTDD
	Note 1

	9.2.5
	TDD-TDD inter frequency RSTD Accuracy
	Rel-10
	FFS
	FFS
	pc_eTDD
	Note 1

	10
	OTDOA measurement requirements for Carrier Aggregation
	
	
	
	
	

	10.1
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C15
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.2
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C16
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	

	10.3
	FDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C15
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.4
	TDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C16
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	


NOTE 1: This test case can be optionally tested for Rel 9 UEs supporting inter-frequency RSTD measurements that do not require measurement gaps
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