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	Reason for change:
(

	This test case is not configuring Radio Bearer correctly for Rel-7 UE.

Clause 34.108 condition A23 indicates that some specific parameters and message contents are required to  configure the Radio Bearer which supports the feature CSvoiceOverHSPA.
Clause 34.108 condition A23 also indicates that Rel-7 UE may or may not support the required Radio bearer configuration. 

TTCN CR-R5s120384 has been agreed for supporting CS Voice over HSPA feature.

	
	

	Summary of change:
(

	a)Added one check based on PICS pc_CSVoHS. At Nr 14 in test step pr_GoToState6_9_CloseLoopMT_A23_CSVoHS_7_3_7_2. If this PICS is false then test step ts_RRC_SetUpRAB_A23_RACH_FACH_r7 will be used to configure the radio bearer. If this PICS is true then test step ts_RRC_SetUpRAB_A23_r8_7372 will be used to configure the radio bearer.

b)Removed test constant  tsc_EnhFDPCH_SF at Nr 63 from local function  lt_SendCellUpdateCnfDCCH when the PICS pc_EnhancedF_DPCH is set to be false.
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	Rel-7 UE may fail this test case.
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1.1 Change 1
	Object name 
	pr_GoToState6_9_CloseLoopMT_A23_CSVoHS_7_3_7_2

	Reason for change
	Clause 34.108 condition A23 indicates that some specific parameters and message contents are required to  configure the Radio Bearer which supports the feature CSvoiceOverHSPA.

Clause 34.108 condition A23 also indicates that Rel-7 UE may or may not support the required Radio bearer configuration.

	Summary of change
	Added one check based on PICS pc_CSVoHS. At Nr 14 in test step pr_GoToState6_9_CloseLoopMT_A23_CSVoHS_7_3_7_2. If this PICS is false then test step ts_RRC_SetUpRAB_A23_RACH_FACH_r7 will be used to configure the radio bearer. If this PICS is true then test step ts_RRC_SetUpRAB_A23_r8_7372 will be used to configure the radio bearer.

	Source of change
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1.2 Change 2
	Object name 
	lt_SendCellUpdateCnfDCCH

	Reason for change
	Test case constant  tsc_EnhFDPCH_SF  should not be passed in cell update confirm message when PICS pc_EnhancedF_DPCH is set to be false.

	Summary of change
	Removed test constant  tsc_EnhFDPCH_SF at Nr 63 from local function  lt_SendCellUpdateCnfDCCH when the PICS pc_EnhancedF_DPCH is set to be false.

	Source of change
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