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	Reason for change:
(

	At step 1 SS transmits an RRCConnectionReconfiguration message to setup intra and inter RAT measurements on Cell 1 in this the reportConfig[2] in 3GPP 36.523 - Table 8.3.2.6.3.3-2: is defined with values -95 and -70, while the -70db is the UTRA-threshold. In addition 3GPP defines :

UTRA-RSCP range : -121db .. -25db equals level [ -5 to 91 ]

UTRA-ECN0 range : -24db .. 0db equals level [ 0 to 49 ]

-70db for the UTRA-threshold is an RSCP-threshold (and not ECN0) and consequently in 3GPP 36.508 - Table 4.6.6-8: the value for “b2-Threshold2UTRA CHOICE” needs to be set to UTRA-RSCP. 
   b2-Threshold2 CHOICE {
        b2-Threshold2UTRA CHOICE {
              utra-EcN0

UTRA-Thres * 2 + 49

UTRA-Thres is actual Ec/NO value in dB

UTRA-FDD
              utra-RSCP

UTRA-Thres + 115
For signalling test cases

UTRA-Thres is actual RSCP value in dBm
UTRA-FDD

              utra-RSCP

UTRA-Thres + 115

UTRA-Thres is actual RSCP value in dBm
UTRA-TDD
But as per the current TTCN implementation the “b2-Threshold2UTRA CHOICE” is currently being set as UTRA-EcNO which is not as per the test prose.

	 
	

	Summary of change:
(

	Inside template cs_RRCConnectionReconfiguration_8_3_2_6_Step1_FDD used cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP( -95, -70, 3, ms0, 6, ms1024, r1 ) instead of cs_508_ReportConfigInterRAT_B2_UTRA_ConditionFDD(-95, (-70-(-60)))

	
	

	Consequences if 
(

not approved:
	Current TTCN implementation is not as per the test prose and a confirmant UE may fail the test case.
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1.1 Change 1

	Testcase name
	TC 8.3.2.6

	Protocol
	RRC

	Function Name
	cs_RRCConnectionReconfiguration_8_3_2_6_Step1_FDD

	Reason for change
	At step 1 SS transmits an RRCConnectionReconfiguration message to setup intra and inter RAT measurements on Cell 1 in this the reportConfig[2] in 3GPP 36.523 - Table 8.3.2.6.3.3-2: is defined with values -95 and -70, while the -70db is the UTRA-threshold. In addition 3GPP defines :

UTRA-RSCP range : -121db .. -25db equals level [ -5 to 91 ]

UTRA-ECN0 range : -24db .. 0db equals level [ 0 to 49 ]
-70db for the UTRA-threshold is an RSCP-threshold (and not ECN0) and consequently in 3GPP 36.508 - Table 4.6.6-8: the value for “b2-Threshold2UTRA CHOICE” needs to be set to UTRA-RSCP.
   b2-Threshold2 CHOICE {
        b2-Threshold2UTRA CHOICE {
              utra-EcN0

UTRA-Thres * 2 + 49

UTRA-Thres is actual Ec/NO value in dB

UTRA-FDD
              utra-RSCP

UTRA-Thres + 115
For signalling test cases

UTRA-Thres is actual RSCP value in dBm
UTRA-FDD

              utra-RSCP

UTRA-Thres + 115

UTRA-Thres is actual RSCP value in dBm
UTRA-TDD
 But as per the current TTCN implementation the “b2-Threshold2UTRA CHOICE” is currently being set as UTRA-EcNO.

	Summary of change
	Inside template cs_RRCConnectionReconfiguration_8_3_2_6_Step1_FDD used cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP( -95, -70, 3, ms0, 6, ms1024, r1 ) instead of cs_508_ReportConfigInterRAT_B2_UTRA_ConditionFDD(-95, (-70-(-60)))

	Source of change
	EUTRA_Measurement_Specific_Templates


Before:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_2_6_Step1_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth,

                                                                                     ARFCN_ValueUTRA p_UTRA_Freq,

                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD, //@sic R5-106182 sic@

                                                                                     ARFCN_ValueGERAN p_GERAN_startingARFCN,

                                                                                     BandIndicatorGERAN p_GERAN_bandIndicator,

                                                                                     template (value) ExplicitListOfARFCNs p_GERAN_explicitListOfARFCNs) :=

  /* @status    APPROVED */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                    cs_MeasConfig(omit,

                                                                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f1,

                                                                                                     cs_508_MeasObjectEUTRA_GENERIC(p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth),

                                                                                                     tsc_IdMeasObject_f8,

                                                                                                     cs_MeasObject_measObjectUTRA(p_UTRA_Freq,

                                                                                                                                  0,

                                                                                                                                  omit,

                                                                                                                                  cs_MeasObjectUTRA_cellsToAddModList_FDD(cs_CellsToAddModListUTRA_FDD_1Entry(1,

                                                                                                                                                                                                              p_PhysCellIdUTRA_FDD)), //@sic R5-106182 sic@

                                                                                                                                  omit),

                                                                                                     tsc_IdMeasObject_f11,

                                                                                                     cs_508_MeasObjectGERAN_GENERIC(p_GERAN_startingARFCN, p_GERAN_bandIndicator, p_GERAN_explicitListOfARFCNs)),

                                                                  omit,

                                                                  cs_ReportConfigToAddModList_3Entries(tsc_IdReportConfig_A2,

                                                                                                       cs_508_ReportConfigEUTRA_A2(-95),

                                                                                                       tsc_IdReportConfig_B2_UTRA,

                                                                                                       cs_508_ReportConfigInterRAT_B2_UTRA_ConditionFDD(-95, (-70-(-60))), //TBD: There's no Ec/No value offered in the Prose
                                                                                                       tsc_IdReportConfig_B2_GERAN,

                                                                                                       cs_508_ReportConfigInterRAT_B2_GERAN(-95, -75)),

                                                                  omit,

                                                                  cs_MeasIdToAddModList_3Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2,

                                                                                                 2, tsc_IdMeasObject_f8, tsc_IdReportConfig_B2_UTRA,

                                                                                                 3, tsc_IdMeasObject_f11, tsc_IdReportConfig_B2_GERAN),

                                                                  cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                    cs_QuantityConfigUTRA(cpich_RSCP, pccpch_RSCP, fc4), //@sic R5-125753 sic@

                                                                                    cs_QuantityConfigGERAN(rssi, fc2),

                                                                                    omit),

                                                                  cs_508_MeasGapConfig_GP2));


After:
	  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_2_6_Step1_FDD(RRC_TransactionIdentifier p_RRC_TI,

                                                                                     ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                                                     AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth,

                                                                                     ARFCN_ValueUTRA p_UTRA_Freq,

                                                                                     PhysCellIdUTRA_FDD p_PhysCellIdUTRA_FDD, //@sic R5-106182 sic@

                                                                                     ARFCN_ValueGERAN p_GERAN_startingARFCN,

                                                                                     BandIndicatorGERAN p_GERAN_bandIndicator,

                                                                                     template (value) ExplicitListOfARFCNs p_GERAN_explicitListOfARFCNs) :=

  /* @status    APPROVED */

  cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                    cs_MeasConfig(omit,

                                                                  cs_MeasObjectToAddModList_3Entries(tsc_IdMeasObject_f1,

                                                                                                     cs_508_MeasObjectEUTRA_GENERIC( p_EUTRA_DL_CarrierFreq, p_EUTRA_MeasurementBandwidth ),

                                                                                                     tsc_IdMeasObject_f8,

                                                                                                     cs_MeasObject_measObjectUTRA(p_UTRA_Freq,

                                                                                                                                  0,

                                                                                                                                  omit,

                                                                                                                                  cs_MeasObjectUTRA_cellsToAddModList_FDD(cs_CellsToAddModListUTRA_FDD_1Entry(1,

                                                                                                                                                                                                              p_PhysCellIdUTRA_FDD)), //@sic R5-106182 sic@

                                                                                                                                  omit),

                                                                                                     tsc_IdMeasObject_f11,

                                                                                                     cs_508_MeasObjectGERAN_GENERIC(p_GERAN_startingARFCN, p_GERAN_bandIndicator, p_GERAN_explicitListOfARFCNs)),

                                                                  omit,

                                                                  cs_ReportConfigToAddModList_3Entries(tsc_IdReportConfig_A2,

                                                                                                       cs_508_ReportConfigEUTRA_A2( -95 ),

                                                                                                       tsc_IdReportConfig_B2_UTRA,

                                                                                                                                                                                                              cs_ReportConfig_reportConfigInterRAT_eventB2_UTRA_RSCP( -95, -70, 3, ms0, 6, ms1024, r1 ),
                                                                                                       tsc_IdReportConfig_B2_GERAN,

                                                                                                       cs_508_ReportConfigInterRAT_B2_GERAN( -95, -75 ) ),

                                                                  omit,

                                                                  cs_MeasIdToAddModList_3Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A2,

                                                                                                 2, tsc_IdMeasObject_f8, tsc_IdReportConfig_B2_UTRA,

                                                                                                 3, tsc_IdMeasObject_f11, tsc_IdReportConfig_B2_GERAN ),

                                                                  cs_QuantityConfig(cs_QuantityConfigEUTRA(omit, omit),

                                                                                    cs_QuantityConfigUTRA( cpich_RSCP, pccpch_RSCP, fc4 ), //@sic R5-125753 sic@

                                                                                    cs_QuantityConfigGERAN( rssi, fc2 ),

                                                                                    omit ),

                                                                  cs_508_MeasGapConfig_GP2 ) );
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