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	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Clarification for modifies of 'record of' record in TTCN3 core language

	
	

	Source to WG:
(

	Mediatek, Testing Technologies

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI8_Test
	
	Date: (

	2013-03-14

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The TTCN3 core language is ambiguous in how to interpret a template that modifies a “record of” record. Different TTCN3 compilers interpret it in different ways and produce different results

	
	

	Summary of change:
(

	A proposed change was made to the core language in http://t-ort.etsi.org/view.php?id=6429. In summary, the specific record to be modified should be identified. For example, by adding the [0] =: to the following code to modify the first record of SRB2

    srb_ToAddModList := {

      [0] =: {   /* SRB2 */

       // srb_Identity := 2,

        rlc_Config := {

          explicitValue := cs_RLC_Config_NON_DEFAULT_SRB2

        }//,

//        logicalChannelConfig := {

//          defaultValue := NULL

//        } 

      }

	
	

	Consequences if 
(

not approved:
	Test case behaviour will be different according to how the TTCN3 writer has written the code and how the compiler has interpreted it.

	
	

	Clauses affected:
(

	8.2.1.7

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	The ATSs have not been systematically checked and there may be other test cases affected by this ambiguity


Change 1

	Testcase name
	TC 8.2.1.7

	Protocol
	RRC

	Function Name
	template cds_NON_DEFAULT_SRB2_1AM_DRB_Config()

	Reason for change
	As per MTS CR ID 0006429 http://t-ort.etsi.org/view.php?id=6429, value assignment notation is required to distinctively select the correct record within a record of records to be modified. If this is not adopted, different compiler vendors will have different interpretation of which record to modify. This leads to different/erroneous behavior.

	Summary of change
	Use value assignment notation to indicate which SRB element is to be modified

	Source of change
	RRC_ConnReconfig.ttcn


Before:
	{ /* @status    APPROVED */

    srb_ToAddModList := {

      {   /* SRB2 */
       // srb_Identity := 2,

        rlc_Config := {

          explicitValue := cs_RLC_Config_NON_DEFAULT_SRB2

        }//,

//        logicalChannelConfig := {

//          defaultValue := NULL

//        } 

      }

    }



After:
	{ /* @status    APPROVED */

    srb_ToAddModList := {

      [0] =: {   /* SRB2 */

       // srb_Identity := 2,

        rlc_Config := {

          explicitValue := cs_RLC_Config_NON_DEFAULT_SRB2

        }//,

//        logicalChannelConfig := {

//          defaultValue := NULL

//        } 

      }

    }    
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