Page 1



3GPP TSG-RAN WG5 Meeting #59
(
R5-132055
Fukuoka, Japan, 20 – 24 May 13
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.523-2
	CR
	0441
	(

rev
	-
	(

Current version:
	11.2.2
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Applicability of new test cases for eMDT

	
	

	Source to WG:
(

	NTT DOCOMO, INC.

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	eMDT_UMTSLTE-UEConTest
	
	Date: (

	2013-05-24

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Addition of new eMDT TCs.

	
	

	Summary of change:
(

	Addition of applicability of the following new test cases

8.6.1.2
Immediate MDT / Reporting / Location information / Request from eNB / Event A2

8.6.2.3a
Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	8.6.1.1
	Immediate MDT / Reporting / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.1.2
	Immediate MDT / Reporting / Location information / Request from eNB / Event A2
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.1
	Logged MDT / Intra-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.2
	Logged MDT / Inter-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3
	Logged MDT / Logging and reporting / Limiting area scope
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.3a
	Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.4
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA handover
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.5
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA re-establishment
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.6
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.7
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration, Detach or UE power off
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.8
	Logged MDT / Maintaining logged measurement configuration / UE state transitions and mobility
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.9
	Logged MDT / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.2.10
	Logged MDT / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.2.13
	Logged MDT / Logging and reporting / PLMN list / PLMN change
	Rel-11
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.1
	Logged MDT / UTRAN inter-RAT measurement, logging and reporting
	Rel-10
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.2
	Logged MDT / GERAN Inter-RAT measurement, logging and reporting
	Rel-10
	C163
	UEs supporting E-UTRA and GSM and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from GSM
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.3.3
	Logged MDT / CDMA2000 Inter-RAT measurement, logging and reporting
	Rel-10
	C165
	UEs supporting E-UTRA and HRPD and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.1
	Radio Link Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.2
	Radio Link Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.3
	Radio Link Failure logging / Reporting at RRC connection establishment and reestablishment
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.4
	Radio Link Failure logging / Reporting at E-UTRA handover
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.5
	Radio Link Failure logging / Reporting of ECGI of the PCell
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.6
	Radio Link Failure logging / Reporting of RLF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.7
	Radio Link Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.5.1
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover
	Rel-10
	C146
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.2
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	Rel-10
	C148
	UEs supporting E-UTRA and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.5.3
	Radio Link Failure logging / Reporting CDMA2000 neighbour cell information
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.1
	Handover Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.2
	Handover Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.3
	Handover Failure logging / Reporting of HOF report availability / PLMN change
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.6.4
	Handover Failure logging / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.7.1
	Handover Failure logging / Reporting of UTRAN Inter-RAT measurements
	Rel-10
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.2
	Handover Failure logging / Reporting of GERAN Inter-RAT measurements
	Rel-10
	C05
	UEs supporting E-UTRA and Geran
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.7.3
	Handover Failure logging / Reporting of CDMA2000 Inter-RAT measurements
	Rel-10
	C06
	UEs supporting E-UTRA and HRPD
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.1
	Connection Establishment Failure logging / Logging and reporting / T300 expiry
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.3
	Connection Establishment Failure logging / Logging and reporting / Reporting at RRC connection re-establishment
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.4
	Connection Establishment Failure logging / Logging and reporting / Location Information
	Rel-11
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.8.6
	Connection Establishment Failure logging / Logging and reporting / Reporting of Inter-frequency measurements
	Rel-11
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.9.2
	Connection Establishment Failure logging / Logging and reporting / Reporting of UTRAN Inter-RAT measurements
	Rel-11
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.10.1
	Inter-RAT Immediate MDT / Reporting / Location information / Event B2
	Rel-11
	Cxxx
	UEs supporting E-UTRA and UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.11.1
	RACH Optimisation
	Rel-11
	Cyyy
	UEs supporting E-UTRA and delivery of rachReport upon request from the network
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.7.1
	Inter-RAT / ANR measurement, logging and reporting / E-UTRAN cell
	Rel-10
	C145
	UEs supporting E-UTRA and supporting UTRAN ANR
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	


Table 4-1a: Applicability of tests Conditions

	<< many rows skipped here >>

	C166
IF A.4.5-1/14 THEN R ELSE N/A

	C167
IF A.4.5-1/14 AND A.4.5-1/25 THEN R ELSE N/A

	C168
IF A.4.1-1/6 AND A.4.5-1/15 THEN R ELSE N/A

	Cxxx
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A4.4-1/63 THEN R ELSE N/A

	Cyyy
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/zz THEN R ELSE N/A


<<text skipped here>>

A.4.4
Additional information
Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<< many rows skipped here >>
	
	
	
	

	72
	Support of sending concatenated multiple Short Message over SGs
	23.272, 8.2.3a
	Rel-9
	pc_SMS_SGs_Multi_MO
	

	73
	Support TAU in connected mode
	23.221, 7.2a
	Rel-8
	pc_TAU_connected
	Applicable when configured to pc_voice_PS_1_CS_2 and pc_attach

	74
	Support TAU in idle mode
	23.221, 7.2a
	Rel-8
	pc_TAU_idle
	

	zz
	Support of delivery of rachReport upon request from the network
	36.306, 4.3.12.1
	Rel-9
	pc_Rach_Report
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