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	It is proposed to align the table definition to the ASN.1 code, i.e., the presence field of the X2 TNL Configuration Info IE in table 9.3.2.6 is marked ad conditional.
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BEGINNING OF CHANGES
9.2.3.26
SON Configuration Transfer

This IE contains the SON Information and additionally includes the eNB identifier of the destination of this SON information and the eNB identifier of the source of this information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SON Configuration Transfer
	
	
	
	
	
	

	>Target eNB-ID
	M
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.1.37
	
	
	

	>>Selected TAI
	M
	
	TAI

9.2.3.16
	
	
	

	>Source eNB-ID
	M
	
	
	
	
	

	>>Global eNB ID
	M
	
	9.2.1.37
	
	
	

	>>Selected TAI
	M
	
	TAI

9.2.3.16
	
	
	

	>SON Information
	M
	
	9.2.3.27
	
	
	

	>X2 TNL Configuration Info
	C-ifSONInformationRequest
	
	9.2.3.29
	Source eNB X2 TNL Configuration Info.
	YES
	ignore


	Condition
	Explanation

	ifSONInformationRequest
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to “X2TNL Configuration Info”


END OF CHANGES
REFERENCE TEXT
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
SKIP UNCHANGED TEXT
SONConfigurationTransfer ::= SEQUENCE {


targeteNB-ID
TargeteNB-ID,


sourceeNB-ID
SourceeNB-ID,


sONInformation
SONInformation,


iE-Extensions
ProtocolExtensionContainer { { SONConfigurationTransfer-ExtIEs} }
OPTIONAL,

...

}

SONConfigurationTransfer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 10 to transfer the IP addresses of the eNB initiating the ANR action --


{ID id-x2TNLConfigurationInfo
CRITICALITY ignore
EXTENSION X2TNLConfigurationInfo



PRESENCE conditional

-- This IE shall be present if the SON Information IE contains the SON Information Request IE and the SON Information Request IE is set to “X2TNL Configuration Info” --





















},


...

}
END OF REFERENCE TEXT
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