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	Reason for change:
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	It was agreed for E-UTRAN that eNB should respect UE band capability in downlink dedicated RRC signalling, it was further agreed that in dedicated signalling E-UTRAN sets inconsistent values for the band/ EARFCN should be avoided. 
The intention of this CR is to make alignment with what have been agreed for LTE in UMTS.

	
	

	Summary of change:
(

	It is clarified that:
In case the serving frequency broadcasts multiple overlapping bands, for the frequencies of serving cells in IE "Inter-frequency measurement objects list", UTRAN should set the UARFCN to the same value as used for reception/transmission.
Impact analysis:

Impacted functionality:

Use of dedicated signalling for cells/ frequencies using multi-frequency bands
Inter-operability:

In case UTRAN does not support the CR while UE supports, it might use in dedicated signalling n UARFCN corresponding to a band which is not supported by the UE. In particular, such an UTRAN may configure a measurement object prior to receiving the UE capabilities. In case UTRAN does not behave according to the CR, the UE behaviour is uspecified

In case the UE does not support the CR while UTRAN supports, there is no inter-    operability issue.
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not approved:
	UTRAN might set inconsistent band/ UARFCN values in dedicated signalling.

	
	

	Clauses affected:
(

	8.4.1.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


8.4.1.2
Initiation
The UTRAN may request a measurement by the UE to be setup, modified or released with a MEASUREMENT CONTROL message, which is transmitted on the downlink DCCH using AM RLC.

The UTRAN should take the UE capabilities into account when a measurement is requested from the UE.

When a new measurement is created, UTRAN should set the IE "Measurement identity" to a value, which is not used for other measurements. UTRAN may use several "Measurement identity" for the same "Measurement type". In case of setting several "Measurement identity" within a same "Measurement type", the measurement object or the list of measurement objects can be set differently for each measurement with different "Measurement identity ".

When a current measurement is modified or released, UTRAN should set the IE "Measurement identity" to the value, which is used for the measurement being modified or released. In case of modifying IEs within a "Measurement identity", it is not needed for UTRAN to indicate the IEs other than modified IEs, and the UE continues to use the current values of the IEs that are not modified. UTRAN should not use "modify" to change the type of measurement stored in the variable MEASUREMENT_IDENTITY for a given measurement identity.

NOTE:
In case the serving frequency broadcasts multiple overlapping bands, for the frequencies of serving cells in IE "Inter-frequency measurement objects list", UTRAN should set the UARFCN to the same value as used for reception/transmission.
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