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--- Start of Changes ---
6.3.2
ON/OFF time mask and transmitter OFF power

For a backhaul link with one antenna connector the ON/OFF time mask is specified in subclause 6.3.4 of TS36.101 [2]. The requirements for PRACH specified in subclause 6.3.4 of TS36.101 [2] does not apply.

For a backhaul link with multiple antenna connectors the ON/OFF time mask is specified in subclause 6.3.4B of TS36.101 [2]. The requirements for PRACH specified in subclause 6.3.4B of TS36.101 [2] does not apply.

Editors note: OFF power requirements for the backhaul link may be missing.

For the access link the transient period requirements are specified in subclause 6.4.2 of TS36.104 [3]. The requirements only apply for TDD Relay.

For the access link the transmitter off power requirements are specified in subclause 6.4.1 of TS36.104 [3]. The requirements only apply for TDD Relay.
--- Next of Changes ---
7.8.1
Backhaul link receiver intermodulation

The receiver IM is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.
7.8.1.1
Minimum requirement

The wanted and the interfering signals coupled to the backhaul antenna input are specified in tables 7.8.1.1-1
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 of TS 36.101[2] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 of TS 36.101[2]) 

Table 7.8.1.1-1: Wide band intermodulation for relay backhaul link
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS +  channel bandwidth specific value below

	
	
	12
	8
	6
	6
	6
	6

	PInterferer 1
(CW)
	dBm
	-42

	PInterferer 2
(Modulated)
	dBm
	-42

	BWInterferer 2
	
	1.4
	3
	5

	FInterferer 1
(Offset)
	MHz
	-BW/2 - 2.1

/

+BW/2 + 2.1
	-BW/2 - 2.1

/

+BW/2 + 2.1
	-BW/2 - 7.5

/

+BW/2 + 7.5

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	Note 1:
Reference measurement channel is specified in TS36.101[2] Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

Note 2:
The modulated interferer consists of the Reference measurement channel specified in TS36.101 Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 with set-up according to Annex C.3.1The interfering modulated signal is 5MHz E-UTRA signal as described in Annex D for channel bandwidth ≥5MHz


---End of Changes---
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