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	In chapter 8.5.45, it is stated that the PRACH preamble control parameters extension list for Type 1 (for Enhanced Uplink) can be used by UE supporting concurrent deployment even if the network does not support concurrent deployment.

However, according to the semantics description in tabular 10.2.48.8.25, this case is excluded.
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	It is clarified that the PRACH preamble control parameters extension list Type 1 can also be used for access if "E-DCH Transmission Time Interval" is equal to 10ms when concurrent deployment is not used, by UEs that support either NodeB triggered HS-DPCCH transmission or HS-DSCH DRX operation with second DRX cycle or Fallback to R99 PRACH, which is aligned with the description in 8.5.45.
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10.2.48.8.25
System Information Block type 22

NOTE:
Only for FDD.
The system information block type 22 contains information for Concurrent deployment of 2ms and 10ms TTI in a cell, NodeB triggered HS-DPCCH transmission, Fallback to R99 PRACH, TTI alignment, Per HARQ process activation and de-activation and HS-DSCH DRX operation with second DRX cycle in CELL_FACH. Further, it contains control parameters related to the PRACH access preamble.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	PRACH preamble control parameters extension list Type 1 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list for Type 1 (for Enhanced Uplink)

10.3.6.135
	Control parameters of the physical signal. This and/or parameters in IE "PRACH preamble control parameters (for Enhanced Uplink)" is used for access by UE’s supporting concurrent deployment when the outcome of the common E-DCH TTI selection is 10ms. Also used for access if "E-DCH Transmission Time Interval" is equal to 10ms when concurrent deployment is not used, by UEs that support either NodeB triggered HS-DPCCH transmission or HS-DSCH DRX operation with second DRX cycle or Fallback to R99 PRACH.  See subclause 8.5.45, 8.5.73 and 8.5.74.
	REL-11

	PRACH preamble control parameters extension list Type 2 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting only concurrent deployment, and by UEs supporting TTI alignment and Per HARQ process if the IE "Common E-DCH Resource Configuration Information List Extension" is not present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45 and 8.5.73.
	REL-11

	PRACH preamble control parameters extension list Type 3 (for Enhanced Uplink)
	OP
	
	PRACH preamble control parameters extension list (for Enhanced Uplink)

10.3.6.134
	Control parameters of the physical signal. Used for access by UE’s supporting TTI alignment and Per HARQ process if the IE 

"Common E-DCH Resource Configuration Information List Extension" is present, when the outcome of the common E-DCH TTI selection is 2ms. See subclause 8.5.45, and 8.5.73.
	REL-11

	Concurrent Deployment of 2ms and 10ms TTI
	OP
	
	Concurrent Deployment of 2ms and 10ms TTI 10.3.5.25
	
	REL-11

	NodeB triggered HS-DPCCH Transmission
	OP
	
	NodeB triggered HS-DPCCH Transmission

10.3.6.130
	
	REL-11

	Fallback R99 PRACH info
	OP
	
	Fallback R99 PRACH info

10.3.6.141
	
	REL-11

	Common E-DCH Resource Configuration Information List Extension
	OP
	
	Common E-DCH Resource Configuration Information List Extension

10.3.6.140
	
	REL-11

	HS-DSCH DRX in CELL_FACH with second DRX cycle Information
	OP
	
	HS-DSCH DRX in CELL_FACH with second DRX cycle Information 10.3.6.139
	
	Rel-11


<For reference>
8.5.45
Enhanced Uplink in CELL_FACH state and Idle mode (FDD only)

For this version of the specification, when a UE selects a cell, the uplink frequency to be used for the PRACH preamble (physical signal) and DPCCH/E-DPCCH/E-DPDCH transmission shall have a default duplex frequency spacing offset from the downlink frequency that the cell was selected on. The default duplex frequency separation to be used by the UE is specified in [21] for each frequency band.

If variable READY_FOR_COMMON_EDCH is set to TRUE the UE shall:

1>
if the UE supports concurrent deployment and System Information Block type 22 includes the IE’s "Concurrent deployment of 2ms and 10ms TTI" and "PRACH preamble control parameters extension list Type 2 (for Enhanced Uplink)"; or

1>
if the UE supports concurrent deployment and TTI alignment and Per HARQ process and System Information Block type 22 includes the IE’s "Concurrent deployment of 2ms and 10ms TTI", "PRACH preamble control parameters extension list Type 3 (for Enhanced Uplink)", and either of the IE’s "Coffset" or "Scheduled Transmission configuration":

2>
configure the lower layers for concurrent deployment of 2ms and 10ms TTI in a cell;

2>
perform common E-DCH TTI selection as described in subclause 8.5.72;

2>
configure and use the MAC and the physical layer for the PRACH preamble transmission for both 2ms and 10ms common E-DCH TTI as described in subclause 8.5.73.

1>
else if the IE "PRACH preamble control parameters extension list Type 1 (for Enhanced Uplink)" is included in System Information Block 22:
2>
if the UE supports NodeB triggered HS-DPCCH transmission and System Information Block type 22 includes IE "NodeB triggered HS-DPCCH transmission"; or

2>
if the UE supports HS-DSCH DRX operation with second DRX cycle and System Information Block type 22 includes IE "HS-DSCH DRX in CELL_FACH with second DRX cycle Information "; or

2>
if the UE supports Fallback to R99 PRACH and System Information Block type 22 includes IE "Fallback R99 PRACH info":

3>
configure and use the MAC and the physical layer for the PRACH preamble transmission as described in subclause 8.5.74.

2>
else:

3>
configure and use the MAC and the physical layer for the PRACH preamble transmission according to the parameters included in the selected "PRACH preamble control parameters (for Enhanced Uplink)" IE according to [15].

1>
else:

2>
configure and use the MAC and the physical layer for the PRACH preamble transmission according to the parameters included in the selected "PRACH preamble control parameters (for Enhanced Uplink)" IE according [15].

1> compile a list of candidate common E-DCH resource configuration in the order of appearance as contained in IE "Common E-DCH Resource Configuration information list" and, if present, in IE "Common E-DCH Resource Configuration Information List Extension".
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