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	Reason for change:
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	The modified configuration for the p_ImsServer.TcpConnections. Unprotected_pc_us during the function call a_IP_IMS_DL_Handler->fl_IP_IMS_DL_Send() in case of TCP has not been saved. This issue will be observed in 8.* test cases as they use TCP to send all DL messages..
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1.1 Change 1

	Testcase name
	a_IP_IMS_Handler

	Function Name
	a_IP_IMS_Handler

	Reason for change
	The modified configuration for the p_ImsServer.TcpConnections. Unprotected_pc_us during the function call a_IP_IMS_DL_Handler->fl_IP_IMS_DL_Send() in case of TCP has not been saved. This issue will be observed in 8.* test cases as they use TCP to send all DL messages.

	Summary of change
	p_IMS_Info.Server is updated with the return value in the function call a_IP_IMS_DL_Handler.

	Source of change
	..\ Common\IP_PTC\IP_PTC_IMS_Handler.ttcn


Before:
	  altstep a_IP_IMS_Handler(inout IP_PTC_IMS_Info_Type p_IMS_Info) runs on IP_PTC

  {

    var IMS_Server_Type v_ImsServer_PDN1 := p_IMS_Info.Server[tsc_Index_PDN1];

    var IMS_Server_Type v_ImsServer_PDN2 := p_IMS_Info.Server[tsc_Index_PDN2];

    [] a_IP_IMS_UL_Handler(v_ImsServer_PDN1, tsc_Index_PDN1);

    [] a_IP_IMS_UL_Handler(v_ImsServer_PDN2, tsc_Index_PDN2);

    [] a_IP_IMS_DL_Handler(v_ImsServer_PDN1, tsc_Index_PDN1);

    [] a_IP_IMS_DL_Handler(v_ImsServer_PDN2, tsc_Index_PDN2);
    [] a_IP_IMS_Config(v_ImsServer_PDN1, IMS_CTRL[tsc_Index_PDN1]) {

      p_IMS_Info.Server[tsc_Index_PDN1] := v_ImsServer_PDN1;     // configuration for PDN1 has been modified

    }

    [] a_IP_IMS_Config(v_ImsServer_PDN2, IMS_CTRL[tsc_Index_PDN2]) {

      p_IMS_Info.Server[tsc_Index_PDN2] := v_ImsServer_PDN2;     // configuration for PDN2 has been modified

    }

    [] a_IP_IMS_TCP_ConnectionControl(v_ImsServer_PDN1) {

      p_IMS_Info.Server[tsc_Index_PDN1] := v_ImsServer_PDN1;     // @sic R5s130378 sic@

    }

    [] a_IP_IMS_TCP_ConnectionControl(v_ImsServer_PDN2) {

      p_IMS_Info.Server[tsc_Index_PDN2] := v_ImsServer_PDN2;     // @sic R5s130378 sic@

    }

  }


After:
	altstep a_IP_IMS_Handler(inout IP_PTC_IMS_Info_Type p_IMS_Info) runs on IP_PTC

  {

    var IMS_Server_Type v_ImsServer_PDN1 := p_IMS_Info.Server[tsc_Index_PDN1];

    var IMS_Server_Type v_ImsServer_PDN2 := p_IMS_Info.Server[tsc_Index_PDN2];

    [] a_IP_IMS_UL_Handler(v_ImsServer_PDN1, tsc_Index_PDN1);

    [] a_IP_IMS_UL_Handler(v_ImsServer_PDN2, tsc_Index_PDN2);

    [] a_IP_IMS_DL_Handler(v_ImsServer_PDN1, tsc_Index_PDN1){

      p_IMS_Info.Server[tsc_Index_PDN1] := v_ImsServer_PDN1;  

    }
    [] a_IP_IMS_DL_Handler(v_ImsServer_PDN2, tsc_Index_PDN2){

      p_IMS_Info.Server[tsc_Index_PDN2] := v_ImsServer_PDN2;  

      }
    [] a_IP_IMS_Config(v_ImsServer_PDN1, IMS_CTRL[tsc_Index_PDN1]) {

      p_IMS_Info.Server[tsc_Index_PDN1] := v_ImsServer_PDN1;     // configuration for PDN1 has been modified

    }

    [] a_IP_IMS_Config(v_ImsServer_PDN2, IMS_CTRL[tsc_Index_PDN2]) {

      p_IMS_Info.Server[tsc_Index_PDN2] := v_ImsServer_PDN2;     // configuration for PDN2 has been modified

    }

    [] a_IP_IMS_TCP_ConnectionControl(v_ImsServer_PDN1) {

      p_IMS_Info.Server[tsc_Index_PDN1] := v_ImsServer_PDN1;     // @sic R5s130378 sic@

    }

    [] a_IP_IMS_TCP_ConnectionControl(v_ImsServer_PDN2) {

      p_IMS_Info.Server[tsc_Index_PDN2] := v_ImsServer_PDN2;     // @sic R5s130378 sic@

    }

  }
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