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	Reason for change:
	A new test case, 12.4.1.4f Routing area updating / rejected / Congestion , was added to TS 34.123-1.

	
	

	Summary of change:
	Added applicability statements for new test cases.

	
	

	Consequences if not approved:
	No applicability statements for new test cases specified.
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	Other comments:
	


<Start of first modified section>
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	ROWS SKIPPED

	12
	PACKET SWITCHED MOBILITY MANAGEMENT
	
	
	
	
	

	ROWS SKIPPED

	12.4.1.1a
	Routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.1b
	Routing area updating / accepted / Signalling connection re-establishment
	R99
	C12
	UE supporting PS domain services 
	1 Execution: PS
	

	12.4.1.1c
	Void
	
	
	
	
	

	12.4.1.1dm
	Routing Area Updating/Accepted/Handling of MBMS context status information / MBMS Multicast Service
	Rel-6
	C542
	UEs supporting PS domain services and MBMS multicast services.
	1 Execution: PS
	

	12.4.1.2
	Routing area updating / rejected / IMSI invalid / illegal ME
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.3
	Routing area updating / rejected / UE identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4a
	Routing area updating / rejected / location area not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4b
	Routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4c
	Routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4d
	Routing area updating / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4e
	Routing area updating / rejected / Not authorized for this CSG
	Rel-8
	C653
	UE supporting PS domain services and CSG.
	1 Execution: PS
	

	12.4.1.4f
	Routing area updating / rejected / Congestion
	Rel-10
	C12
	UE supporting PS domain services.
	1 Execution: PS
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	ROWS SKIPPED


<End of modified section>
