3GPP TSG-RAN WG5 Meeting #61 
R5-134257
San Francisco, USA, 11th – 15th Nov 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	37.571-5
	CR
	0055
	rev
	-
	Current version:
	10.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Deletion of FFS and Editor’s note in clause 6.2.7

	
	

	Source to WG:
	Spirent Communications

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI10_Test
	
	Date:
	2013-10-26

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	1. The [FFS] in clause 6.2.7.1 can be deleted as the Assistance Data is indeed given at 80ms intervals and this is satisfactory.
2. The Editor’s note in clause 6.2.7.2.1 can be deleted as, even though GANSS TOD is given in one second intervals, the wording following is still suitable for GANSS TOD and does not need modification.

	
	

	Summary of change:
	1. [FFS] in clause 6.2.7.1 deleted.

2. The Editor’s note in clause 6.2.7.2.1 deleted.

	
	

	Consequences if not approved:
	FFS and Editor’s note will remain causing confusion.

	
	

	Clauses affected:
	6.2.7.1, 6.2.7.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


6.2.7
Contents of Information elements for A-GNSS Minimum performance testing

6.2.7.1
General

This subclause defines the assistance data values that shall be used for all Assisted GNSS minimum performance tests defined in TS 37.571-1 [6] subclauses 6 and 7. It is given for GNSS scenarios #1, #2, #3, #4 and #5 and QZSS Scenarios #1 and #2, where it is different for each scenario; otherwise it is marked “All” where the same value is used for all scenarios.

Where assistance data is required on a per-satellite basis, or where the values of the data also varies with time it is specified in comma-separated-variable files in the GNSS data perf zip file specified in Annex B. These files specify the values to be used for each satellite, indexed by satellite PRN or SV ID, and, where applicable, the values to be used indexed by both time and satellite PRN or SV ID.

Assistance data that is marked as “time varying” is specified and used in 80ms increments. Interpolation between these values shall not be used.

Assistance data Information Elements and fields that are not specified shall not be used.

6.2.7.2
IE Random Offset Values

This subclause defines the methods for generating the random offsets that are required to be applied to some assistance data IEs for certain tests defined in TS 37.571-1 [6] subclauses 6 and 7.

6.2.7.2.1
GNSS TOW


For every Test Instance in each TTFF test case, the IE GPS TOW msec or GANSS TOD or gnss-TimeofDay plus gnss-TimeofDayFrac-msec shall have a random offset, relative to GNSS system time, within the allowed error range of Coarse Time Assistance defined in the test case. This offset value shall have a uniform random distribution. 

The offset value shall be calculated by selecting the next random number from a standard uniform random number generator, in the range specified for the GNSS Coarse Time assistance error range in the Test Requirements, Test parameters table for the test under consideration. The resolution used for the random number shall be 0.01, representing 10ms.
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