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8.6.1.2
Immediate MDT / Reporting / Location information / Request from eNB / Event A2

8.6.1.2.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement configured for event A2 with the includeLocationInfo set to true and the obtainLocation set to setup }

ensure that {

 when { Serving cell becomes worse than absolute threshold minus hysteresis }

 then { UE sends MeasurementReport message with the locationInfo obtained after receiving RRCConnectionReconfiguration message }

            }

8.6.1.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clauses 5.3.10.9 and 5.5.5. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.2.3a
Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
8.6.2.3a.1
Test Purpose (TP)

(1)

with { UE is in E-UTRA RRC_IDLE state and the RPLMN is included in plmn-IdentityList received in LoggedMeasurementConfiguration message with trackingAreaCodeList and plmn-Identity-perTAC-List on a LTE cell }

ensure that {
  when { UE camps on a LTE cell in the trackingAreaCodeList and plmn-Identity-perTAC-List }

    then { UE performs logged measurements }

            }

8.6.2.3a.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 8; TS 36.331, clauses 5.3.3.4, 5.6.5.3 and 5.6.8.2. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.2.10
Logged MDT / Logging and reporting / Reporting at RRC connection establishment / PLMN list

8.6.2.10.1
Test Purpose (TP)

(1)

with { UE is in E-UTRA RRC_IDLE state, UE has logged measurements available and the RPLMN is included in plmn-IdentityList received in LoggedMeasurementConfiguration message }

ensure that {

  when { UE performs an RRC Connection establishment procedure }

    then { UE sends an RRCConnectionSetupComplete message with logMeasAvailable }

            }

(2)

with { UE is in E-UTRA RRC_CONNECTED state, UE has logged measurements available and the RPLMN is included in plmn-IdentityList received in LoggedMeasurementConfiguration message }

ensure that {

  when { UE receives UEInformationRequest message with logMeasReportReq set to true }

    then { UE transmits UEInformationResponse messages with a logMeasReport }

            }

8.6.2.10.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 8; TS 36.331, clauses 5.3.3.4, 5.6.5.3 and 5.6.8.2. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.2.13
Logged MDT / Logging and reporting / PLMN list / PLMN change

8.6.2.13.1
Test Purpose (TP)

(1)

with { UE is in E-UTRA RRC_IDLE state, UE has logged measurements available and the RPLMN is not the PLMN where the UE received LoggedMeasurementConfiguration message and is not included in plmn-IdentityList received in LoggedMeasurementConfiguration message }

ensure that {
  when { UE performs an RRC Connection establishment procedure }

    then { UE sends an RRCConnectionSetupComplete message not including logMeasAvailable }

            }

(2)

with { UE is in E-UTRA RRC_IDLE state, UE has logged measurements available and the RPLMN is not the PLMN where the UE received LoggedMeasurementConfiguration message and is not included in plmn-IdentityList received in LoggedMeasurementConfiguration message }

ensure that {
  when { UE selects the cell which belongs to the PLMN included in plmn-IdentityList and then performs an RRC Connection establishment procedure }

    then { UE sends an RRCConnectionSetupComplete message with logMeasAvailable }

            }

8.6.2.13.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 8; TS 36.331, clauses 5.3.3.4, and 5.6.8.2. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.4.8
Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list

8.6.4.8.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {

  when { UE detects radio link failure and T311 is expired and camp on a cell belonging to equivalent PLMN }

    then { UE performs RRC Connection Establishment procedure and sends an RRCConnectionSetupComplete message with rlf-InfoAvailable }

            }

(2)

with { UE having sent an RRCConnectionSetupComplete message with rlf-InfoAvailable }

ensure that {

  when { UE receives a UEInformationRequest message with rlf-ReportReq set to true }

    then { UE sends a UEInformationResponse message with rlf-Report }

            }

8.6.4.8.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.4, 5.3.11.3 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.4.9
Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list

8.6.4.9.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {

  when { UE performs RRC connection re-establishment procedure and intra-LTE handover procedure}

    then { UE sends an RRCConnectionReconfigurationComplete message with rlf-InfoAvailable }

            }

(2)

with { UE having sent an RRCConnectionReconfigurationComplete message with rlf-InfoAvailable }

ensure that {

  when { UE receives a UEInformationRequest message with rlf-ReportReq set to true }

    then { UE sends a UEInformationResponse message with rlf-Report and PLMN list }

            }

8.6.4.9.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.5.4, 5.3.11.3 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.4.10
Radio Link Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list

8.6.4.10.1
Test Purpose (TP)

(1)

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {

  when { UE detects T310 is expired and performs RRC Connection re-establishment procedure on a cell belonging to equivalent PLMN  }

    then { UE sends an RRCConnectionReestablishmentComplete message with rlf-InfoAvailable }

            }

(2)

with { UE having sent an RRCConnectionReestablishmentComplete message with rlf-InfoAvailable }

ensure that {

  when { UE receives a UEInformationRequest message with rlf-ReportReq set to true }

    then { UE sends a UEInformationResponse message with rlf-Report and PLMN list }

            }

8.6.4.10.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.7.5, 5.3.11.3 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.7.4
Handover Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list

8.6.7.4.1
Test Purpose (TP)

(1)

with { UE selects the UTRAN cell and enters UTRA CELL_DCH(PS-DCCH+DTCH_DCH) after detection of radio link failure in an E-UTRAN cell }

ensure that {
  when { UE receives a HANDOVER FROM UTRAN COMMAND message including the eutra-Message and UE selects the EPLMN which is not the RPLMN }
    then { UE transmits an RRCConnectionReconfigurationComplete message containing rlf-InfoAvailable and enters E-UTRA RRC_CONNECTED state }

            }

(2)

with { UE in RRC_CONNECTED having reported that the UE has radio link failure information available }

ensure that {
  when { UE receives the UEInformationRequest message containing rlf-ReportReq }

    then { UE sends the UEInformationResponse message containing the measurement result for UTRA neighbour cell }

            }

8.6.7.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.11.3, 5.4.2.3 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.1
Connection Establishment Failure logging / Logging and reporting / T300 expiry
8.6.8.1.1
Test Purpose (TP)
(1)

with { UE having sent an RRCConnectionRequest message }

ensure that {
  when { T300 is expired }

    then { UE stores the connection establishment failure information }

            }
(2)

with { UE having sent an RRCConnectionSetupComplete message with connEstFailInfoAvailable }
ensure that {

  when { UE receives a UEInformationRequest message with connEstFailReportReq set to true }

    then { UE sends a UEInformationResponse message with connEstFailReport }
            }
8.6.8.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.4 and 5.3.3.6. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.2
Connection Establishment Failure logging / Logging and reporting / Reporting at intra-LTE handover
8.6.8.2.1
Test Purpose (TP)
(1)

with { UE has connection establishment failure information available }

ensure that {

  when { UE performs an Handover procedure }

    then { UE sends an RRCConnectionReconfigurationComplete message with connEstFailInfoAvailable }

            }
8.6.8.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and 5.3.5.4. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.3
Connection Establishment Failure logging / Logging and reporting / Reporting at RRC connection re-establishment
8.6.8.3.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available }

ensure that {

  when { UE performs an RRC Connection re-establishment procedure }

    then { UE sends an RRCConnectionReestablishmentComplete message with connEstFailInfoAvailable }

            }
8.6.8.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and .5.3.7.5. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.4
Connection Establishment Failure logging / Logging and reporting / Location Information

8.6.8.4.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available with location information }

ensure that {
  when { UE receives the UEInformationRequest message containing connEstFailReportReq }

    then { UE sends the UEInformationResponse message containing connEstFailReport with locationCoordinates }

            }

8.6.8.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.306, clause 4.3.13.2; TS 36.331, clauses 5.3.3.6 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.5
Connection Establishment Failure logging / Logging and reporting / Reporting of Intra-frequency measurements
8.6.8.5.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available with the intra-frequency measurement result }
ensure that {

  when { UE receives a UEInformationRequest message with connEstFailReportReq set to true }

    then { UE sends a UEInformationResponse message containing the measurement result for intra-frequency neighbouring cell }
            }
8.6.8.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.8.6
Connection Establishment Failure logging / Logging and reporting / Reporting of Inter-frequency measurements
8.6.8.6.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available with the inter-frequency measurement result }
ensure that {

  when { UE receives a UEInformationRequest message with connEstFailReportReq set to true }

    then { UE sends a UEInformationResponse message containing the measurement result for inter-frequency neighbouring cell }
            }
8.6.8.6.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.9.1
Connection Establishment Failure logging / Logging and reporting / Reporting at UTRAN Inter-RAT handover
8.6.9.1.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available }

ensure that {

  when { UE performs an RRC Connection reconfiguration procedure at UTRAN Inter-RAT handover }

    then { UE sends an RRCConnectionReconfigurationComplete message with connEstFailInfoAvailable }

            }
(2)

with { UE having sent an RRCConnectionReconfigurationComplete message with connEstFailInfoAvailable }
ensure that {

  when { UE receives a UEInformationRequest message with connEstFailReportReq set to true }

    then { UE sends a UEInformationResponse message with connEstFailReport }
            }
8.6.9.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and .5.4.2.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.9.2
Connection Establishment Failure logging / Logging and reporting / Reporting of UTRAN Inter-RAT measurements
8.6.9.2.1
Test Purpose (TP)

(1)

with { UE has connection establishment failure information available with the UTRA measurement result }
ensure that {

  when { UE receives a UEInformationRequest message with connEstFailReportReq set to true }

    then { UE sends a UEInformationResponse message containing the measurement result for UTRA neighbouring cell }
            }
8.6.9.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.6 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.10.1
Inter-RAT Immediate MDT / Reporting / Location information / Event B2
8.6.10.1.1
Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state and measurement with event B2 configured with includeLocationInfo included in the reportConfig }

ensure that {
  when { Entry condition for event B2 is met and detailed location information that has not been reported is available }

    then { UE sends MeasurementReport message with locationInfo included }

            }

8.6.10.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.306, clause 4.3.13.2; TS 36.331, clauses 5.5.5 and 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
<text skipped here>
8.6.11.1
RACH Optimisation

8.6.11.1.1
Test Purpose (TP)

(1)

with { UE is in E-UTRA RRC_CONNECTED state }

ensure that {
  when { UE receives UEInformationRequest message with rach-ReportReq set to true }

    then { UE transmits UEInformationResponse message with a rach-Report }

            }

8.6.11.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.6.5.3. Unless otherwise stated these are Rel-11 requirements.
