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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.


References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.


For a specific reference, subsequent revisions do not apply.


For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 36.101 (Release 9): "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) Radio Transmission and Reception".
[3]
3GPP TS 36.133 (Release 9): "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Radio Resource Management".
[4]
3GPP TS 36.101 (Release 10): "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) Radio Transmission and Reception".
[5]
3GPP TS 36.133 (Release 10): "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Radio Resource Management".
[6]
3GPP TS 36.101 (Release 11): "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) Radio Transmission and Reception".
[7]
3GPP TS 36.133 (Release 11): "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Radio Resource Management".
[8]
3GPP TS 36.101 (Release 12): "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) Radio Transmission and Reception".

[9]
3GPP TS 36.133 (Release 12): "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Radio Resource Management".

[10]
3GPP TS 36.307 (Release 9): “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) Supporting a release-independent frequency band”.
[11]
3GPP TS 36.307 (Release 10): “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) Supporting a release-independent frequency band”.
[12]
3GPP TS 36.307 (Release 11): “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) Supporting a release-independent frequency band”.
[13]
3GPP TS 36.307 (Release 12): “Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) Supporting a release-independent frequency band”.
<End of Change #1>
<Change #2>
4
Band 18 Independent of Release
Band 18 is specified in Release 9 but is defined as a release-independent frequency band. This approach aligns the Band 18 band with other frequency bands when considering features that have to be supported in different releases.
4.1
Band 18 UE

UEs that conform to Release 8 and support band 18 shall support the following requirements in Release 9.
--- Unchanged Section ---
4.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 18 specified in [3] which are listed in Table B.2.1-1 of [10].
Table 4.1.2-1: Void 
	
	

	
	

	
	

	
	

	


5
Band 19 Independent of Release

Band 19 is specified in Release 9 but is defined as a release-independent frequency band. This approach aligns the Band 19 band with other frequency bands when considering features that have to be supported in different releases.

5.1
Band 19 UE

UEs that conform to Release 8 and support band 19 shall support the following requirements in Release 9.
--- Unchanged Section ---

5.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 19 specified in [3] which are listed in Table B.2.1-1 of [10].
Table 5.1.2-1: Void 

	
	

	
	

	
	

	
	


6
Band 20 Independent of Release

Band 20 is specified in Release 9 but is defined as a release-independent frequency band. This approach aligns the Band 20 band with other frequency bands when considering features that have to be supported in different releases.

6.1
Band 20 UE

UEs that conform to Release 8 and support band 20 shall support the following requirements in Release 9.

--- Unchanged Section ---

6.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 20 specified in [3] which are listed in Table B.2.1-1 of [10].
Table 6.1.2-1: Void 
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Band 21 Independent of Release

Band 21 is specified in Release 9 but is defined as a release-independent frequency band. This approach aligns the Band 21 band with other frequency bands when considering features that have to be supported in different releases.

7.1
Band 21 UE

UEs that conform to Release 8 and support band 21 shall support the following requirements in Release 9.

--- Unchanged Section ---

7.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 21 specified in [3] which are listed in Table B.2.1-1 of [10].
Table 7.1.2-1: Void
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Band 41 Independent of Release

Band 41 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 41 band with other frequency bands when considering features that have to be supported in different releases.

8.1
Band 41 UE

UEs that conform to Release 8 and support band 41 shall support the following requirements in Release 10.

--- Unchanged Section ---

8.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 41 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 8.1.2-1: Void
	
	

	
	

	
	

	
	

	
	


9
Band 42 Independent of Release

Band 42 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 42 band with other frequency bands when considering features that have to be supported in different releases.

9.1
Band 42 UE

UEs that conform to Release 8 and support band 42 shall support the following requirements in Release 10.

--- Unchanged Section ---

9.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 42 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 9.1.2-1: Void
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Band 43 Independent of Release

Band 43 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 43 band with other frequency bands when considering features that have to be supported in different releases.

10.1
Band 43 UE

UEs that conform to Release 8 and support band 43 shall support the following requirements in Release 10.

--- Unchanged Section ---

10.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 43 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 10.1.2-1: Void
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Band 24 Independent of Release

Band 24 is specified in Release 10, but is defined as a release-independent frequency band. This approach aligns the Band 24 band with other frequency bands when considering features that have to be supported in different releases.

11.1
Band 24 UE

UEs that conform to Release 8 and support Band 24 shall support the following requirements in Release 10.
--- Unchanged Section ---

11.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 24 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 11.1.2-1: Void
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Band 23 Independent of Release

Band 23 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 23 band with other frequency bands when considering features that have to be supported in different releases.

12.1
Band 23 UE

UEs that conform to Release 8 and support band 23 shall support the following requirements in Release 10.

--- Unchanged Section ---

12.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 23 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 12.1.2-1: Void
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Band 25 Independent of Release

Band 25 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 25 band with other frequency bands when considering features that have to be supported in different releases.

13.1
Band 25 UE

UEs that conform to Release 8 and support band 25 shall support the following requirements in Release 10.

--- Unchanged Section ---

13.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 25 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 13.1.2-1: Void
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Band 22 Independent of Release

Band 22 is specified in Release 10 but is defined as a release-independent frequency band. This approach aligns the Band 22 band with other frequency bands when considering features that have to be supported in different releases.

14.1
Band 22 UE

UEs that conform to Release 8 and support band 22 shall support the following requirements in Release 10.

--- Unchanged Section ---

14.1.2
RRM Requirements
The UE shall comply with the RRM requirements for band 22 specified in [5] which are listed in Table B.2.1-1 of [11].
Table 14.1.2-1: Void
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Band 26 Independent of Release

Band 26 is specified in Release 11 but is defined as a release-independent frequency band. This approach aligns the Band 26 band with other frequency bands when considering features that have to be supported in different releases.
15.1
Band 26 UE
UEs that conform to Release 8 and support Band 26 shall support the following requirements in Release 11.
--- Unchanged Section ---

15.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 26 specified in [7] which are listed in Table B.2.1-1 of [12].
Table 15.1.2-1: Void
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Band 27 Independent of Release

Band 27 is specified in Release 11, but is defined as a release-independent frequency band. This approach aligns the Band 27 band with other frequency bands when considering features that have to be supported in different releases.

16.1
Band 27 UE

UEs that conform to Release 8 and support Band 27 shall support the following requirements in Release 11.
--- Unchanged Section ---

16.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 27 specified in [7] which are listed in Table B.2.1-1 of [12].
Table 16.1.2-1: Void
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Band 28 Independent of Release

Band 28 is specified in Release 11 but is defined as a release-independent frequency band. This approach aligns the Band 28 band with other frequency bands when considering features that have to be supported in different releases.
17.1
Band 28 UE
UEs that conform to Release 8 and support Band 28 shall support the following requirements in Release 11.
--- Unchanged Section ---

17.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 28 specified in [7] which are listed in Table B.2.1-1 of [12].
Table 17.1.2-1: Void
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Band 44 Independent of Release

Band 44 is specified in Release 11 but is defined as a release-independent frequency band. This approach aligns the Band 44 band with other frequency bands when considering features that have to be supported in different releases.
18.1
Band 44 UE
UEs that conform to Release 8 and support Band 44 shall support the following requirements in Release 11.
--- Unchanged Section ---

18.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 44 specified in [7] which are listed in Table B.2.1-1 of [12].
Table 18.1.2-1: Void
--- Unchanged Sections---

42
Band 30 Independent of Release

Band 30 is specified in Release 12 but is defined as a release-independent frequency band. This approach aligns the Band 30 band with other frequency bands when considering features that have to be supported in different releases.
42.1
Band 30 UE
UEs that conform to Release 8 and support Band 30 shall support the following requirements in Release 12.
--- Unchanged Section ---

42.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 30 specified in [9] which are listed in Table B.2.1-1 of [13].
Table 42.1.2-1: Void
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Band 31 Independent of Release

Band 31 is specified in Release 12, but is defined as a release-independent frequency band. This approach aligns the Band 31 band with other frequency bands when considering features that have to be supported in different releases.

43.1
Band 31 UE

UEs that conform to Release 8 and support Band 31 shall support the following requirements in Release 12.
--- Unchanged Section ---

43.1.2
RRM Requirements
The UE shall comply with the RRM requirements for Band 31 specified in [9] which are listed in Table B.2.1-1 of [13].
Table 43.1.2-1: Void
	
	

	
	

	
	

	
	

	
	


<End of Change #2>
