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15
Supplementary Services


15.1
CLIP

15.1.1
CLIP / Normal operation 
15.1.1.1
Definition
To test that the UE correctly presents to the user the calling number.
15.1.1.2
Conformance requirements

The calling line identity consists of a calling party BCD number and optionally, a calling party subaddress and/or a cause of no CLI.

The calling party BCD number information element is made up of a number of information units as indicated in 3GPP TS 24.008.

In addition to or instead of the calling party's digits, the subscriber may be given the following information:

-
screening indicator;

-
presentation indicator.

Indicator values are given in 3GPP TS 24.008.

The calling party subaddress information element is made up of a number of information units as indicated in 3GPP TS 24.008.

The cause of no CLI information element is made up of a detailed cause of no CLI as indicated in  TS 24.008.
A called mobile subscriber subscribing to calling line identification presentation service receives the call with the information indicated above, see figure 1.1.

MSb

Network

SETUP

<------------------------------------------------------------------------------------------------------------------------

Calling party BCD number (screening indicator, presentation indicator, calling party digits), 

Calling party subaddress, Cause of No CLI
NOTE:
The calling party subaddress is passed to MSb if it is received from the originating network.

Figure 1.1: Notification by the network to the called mobile subscriber

When the calling line identity is not available, the presentation indicator which is given to the called mobile subscriber takes the value of "number not available".

Reference

3GPP TS 24.081 clause 1.1.

15.1.1.3
Test purpose

To verify the ability of a UE to receive and decode the calling number in the incoming SETUP message.
15.1.1.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in MM-state "Idle, updated";
Related ICS/IXIT Statements

Description of display for CLIP.
Test procedure

a)
 A mobile terminated call is initiated.
b)
The UE receives a SETUP message that includes a valid calling party BCD number.
c)
The UE shall display the calling party BCD number.
Expected sequence
	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Mobile terminated establishment of Radio Resource Connection
	See TS 34.108 clause 7.1.2

Establishment cause: Terminating Conversational Call.

	2
	->
	PAGING RESPONSE
	

	3
	<-
	AUTHENTICATION REQUEST
	

	4
	->
	AUTHENTICATION RESPONSE
	

	5
	<-
	SECURITY MODE COMMAND
	

	6
	->
	SECURITY MODE COMPLETE
	

	7
	<-
	SETUP
	Include a valid calling party BCD number

	8
	->
	CALL CONFIRMED
	

	9
	->
	ALERTING
	(NOTE 1)

	10
	UE
	
	Depending on the PICS, the UE shall display the calling party BCD number

	NOTE 1:
Immediate connect shall be disabled. See ICS/IXIT statement  if UE support.



Specific Message Contents

SETUP
	Information element
	Comment Value

	Calling Party BCD Number
	

	  Type of number
	international number

	  Numbering plan identification
	ISDN/telephony numbering plan

	  Presentation indicator
	Presentation allowed

	  Screening indicator
	Network provided

	  Number
	12345667890


15.1.1.5
Test requirements

In step 10 the UE Shall display the correct calling party BCD number.
