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15.3.2
CNAP/Normal Operation – Name indication contained in Facility message
15.3.2.1
Definition

To check that the UE presents the calling name identity correctly when name indication is sent in FACILITY message to UE. 
15.3.2.2
Conformance requirement
The calling name identity is made up of calling party's name - up to 80 characters.

The UE shall be given one of the following in the name indicator:

-
calling name identity;

-
presentation indicator of presentation restricted;

-
presentation indicator of name unavailable; or

-
calling name identity and presentation restricted (for the case where the CNAP override category is provisioned).

References
TS 24.096 clause 4.1.
15.3.2.3
Test purpose

To verify that the UE presents to the user the name information of the calling party at call setup time, when name indication is sent in FACILITY message, for all incoming calls.
15.3.2.4
Method of test

Related ICS/IXIT statements

-
Supported MT circuit switched basic services.

-    Description of display for CNAP.
Initial conditions

System Simulator:


1 cell, default parameters.

User Equipment:

The UE is in MM-state “idle, updated”.

Test procedure

A mobile terminated call is initiated.
The CC entity of the UE is brought to the state U9 by using a SETUP message containing signal information element 
The UE sends an ALERTING message and enters the state U7
The SS sends Facility message includes the Name Indication.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	
	Mobile terminated establishment of Radio Resource Connection
	See TS 34.108 clause 7.1.2

Establishment cause: Terminating Conversational Call.

	2
	->
	PAGING RESPONSE
	

	3
	<-
	AUTHENTICATION REQUEST
	

	4
	->
	AUTHENTICATION RESPONSE
	

	5
	<-
	SECURITY MODE COMMAND
	

	6
	->
	SECURITY MODE COMPLETE
	

	7
	<-
	SETUP
	Signal IE included

	8
	->
	CALL CONFIRMED
	

	9
	->
	ALERTING
	 

	10
	<-
	FACILITY
	FACILITY (Invoke = NotifySS (CNAP, nameIndicator))

	11
	UE
	
	The UE shall display the calling nameIndicator


Specific message contents:


FACILITY (Step 10)
	Information Element
	Value/remark

	Facility
	

	  Invoke component
	

	   Operation Code
	notifySS

	   Parameters
	

	      NotifySS-Arg
	

	         SS-code
	'00011001'B

	         nameIndicator
	

	            callingName
	

	               namePresentationAllowed
	

	                  nameString
	“TESTNAME”


15.3.2.5
Test requirements

In step 11 the UE displays the calling name Indicator received at step 10.
