Page 1



3GPP TSG-RAN WG5 Meeting #62
R5-140723
Prague, Czech, 10th – 14th Feb 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	34.123-1
	CR
	3506
	rev
	-
	Current version:
	11.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of new SS and NITZ test case 15.7.11

	
	

	Source to WG:
	CATR

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-02-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	According to the WP ”Supplementary Service and NITZ work plan”, the test case 15.7.11 “Multi-party supplementary services, Explicitly disconnect a remote party” is needed.

	
	

	Summary of change:
	New test case 15.7.11 was introduced.

	
	

	Consequences if not approved:
	The WP will lack the coverage of this test case.

	
	

	Clauses affected:
	15.7.11(new)

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This is the final Tdoc of R5-140557 with minor editorial changes.


<Start of Modified Section>
15.7.11
Multi-party supplementary services, Explicitly disconnect a remote party
15.7.11.1
Definition
The operation of terminating a remote party from the MPTY call is performed by the UE sending a DISCONNECT message with the corresponding TI of the remote party.
15.7.11.2
Conformance requirement
Any remote party may be individually disconnected by initiation of call clearing as defined in 3GPP TS 24.008 with the same transaction identifier corresponding to that party.

Reference(s)

3GPP TS 24.084 subclause 1.2.1.4.

15.7.11.3
Test purpose

To test that the UE correctly disconnects a single remote party by implementing the call clearance procedure for that party.
15.7.11.4
Method of test

Initial conditions

· System Simulator:

 - 1 cell, default parameters.

· User Equipment:

      - The UE shall have a MultiParty call to two destinations (Call A-B and Call A-C) active. Both call states shall be U10 "Active" with auxiliary state "Call in MPTY". The call shall be of a basic service supported by the UE and relevant to the MultiParty supplementary service as stated in 3GPP TS 22.004 table A.1.
   NOTE: The MultiParty call may be setup using the procedure specified in clause 7.2.3.3.1.5 of TS 34.108.
Related ICS/IXIT statement(s)

· UE supporting Multi Party Service  yes/no

Test Procedure

Using suitable MMI or AT commands, the UE shall initiate a clearance of the Call A-B. The UE shall send a DISCONNECT message containing the transaction identifier of Call A-B. On receipt of a RELEASE message the UE shall respond with a RELEASE COMPLETE message, and enter state U0 "Null" for Call A-B. Call A-C shall enter state U10 "Active" with, auxiliary state "Call in MPTY". The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a STATUS message indicating state U10, with auxiliary state "Call in MPTY" for Call A-C, and receiving a RELEASE COMPLETE message with cause #81 "invalid transaction identifier value" for Call A-B.

Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	Using MMI or AT commands, clear call A-B

	2
	->
	DISCONNECT
	Transaction identifier of Call A-B

	3
	<-
	RELEASE
	Transaction identifier of Call A-B

	4
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-B

	5
	<-
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	6
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-B, with cause #81 "invalid transaction identifier value"

	7
	<->
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	8
	->
	STATUS
	Transaction identifier of Call A-C, state U10, with auxiliary state "Call in MPTY"


Specific message contents

None.
15.7.11.5
Test requirements

At step 6 and step 8, the UE shall return a RELEASE COMPLETE message with cause #81 “invalid transaction identifier value” as the response of the STATUS ENQUIRY message using TI of Call A-B, and have the Call A-C entering state U10 with auxiliary state "Call in MPTY".
<End of Modified Section>

