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Recommended test case applicability

<<Text Skipped Here>>

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	<ROWS SKIPPED HERE>

	15.3.1


	CNAP/Normal Operation – Name indication contained in Setup message
	Rel-8


	CEE
	UEs supporting FDD and a CS bearer service and speech and At least one MT circuit switched basic service and CNAP
	1 Execution: CS
	

	15.3.2
	CNAP/Normal Operation – Name indication contained in Facility message
	Rel-8
	CEE
	UEs supporting FDD and a CS bearer service and speech and At least one MT circuit switched basic service and CNAP
	1 Execution: CS
	

	15.3.3
	CNAP/Interrogation accepted
	Rel-8
	CGG
	UEs supporting FDD and a CS bearer service and speech and At least one MO circuit switched basic service and CNAP
	1 Execution: CS
	

	15.3.4
	CNAP/Interrogation rejected
	Rel-8
	CGG
	UEs supporting FDD and a CS bearer service and speech and At least one MO circuit switched basic service and CNAP
	1 Execution: CS
	

	16
	SMS
	
	
	
	
	

	16.1.1
	SMS on CS mode / SMS mobile terminated
	R99
	C18
	UE capable of receiving Short Message at any time on CS mode.
	1 Execution: CS
	

	<ROWS SKIPPED HERE>


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	C01a
IF A.1/1 AND A.1/12 THEN R ELSE N/A

	<ROWS SKIPPED HERE>

	C873
IF A.1/4 AND A.20/87 THEN R ELSE N/A

	C874
IF A.1/13 AND A.20/87 THEN R ELSE N/A

	CEE
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/5 AND A.7/26 THEN R ELSE N/A

	CGG
IF A.1/1 AND A.2/1 AND A.3/1 AND A.20/4 AND A.7/26 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


