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<< Unchanged sections omitted >>

8.2.2.6.1.4.2.2
Procedure

1)
The SS activates cell 1 with T1 defined parameters in tables 8.2.2.6.1.5.2-1 and and monitors cell 1 for random access requests from the UE.
2)
The UE is switched on.
3)
The SS and the UE shall perform a location registration procedure on cell 1 and apply the cell 2 parameters with T1 defined in table 8.2.2.6.1.5.2-2. T1 starts.

4)
After T1 expires, the parameters are changed as described for T2 in tables 8.2.2.6.1.5.2-1 and 8.2.2.6.1.5.2-2.

5)
The SS waits for random access request information from the UE to perform cell re-selection procedure on cell 2.

6)
If the UE camps on cell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2 within 81 s then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
7)
After the re-selection or when T2 expires, the parameters are changed as described for T3 as specified in tables 8.2.2.6.1.5.2-1 and 8.2.2.6.1.5.2-2. If the UE failed to complete a Tracking Area Update procedure on cell 2 in step 6), then switch OFF the UE and go to step 1).
8)
The SS and the UE shall perform a location registration procedure on cell 1.

9)
After the re-selection or when T3 expires, the parameters are changed as described for T1 in tables 8.2.2.6.1.5.2-1 and 8.2.2.6.1.5.2-2. During T1, Cell 2 shall be powered off and the SS shall set Cell 2 physical cell identity = ((current cell 2 physical cell identity +1) mod 14 + 2).
10) If the UE failed to complete the location registration procedure on cell 1 in step 8), then switch OFF the UE and go to step 1).
11)
When T1 expires, the parameters are changed as described for T2 in tables 8.2.2.6.1.5.2-1 and 8.2.2.6.1. 5.2-2.
12)
Repeat steps 5) to 11) until the confidence level according to Tables G.2.3-1 in TS 36.521-3 [33] is achieved.
<< Unchanged sections omitted >>

8.2.2.6.2.4.2.2
Procedure

1)
The SS activates cell1 with T1 defined parameters in tables 8.2.2.6.2.5.2-1 and monitors cell1 for random access requests from the UE.
2)
The UE is switched on.
3)
The SS and the UE shall perform a location registration procedure on cell1 and apply the cell 2 parameters with T1 defined in table 8.2.2.6.2.5.2-2. T1 starts.

4)
After the re-selection or when T1 expires, the parameters are changed as described for T2 in tables 8.2.2.6.2.5.2-1 and 8.2.2.6.2.5.2-2.

5)
The SS waits for random access request information from the UE to perform cell re-selection procedure on cell 2.

6)
If the UE camps on cell 2 and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on cell 2 within 21 s, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
7)
After the re-selection or when T2 expires, the parameters are changed as defined for T1 in tables 8.2.2.6.2.5.2-1 and 8.2.2.6.2.5.2-2. If the UE failed to complete a Tracking Area Update procedure on cell 2 in step 6), then switch OFF the UE and go to step 1).
8)
The SS and the UE shall perform a location registration procedure on cell 1.
9)  If the UE failed to complete the location registration procedure on cell 1 in step 8), then switch OFF the UE and go to step 1).
10)
Repeat steps 4) to 9) until the confidence level according to Tables G.2.3-1 in TS 36.521-3 [33] is achieved.
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