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2 Verification Test Summary

Test Case:
TC_8.1.9f
Test Group:
Fast Dormancy
ATS Version:
iwd-B2012-03_DfM13wk48 + essential modifications.

System Simulator used:
Rohde & Schwarz CMW500
UE used:
Broadcom M320 UE
Verification Status:
PASS
3 Corrections required for test case 8.1.9f
3.1 Introduction

This section describes the changes required to make test case 8.1.9f run correctly with a 3G UE. All modifications are marked with label “WA#” in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HSPA8_ENH_wk48.mp  which is part of iwd-B2012-03_DfM13wk48 release. This ATS provided by MCC160 contains Rel-8 test cases. 
4 Branches executed in test case 8.1.9f
The test case implementation was executed with Integrity and ciphering enabled.
5 Execution Log Files
5.1 Broadcom M320 UE

· Execution log files 8.1.9f-Broadcom_M320-Logs\Index.html.
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8.1.9f-Broadcom_M320--pixit.html
Text file containing all PICS/PIXIT parameters used for testing.
6 References
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	R5s140082
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file


