Page 1



3GPP TSG-RAN2 Meeting #85 
R2-140988
Prague, Czech Republic, 10th -14th February, 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.306
	CR
	0176
	rev
	1
	Current version:
	11.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	 IoT indication for inter-band TDD CA with different UL/DL configuration

	
	

	Source to WG:
	 NSN, CMCC, CATT

	Source to TSG:
	R2

	
	

	Work item code:
	 LTE_CA_enh-Core
	
	Date:
	2014-02-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	IoT indication for inter-band TDD CA with different UL/DL configuration is missing.  

	
	

	Summary of change:
	Add the definition for inter-BandTDDCAwithDifferentConfiguration which is introduced for IoT indication for different cases with different UL/DL configuration combinations.
Impact Analysis

Impacted functionality:

Inter-band TDD CA with different UL/DL configuration
Inter-operability:

If network is implemented according to this CR while UE is not, there is no inter operability issue.

If UE is implemented according to this CR while the network is not, network may try to activate this feature even UE is not properly IoT tested.


	
	

	Consequences if not approved:
	IoT indication for inter-band TDD CA with different UL/DL configuration is missing. The eNB is not aware of whether the feature is IoT tested.
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	Other comments:
	


4.3.4.x
inter-BandTDD-CA-WithDifferentConfig
This field defines whether the UE supports inter-band TDD carrier aggregation with different UL/DL configuration combinations. It is mandatory for UEs of this release of the specification if inter-band TDD carrier aggregation is supported.
