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<< Unchanged sections omitted >>

–
MBMSCountingRequest
Table 4.6.1-4AA: MBMSCountingRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSCountingRequest-r10 ::= SEQUENCE {
	
	
	

	  countingRequestList-r10 SEQUENCE (SIZE (1.. maxServiceCount)) OF SEQUENCE {
	
	
	

	    tmgi-r10 SEQUENCE {
	
	
	

	      plmn-Id-r9 CHOICE{
	
	
	

	          plmn-Index-r9
	1
	
	

	        }
	
	
	

	      serviceId-r9
	‘000000’O
	MBMS service ID (TS 24.008 clause 10.5.6.13),

OCTET STRING (SIZE (3))
	

	      }
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
MBMSCountingResponse
Table 4.6.1-4AB: MBMSCountingResponse
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSCountingResponse-r10 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      countingResponse-r10 OF SEQUENCE {
	
	
	

	        mbsfn-AreaIndex-r10
	Not present
	
	

	        countingResponseList-r10 SEQUENCE (SIZE (1... maxServiceCount)) OF SEQUENCE {
	
	
	

	          countingResponseService-r10
	0
	
	

	        }
	
	
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MBMSInterestIndication
Table 4.6.1-4AC: MBMSInterestIndication
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSInterestIndication-r11 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      interestIndication-r11 OF SEQUENCE {
	
	
	

	        mbms-FreqList-r11[n] SEQUENCE (SIZE (1..maxFreqMBMS-r11)) OF { INTEGER (0..maxEARFCN2) }
	The number of entries is set according to specific message content.
	INTEGER (0..maxEARFCN2)
	

	        mbms-Priority-r11
	Not checked
	ENUMERATED {true}
	

	        lateNonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< Unchanged sections omitted >>

7.3.2
Radio resource control information elements

Editor’s note: Unless otherwise stated in the test parameters or message exceptions in the respective test cases in TS 36.521-3 [34], PRACH configuration index and exceptional message as specified in Table 7.3.2-1 is used.

As defined in clause 4.6.3 with the following exceptions:
Table 7.3.2-1: PRACH-Config-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	
	TDD

	}
	
	
	


	Condition
	Explanation

	TDD
	TDD cell environment


Table 7.3.2-2: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfigList-r10 SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	FDD

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	      oneFrame
	‘111111’B
	Subframe 1, 2, 3, 6, 7, 8 is used for MBSFN
	

	    }
	
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment


Table 7.3.2-3: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	}
	
	
	


<< End of changes >>
