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2 Correction to Rel-7 WI-112 UL 16 QAM testcase 8.2.6.64
2.1 Change 1
	Object name 
	tc_8_2_6_64

	Reason for change
	The default MAC_E_Default needs to be added to testcase 8.2.6.64 to handle unwanted CMAC_MACes_SI_INDs

	Summary of change
	MAC_E_Default is added

	Source of change
	WA#

	Label
	


Before change: 

[image: image1.png]Test Case

Test Case It tc_8_2_6 b4

Test Group Reference: RRCIRRC_PhyCh_Recanfiguration!
Purpose 1

“To confirm that the UE starts E-DCH transmission using UL 18GAM mode according to PHYSICAL CHANNEL  RECONFIGURATION message on DCC

H
2. Toconfirm thatthe UE stops E-DCH transmission using UL 160AM mode according to PHYSICAL CHANNEL  RECONFIGURATION message on DCC
H

Configuration:
Defaults: RRC_Defl
Comments:





After change: 
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[Test Case I tc_8_2_6 b4

Test Group Reference: RRC/RRC_PhyCh_Recanfiguration/
Purpose 1

“To confirm that the UE starts E-DCH transmission using UL 18GAM mode according to PHYSICAL CHANNEL  RECONFIGURATION message on DCC

H
2. Toconfirm thatthe UE stops E-DCH transmission using UL 160AM mode according to PHYSICAL CHANNEL  RECONFIGURATION message on DCC
H

Configuration:

Defaults: MAC_E_Defaull[RRC_Defi

Comments: WARPK





