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	Reason for change:
(

	As per specification 34.123-1 clause 8.1.5.7.4 (Step 3 and 5) PICS “pc_EUTRA_MeasReporting” should be use to check IE “E-UTRA Measurement and Reporting support” in classmark 3.

In TTCN-2 its being used correctly but in cases of TTCN-3 incorrect PICS “pc_GERAN_2_E_UTRAN_meas” is used in place of “pc_EUTRA_MeasReporting” in classmark 3.


	 
	

	Summary of change:
(

	PICS “pc_GERAN_2_E_UTRAN_meas” should be replaced with PICS “pc_EUTRA_MeasReporting” in TTCN-3 while checking IE “E-UTRA Measurement and Reporting support” in classmark 3. 

	
	

	Consequences if 
(

not approved:
	Due to incorrect implementation there is conflict in checking IE “E-UTRA Measurement and Reporting support” of classmark 3 in TTCN-2 & TTCN-3 and not valid as per specification.
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	Other comments:
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1.1 Change 1

	Testcase name
	8.1.5.7

	Function Name
	cr_MSCLSMK3_All

	Reason for change
	As per specification 34.123-1 clause 8.1.5.7.4 (Step 3 and 5) PICS “pc_EUTRA_MeasReporting” should be use to check IE “E-UTRA Measurement and Reporting support” in classmark 3.

In TTCN-2 its being used correctly but in cases of TTCN-3 incorrect PICS “pc_GERAN_2_E_UTRAN_meas” is used in place of “pc_EUTRA_MeasReporting” in classmark 3.


	Summary of change
	PICS “pc_GERAN_2_E_UTRAN_meas” should be replaced with PICS “pc_EUTRA_MeasReporting” in TTCN-3 while checking IE “E-UTRA Measurement and Reporting support” in classmark 3.

	Source of change
	


Before:
	  template (present) MS_Clsmk3 cr_MSCLSMK3_All(template (present) B4_Type p_AssRadioCap1,

                                               template (present) B4_Type p_AssRadioCap2,

                                               B3_Type p_AssRadioCapRGSM,

                                               B4_Type p_AssRadioCapGSM400,

                                               B4_Type p_AssRadioCapT400,

                                               B4_Type p_AssRadioCapGSM710,

                                               B4_Type p_AssRadioCapGSM750,

                                               B4_Type p_AssRadioCapTGSM810,

                                               B4_Type p_AssRadioCapGSM850,

                                               template B4_Type p_AssociatedRadioCapGSM1900, // @sic R5s130928 sic@

                                               B5_Type p_Position,

                                               B3_Type p_DTM_HighClass,

                                               B3_Type p_DTM_EGPRS_HighClass,

                                               B2_Type p_PSK8_PowerCap1,

                                               B2_Type p_PSK8_PowerCap2,

                                               B2_Type p_PSK8_PowerProfile,

                                               B2_Type p_GMSK_PowerProfile,

                                               B2_Type p_GSM400Support,

                                               B2_Type p_T400Support,

                                               B2_Type p_DTM_Class,

                                               B2_Type p_DTM_EGPRSClass,

                                               B2_Type p_ExtDTM_Class,

                                               B2_Type p_DLAdvRxPerf,

                                               B2_Type p_VamosLevel,

                                               B2_Type p_TighterCap,

                                               B1_Type p_RepeatedACCHCap) :=

  { /* @status    APPROVED (UTRAN) */

    iei             := omit,                        /* 0x20 */

    iel             := omit,                            /* OCTETSTRING [1] */

    <Text Skipped>
    eutraTDDSupport := f_ConvertBoolToBit (pc_eTDD) ifpresent,

    eutraMeasAndReporting := f_ConvertBoolToBit (pc_GERAN_2_E_UTRAN_meas) ifpresent,     /* @sic R5s100135 Baseline moving sic@ */

    <Text Skipped>

    spareBits2      := *

  };


After:

	  template (present) MS_Clsmk3 cr_MSCLSMK3_All(template (present) B4_Type p_AssRadioCap1,

                                               template (present) B4_Type p_AssRadioCap2,

                                               B3_Type p_AssRadioCapRGSM,

                                               B4_Type p_AssRadioCapGSM400,

                                               B4_Type p_AssRadioCapT400,

                                               B4_Type p_AssRadioCapGSM710,

                                               B4_Type p_AssRadioCapGSM750,

                                               B4_Type p_AssRadioCapTGSM810,

                                               B4_Type p_AssRadioCapGSM850,

                                               template B4_Type p_AssociatedRadioCapGSM1900, // @sic R5s130928 sic@

                                               B5_Type p_Position,

                                               B3_Type p_DTM_HighClass,

                                               B3_Type p_DTM_EGPRS_HighClass,

                                               B2_Type p_PSK8_PowerCap1,

                                               B2_Type p_PSK8_PowerCap2,

                                               B2_Type p_PSK8_PowerProfile,

                                               B2_Type p_GMSK_PowerProfile,

                                               B2_Type p_GSM400Support,

                                               B2_Type p_T400Support,

                                               B2_Type p_DTM_Class,

                                               B2_Type p_DTM_EGPRSClass,

                                               B2_Type p_ExtDTM_Class,

                                               B2_Type p_DLAdvRxPerf,

                                               B2_Type p_VamosLevel,

                                               B2_Type p_TighterCap,

                                               B1_Type p_RepeatedACCHCap) :=

  { /* @status    APPROVED (UTRAN) */

    iei             := omit,                        /* 0x20 */

    iel             := omit,                            /* OCTETSTRING [1] */

    <Text Skipped>
    eutraTDDSupport := f_ConvertBoolToBit (pc_eTDD) ifpresent,

    eutraMeasAndReporting := f_ConvertBoolToBit (pc_EUTRA_MeasReporting) ifpresent
    <Text Skipped> 

    spareBits2      := *

  };


1.2 Change 2
	Testcase name
	8.1.5.7

	Module Name
	module Parameters 

	Reason for change
	As per specification 34.123-1 clause 8.1.5.7.4 (Step 3 and 5) PICS “pc_EUTRA_MeasReporting” should be use to check IE “E-UTRA Measurement and Reporting support” in classmark 3.

In TTCN-2 its being used correctly but in cases of TTCN-3 incorrect PICS “pc_GERAN_2_E_UTRAN_meas” is used in place of “pc_EUTRA_MeasReporting” in classmark 3.


	Summary of change
	PICS “pc_GERAN_2_E_UTRAN_meas” should be replaced with PICS “pc_EUTRA_MeasReporting” in TTCN-3 while checking IE “E-UTRA Measurement and Reporting support” in classmark 3.

	Source of change
	


	module Parameters {

  import from CommonDefs all;

  import from NAS_CommonTypeDefs all;

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar octetstring                 px_AccessPointName;                             // @desc  Access Point Name

  modulepar EUTRA_ATTACH_TESTED_Type    px_AttachTypeTested         := EPS_ATTACH_ONLY; // @desc  Attach Type to be tested, if UE supports both pc_Attach and pc_Combined_Attach

                                                                                        // Supported values: EPS_ATTACH_ONLY, COMBINED_ATTACH

  modulepar B16_Type                    px_AuthAMF;                                     // @desc  Authentication Management Field (16 bits). The value shall be different from '1111 1111 1111 111'B (AMFresynch).

                                                                                        // Default value: no default value can be proposed

                                                                                        // Reference to other Spec: 34.123-3, Table B.1

  modulepar boolean                     pc_EUTRA_MeasReporting := false;  // @desc  Used in Classmark 3  

Support of EUTRA Measurement and Reporting

                                                                                        // Reference: 51.010-2 A.25/164
}
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