Page 1



3GPP TSG-RAN WG5 Testing  
R5s140227
01 Jan – 31 Dec 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	34.123-3
	CR
	3169
	rev
	
	Current version:
	11.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to Rel-8 CSG testcase 9.4.2.6

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-03-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In the current TTCN implementation in the local tree lt_Body at line #19 the test step ts_GMM_RAU_Reject is called. The purpose of this test step in 9.4.2.6 is to send a RAU REJ message to the UE.

In this test step, in the local tree lt_GMM_RAU_Continue at lines #13 and #16 it is checked what REJ cause is being used. 

At line #16, the check is made for REJ cause tsc_RejectCause25 (Not authorized for this CSG), but in the actual REJ message the cause being sent is tsc_RejCauGPRS_NotAllowed. This will cause problems later in the testcse because all cells are on the same PLMN, and if the UE gets the REJ cause as “GPRS not allowed”, then it will cease trying to perform a RAU or ATTach on other cells.

This needs to be changed to tsc_RejectCause25

	
	

	Summary of change:
	In the test step ts_GMM_RAU_Reject--> lt_GMM_RAU_Continue --> at line #18, instead of sending tsc_RejCauGPRS_NotAllowed as a REJECT cause, sent tsc_RejectCause25.
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2 Corrections to 9.4.2.6
2.1 Change 1
	Object name 
	ts_GMM_RAU_Reject

	Reason for change
	In the current TTCN implementation in the local tree lt_Body at line #19 the test step ts_GMM_RAU_Reject is called. The purpose of this test step in 9.4.2.6 is to send a RAU REJ message to the UE.

In this test step, in the local tree lt_GMM_RAU_Continue at lines #13 and #16 it is checked what REJ cause is being used. 

At line #16, the check is made for REJ cause tsc_RejectCause25 (Not authorized for this CSG), but in the actual REJ message the cause being sent is tsc_RejCauGPRS_NotAllowed (line #18). This will cause problems later in the testcse because all cells are on the same PLMN, and if the UE gets the REJ cause as “GPRS not allowed”, then it will cease trying to perform a RAU or ATTACH on other cells.

This needs to be changed to tsc_RejectCause25

	Summary of change
	In the test step ts_GMM_RAU_Reject--> lt_GMM_RAU_Continue --> at line #18, instead of sending tsc_RejCauGPRS_NotAllowed as a REJECT cause, sent tsc_RejectCause25.

	Source of change
	Modification

	Label
	


Before change: 
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After change: 
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