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1. Overview

This document lists all changes needed to correct problems in the TTCN implementation of IMS test case 19.5.9 which is part of the IMS test suite in the ‘iwd-TTCN-B2013-03_D14wk10’ delivery.

The test case can be demonstrated to run with one LTE UE (see section 5) on different Test Platforms. Execution logs are provided as evidence.
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3. Verification Test Summary

Test Case:
TC_19_5_9
Test Group:
IMS_36523\...\IMS\19\IMS_CC_EmergencyCallTestcases.ttcn
ATS Version:
iwd-TTCN-B2013-03_D14wk10
System Simulator used:
Anritsu Protocol Conformance Test System ME7832L
UE used:
Nvidia i500
Verification Status:
PASS


4. Corrections required for IMS test case 19.5.9
This section describes the TTCN changes required to ‘iwd-TTCN-B2013-03_D14wk10’ release
Change 1 – Corrections to function ”f_TC_19_5_9_IMS1()”
	Function name
	f_TC_19_5_9_IMS1()  

	Reason for change
	According to spec. 34.229 section 19.5.9.4: UE is registered to IMS services, by executing the generic test procedure in Annex C.2 up to the last step so preamble need to be corrected by executing steps from function f_IMS_CC_Preamble

	Summary of change
	Add function f_IMS_PTC_Init and f_IMS_IPCAN_Init to initialize PDN_1 and IPCAN for IMS, add function f_IMS_CC_ReleaseConnection after Initail registration

	TTCN module
	IMS/19/IMS_CC_EmergencyCallTestcases.ttcn

	MCC160 Comment
	


Before change

function f_TC_19_5_9_IMS1() runs on IMS_PTC

  { /* IMS implementation for PDN1 - Registration */

    var REGISTER_Request v_RegisterRequest;

    var SUBSCRIBE_Request v_SubscribeReq;

    var SipUrl v_ContactUrl;

    var template (value) Reginfo_Type v_XmlMessage;

    f_IMS_IPCAN_StartProcedure(IPCAN, IPCAN_InitialRegistration);

    v_RegisterRequest := f_IMS_Register();

    v_SubscribeReq := f_IMS_Register_SubscribeNotify(v_RegisterRequest);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN); // Wait for sync message from other IMS PTC

    //@siclog "Steps 16-17" siclog@

    v_ContactUrl := f_MessageHeader_GetContactSipUrl(v_RegisterRequest.msgHeader); // check and compare with 19.5.8 (EW)

    v_XmlMessage := fl_TC_19_5_9_XmlMessageForNotify(v_RegisterRequest);

    fl_TC_19_5_9_Steps16To17_Notify(v_ContactUrl, v_SubscribeReq, v_XmlMessage);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // to release IMS call

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);

  }
After change

function f_TC_19_5_9_IMS1() runs on IMS_PTC

  { /* IMS implementation for PDN1 - Registration */

    var REGISTER_Request v_RegisterRequest;

    var SUBSCRIBE_Request v_SubscribeReq;

    var SipUrl v_ContactUrl;

    var template (value) Reginfo_Type v_XmlMessage;

    f_IMS_PTC_Init(PDN_1);        

    f_IMS_IPCAN_Init(IPCAN, IPCAN_EmergencyCall);
    f_IMS_IPCAN_StartProcedure(IPCAN, IPCAN_InitialRegistration);

    v_RegisterRequest := f_IMS_Register();

    v_SubscribeReq := f_IMS_Register_SubscribeNotify(v_RegisterRequest);

    f_IMS_CC_ReleaseConnection(IPCAN_InitialRegistration);
    f_IMS_IMS_SendCoOrdMsg(OtherPDN);

    f_IMS_IMS_WaitForTrigger(OtherPDN); // Wait for sync message from other IMS PTC

    //@siclog "Steps 16-17" siclog@

    v_ContactUrl := f_MessageHeader_GetContactSipUrl(v_RegisterRequest.msgHeader); // check and compare with 19.5.8 (EW)

    v_XmlMessage := fl_TC_19_5_9_XmlMessageForNotify(v_RegisterRequest);

    fl_TC_19_5_9_Steps16To17_Notify(v_ContactUrl, v_SubscribeReq, v_XmlMessage);

    f_IMS_IMS_SendCoOrdMsg(OtherPDN); // to release IMS call

    f_IMS_IMS_WaitForTrigger(OtherPDN);

    f_IMS_CC_Postamble(IPCAN_EmergencyCall_NormalService);

  }
5. Execution Log Files

5.1 Nvidia i500
The Nvidia i500 UE passed this test case on Anritsu ME7832L LTE System in LTE band 1. The documentation below is enclosed as evidence of the successful test case run [1]:
References

	[1]
	R5s140300:    Supporting information for agreement of IMS TC 19.5.9 in LTE FDD mode.
                          This archive comprises:

                        -  html and text format execution log files


